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ORDINANCE #65927
Board Bill No. 19

An Ordinance pertaining to the Existing Building Code of the City of Saint Louis; adopting the International Existing
Building Code, 2003 Edition with changes, asthe Existing Building Code of the City of Saint L ouis; and containing asavingsclause,
aseverability clause, a penalty clause and an emergency clause.

BE IT ORDAINED BY THE CITY OF SAINT LOUISASFOLLOWS:
Section One.

ThelInternational Existing Building Code, 2003 Edition as published by the International Code Council, Inc., three copies
of which areonfilein the Office of the Register of the City of Saint L ouis, being marked and designated asthe | nternational Existing
Building Code, 2003 as published by the International Code Council, Inc., beand is hereby adopted as " The Existing Building Code
of the City of Saint Louis, in the State of Missouri*, for the control of building and structures as herein provided; and each and all
of theregulations, provisions, penalties, conditionsand terms of said International Existing Building Code, 2003 are hereby referred
to, adopted and madeapart hereto, asif fully set out in this ordinance with the additions, insertions, del etionsand changes prescribed
in Section Two of this Ordinance.

SECTION TWO.
The International Existing Building Code 2003 is amended and changed in the following respects:
Delete entire Chapter 1 and replace with the following:

CHAPTER 1
ADMINISTRATION

SECTION 101
GENERAL

101.1 Title. Theseregulationsshall be known asthe Existing Building Code of the City of Saint Louis hereinafter referred to as“this
code.”

101.2 Scope. The provisions of the Existing Building Code of the City of Saint Louis shall apply to the repair, alteration, change
of occupancy, addition, and relocation of existing buildings. A building or portion of a building which has not been previously
occupied or used for itsintended purpose shall comply with the provisions of the Building Code, Electrical Code, Plumbing Code,
Mechanical Code and Zoning Ordinances as amended for new construction.

The Existing Building Code does not replace nor repeal any existing codes. This code appliesto existing buildings only,
and if in conflict, the most restrictive shall apply.

101.3 Intent. The purpose of this code is to ensure public health, safety and welfare insofar as they are affected by the repair,
alteration, change of occupancy, addition, and relocation of existing buildings.

101.4 Existing buildings. The legal occupancy of any building or structure existing on the date of adoption of this code shall be
permitted to continue without change, except as is specifically covered in this code, the Property Maintenance Code or Fire
Prevention Code as amended, or asis deemed necessary by the code official for the general safety and welfare of the occupants and
the public.

101.5Maintenance. Buildings, and partsthereof, shall be maintained in asafe and sanitary condition. The provisionsof the Property
Maintenance Code and Fire Prevention Code as amended shall apply to the maintenance of existing buildings and premises;
equipment and facilities; light, ventilation, space heating, sanitation, life and fire safety, hazards; the responsibilities of owners,
operators and occupants; and occupancy of existing premises and buildings. All existing devices or safeguards shall be maintained
in all existing buildings. The owner or the owner’s designated agent shall be responsible for the maintenance of the building. To
determine compliance with this subsection, the code official shall havethe authority to require abuilding to bereinspected. Except
where specifically permitted by this code, the code shall not provide the basisfor removal or abrogation of fire protection and safety
systems and devices in existing buildings.

101.5.1Work onindividual componentsor portions. Where determination is made by the code official that acomponent
or aportion of abuilding or structure isin need of repair, strengthening or replacement by provisions of this code, only
that specific component or portion shall be required to be repaired, strengthened or replaced unless specifically required
by other provisions of this code, or the code official.

101.5.2 Design valuesfor existing materialsand construction. Theincorporation of existing materials, constructionand
detailing into the structural system shall be permitted when approved by the code officia. Minimum quality levels and
maximum strength values shall comply with this code.
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101.6 Safeguards during construction. All construction work covered in this code, including any related demolition, shall comply
with the requirements of Chapter 13.

101.7 Appendices. The code official is authorized to require rehabilitation and retrofit of buildings, structures, or individual
structural members in accordance with the appendices of this code if such appendices have been individually adopted. When any
of such appendicesis specifically referenced in the code, it shall become apart of this code without any special adoption by thelocal
jurisdiction.

101.8 Correction of violations of other codes. Repairs or alterations mandated by the Property Maintenance or Fire Prevention
Codes asamended or mandated by any licensing rule or ordinance, adopted pursuant to law, shall conform only to the requirements
of that code, rule, or ordinance and shall not be required to conform to this code unless the code requiring such repair or ateration
SO provides.

101.9 Workmanship. All work executed in response to complying with the provisions of this code shall be performed in aneat and
workmanlike manner to impart quality to anything in the process of being made, produced, constructed, altered, repaired, installed
or assembled.

SECTION 102
APPLICABILITY

102.1 General. Where, in any specific case, different sections of this code specify different materials, methods of construction or
other requirements, the most restrictive shall govern. Where there is a conflict between a general requirement and a specific
reguirement, the specific requirement shall be applicable.

102.2 Other laws. The provisions of this code shall not be deemed to nullify any provisions of local, state or federal law.

102.3 Application of references. References to chapter or section numbers, or to provisions not specifically identified by number,
shall be construed to refer to such chapter, section or provision of this code.

102.4 Referenced codes and standar ds. The codes and standards referenced in Chapter 14 of this code shall be considered part of
therequirementsof thiscodeto the prescribed extent of each such reference. Where differences occur between provisionsof thiscode
and referenced codes and standards, the provisions of this code shall apply.

102.4.1 Standardsand guidelinesfor structural evaluation. Thecodeofficial shall allow structural evaluation, condition
assessment and rehabilitation of buildings, structures or individual structural members based on this code’s appendix
chapters, referenced standards, guidelines or other approved standards and procedures.

102.4.2 Compliancewith other codes, standar ds and guides. Compliance with the structural provisionsof the Building
Code as amended shall be deemed exceeding or equivalent to compliance with the structural provisions of this code.

102.5 Partial invalidity. In the event any part or provision of this codeisheld to beillegal or void, this shall not have the effect of
making void or illegal any of the other parts or provisions.

102.6 M attersnot provided for. Any requirementsthat are essential for the structural, fire or sanitary safety of an existing building
or structure, or for the safety of the occupants thereof, which are not specifically provided for by this code, shall be determined by
the code official.

SECTION 103
DIVISION OF BUILDING AND INSPECTION

103.1 Creation of enforcement agency. The Department of Public Safety - Division of Building and Inspection is hereby charged
with the enforcement of this code.

SECTION 104
DUTIES AND POWERS OF CODE OFFICIAL

104.1 General. The code official shall have authority as necessary in the interest of public health, safety and general welfare, to
adopt and promulgate rules and regulations to interpret and implement the provisions of this code to secure the intent thereof, and
to designate requirements applicable because of local climatic or other conditions. Such rules shall not have the effect of waiving
structural or fire performance requirements specifically provided for in this code or viol ating accepted engineering practiceinvol ving
public safety.

104.1.1 Rulemakingauthority: Thecodeofficial shall have authority asnecessary intheinterest of public health, safety
and general welfare, to adopt and promulgate rules and regulations to interpret and implement the provisions of this code
to secure the intent thereof, and to designate requirements applicable because of local climatic or other conditions. Such
rules shall not have the effect of waiving structural or fire performance requirements specifically provided for in this code
or violating accepted engineering practice involving public safety.
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104.2 Applications and per mits. The code official shall receive applications, review construction documents and issue permits for
the repair, adteration, addition, demolition, change of occupancy and relocation of buildings, inspect the premises for which such
permits have been issued and enforce compliance with the provisions of this code.

104.2.1 Preliminary project review meeting. When requested by the permit applicant, the code official shall meet with
the permit applicant to discuss plans for the proposed work or change of occupancy prior to the application for a
construction permit in order to establish the specific applicability of the provisions of this code.

Exception: Repairs, and level 1 alterations.

104.2.1.1 Building evaluation. The code official isauthorized to require an existing building to beinvestigated
and evaluated by aregistered design professional to determine the existence of any potential nonconformance
with the provisions of this code.

104.3 Notices and orders. The code official shall issue al necessary notices or orders to ensure compliance with this code.

104.4 1 nspections. The code official shall make all of the required inspections, or the code official shall have the authority to accept
reports of inspection by approved agencies, design professionals or individuals. Reports of such inspections shall bein writing and
be certified by a responsible officer of such approved agency or by the responsible individual. The code official is authorized to
engage such expert opinion as deemed necessary to report upon unusual technical issues that arise, subject to the approval of the
appointing authority.

104.5 Identification. The code official shall carry proper identification when inspecting structures or premises in the performance
of duties under this code.

104.6 Right of entry. Upon presentation of proper credentials, the code official shall have the authority to enter at reasonable times
any building, structure or premises to perform any duty imposed upon him by this code, subject to constitutional restrictions on
unreasonable searches and seizures. If entry isrefused or not obtained, the code official isauthorized to pursue recourse as provided
by law and the person who failed to provide entry will be subject to the penalties provided in this code.

104.7 Liability. The code official or employee charged with the enforcement of this code, while acting for thejurisdiction, shall not
thereby berendered liable personally, and ishereby relieved fromall personal liability for any damage accruing to personsor property
as aresult of any act required or permitted in the discharge of official duties. Any suit instituted against any employee because of
an act performed by that person in the lawful discharge of duties and under the provisions of this code shall be defended by the City
of Saint Louis City Counselor’s Office until thefinal termination of the proceedings. The code official or any subordinates shall not
be liable for costs or judgement in any action, suit or proceeding that is instituted in pursuance of the provisions of this code; and
any employee of the Division of Building and I nspection, acting in good faith and without malice, shall befreefrom liability for acts
performed under any of its provisions or by reason of any act or omission in the performance of official duties in connection
therewith.

The above protection shall also extend to former employees for work performed during their period of employment with
the City of Saint Louis.

104.8 Approved materials and equipment. Materials, equipment and devices approved by the code officia shall be constructed
and installed in accordance with such approval.

104.8.1 Used materials and equipment. The use of used materials, which meet the requirements of this code for new
materials, is permitted. Used equipment and devices shall not be reused unless approved by the code official.

104.9 M odifications. Wherever there are practical difficultiesinvolved in carrying out the provisions of this code, the code official
shall havethe authority to grant modificationsfor individual cases, upon application of theowner or owner’ srepresentative, provided
the code official shall first find that special individual reason makes the strict |etter of this code impractical and the modificationis
in compliance with the intent and purpose of this code and that such modification does not lessen health, accessibility, life and fire
safety, or structural requirements. The application for modification and the final decision of the code official shall beinwriting, and
shall be officially recorded with the application for the permit in the records of the Division of Building and I nspection.

104.10 Alter native materials, design and methods of construction and equipment. The provisions of this code are not intended
to prevent theinstallation of any material or to prohibit any design or method of construction not specifically prescribed by this code,
provided that any such alternative has been approved. An aternative material, design or method of construction shall be approved
wherethe code official findsthat the proposed design is satisfactory and complies with the intent of the provisions of this code, and
that the material, method or work offered is, for the purpose intended, at least the equival ent of that prescribed inthiscodein quality,
strength, effectiveness, fire resistance, durability and safety.

104.10.1 Tests. Whenever thereis insufficient evidence of compliance with the provisions of this code, or evidence that
amaterial or method does not conform to the requirements of this code, or in order to substantiate claims for alternative
materials or methods, the code official shall have the authority to require tests as evidence of compliance to be made at
no expenseto the City of Saint Louis. Test methods shall be as specified in this code or by other recognized test standards.
In the absence of recognized and accepted test methods, the code official shall approve the testing procedures. Tests shall



4A The City Journal September 16, 2003

be performed by an approved agency. Reports of such tests shall be retained by the code official for the period required
for retention.

104.11 Buildings, structures or premises partly within city limits. When a building, structure or premisesis constructed partly
within the City and partly within County Limits, the Building Commissioner shall be authorized to enter into agreements with the
adjoining code jurisdictions to avoid duplications of inspections, fees and permits.

104.12 Department records: The codeofficial shall keep official records of applicationsreceived, permitsand certificatesissued,
fees collected, reports of inspections and notices and ordersissued. Such records shall be maintained in the official records aslong
as the building, structure or occupancy to which they relate remainsin existence, unless otherwise provided by other regulations.

Fiscal records shall be kept until the Comptroller permits their disposal. All other citations or orders shall be kept for a
period of five yearsfrom the date of the record or until such citation or order isfound to bein compliance. Construction documents
need not be retained after the issuance of a certificate of occupancy. Destruction of records shall be done pursuant to Article 15 of
the City Charter.

Origina or file copies, when subpoenaed, shall be el ectrostatic copies certified by the Custodian of Recordsto betrueand
accurate copiesof original documents. Original documentsshall remain in the possession of the Division of Building and I nspection.
Records relating to demolition of buildings need only be kept for five years after the date of completion.

SECTION 105
PERMITS

105.1 Required. Any owner or authorized agent who intends to perform site grading, excavate, repair, add to, ater, relocate,
demolish, or change the occupancy of a building or to repair, install, add, alter, remove, convert or replace any electrical, gas,
mechanical or plumbing system, theinstallation of which is regulated by this code, or to cause any such work to be done, shall first
make application to the code official and obtain the required permit. No building or structure shall be constructed, extended,
repaired, removed, atered or occupied in violation of these provisions, and further that theraising, lowering or moving of abuilding
or structure as a unit necessitated by a change in legal grade or widening of a street shall be permitted, provided the building or
structureis not otherwise altered or its occupancy changed.

Political subdivisions of the State of Missouri, including but not limited to, the Board of Education, Metropolitan Sewer
District, the Housing Authority, Saint Louis Police Department, Planned Industrial Expansion, Land Clearance Redevel opment
Authority, Land Reutilization Authority, Saint Louis Development Corporation and the Regional Convention and Sports Complex
Authority are covered under the provisions of this code for all property within the city limits.

Exceptions:

1 Structures owned and occupied by the United States of America or the State of Missouri.

2. City of Saint Louis owned property located outside of the City Limits.

3. Existing building occupancies that are licensed by the State of Missouri as family child care homes providing

home day care, as specified in Section 310.5.2. of the Building Code as amended.

4. Structures located within cemetery boundaries which arelessthan onethousand squarefeet in areaand lessthan
twenty feet in height, measured from grade to the highest point.

5. Laying or relaying of railroad trackage sidings and their appurtenant signals, culverts and structures.

105.1.1 Preservation Boar d per mit requir ements. When the ordinances of the Cultural Resources Office of the Planning
and Urban Design Agency (CRO) require a permit for items for which this code does not require a permit, applications
shall be permitted to be taken by the Building Division and processed solely to the Cultural Resources Office. Both the
Building Commissioner and the Cultural Resources Office Director are authorized to place stop work orders. Any appeals
or court actions resulting from such citations, applications or permits shall have technical and aesthetic testimony from
the Preservation Board and the staff of the Cultural Resources Office.

105.1.2 Cultural Resources Office denial. Unless overruled by the Building Commissioner as aresult of an emergency
situation, or the Planning and Urban Design Commission, a denial from the Preservation Board shall be the final denial;
no further notice from the code official shall be required to any person.

105.2 Work exempt from permit. The following new construction and repairs are exempt from obtaining a building permit, but
are till required to obtain a Flood Plain Development Permit if the site is located in the flood plain areas defined by FEMA.
Exemptionsfrom permit requirements of this code shall not be deemed to grant authorization for any work to be donein any manner
in violation of the provisions of this code or any other laws or ordinances of the City of Saint Louis.

Ordinary repairsto residential buildingsand structuresup to four units, which do not fall under the purview of the Cultural
Resource Office requiring “ Cultural Resource Office Only” permits.
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1 Tuckpointing, plaster patching, exterior and interior painting, floor sanding and refinishing, floor tile or
carpeting, replacement of flooring with like material, application of wall paper and other wall covering material,
and cabinet installation;

2. Repair or replacement of existing gutters and above grade portions of downspouts;

3. Application of pre-finished aluminum, steel or other like materials on soffits, fascia boards and overhangs;

4. Replacement or repair of existing windows and frames, whenever no modification is made to the opening;
installation of storm windows and doors, whenever no modification is made to the opening; glazing and glass
replacement;

5. Replacement or repair of exterior and/or non-fire rated interior doors, whenever no modification is madeto the
opening;

6. Sidewalks and driveways within property lines;

7. Exterior stairs and/or steps, which are on grade, not attached to the structure, and within property lines;

8. Paved areas for residential use on the same lot as the primary structure, without roofs, covers or enclosures,

9. Miscellaneous site work, landscaping, shrubbery and planting boxes, excavation or fill. creating a permanent
change in property elevation lessthan 6" along property lines;

10. Fixed or retractable awningsthat do not project over property lines, and not over 40 square feet in projected area;

11. Wall paneling of any type when applied directly to existing wall surfaces;

12. Acoustic ceiling tile of any type when applied directly to existing ceiling surfaces;

13. Installation of battery-operated smoke detectors;

14. Small accessory buildings, such as tool sheds, cabanas, "play houses’, etc., 50 square feet in area or less,
provided such accessory buildings maintain the setbacks required by the Zoning Ordinance;

15. Above-ground swimming pools. Also, in-ground swimming poolswith lessthan 24" water depth with asurface
area of lessthan 250 square feet. All poolsrequire a permit from the City Health Department;

16. Roof replacement when done with like material; replacement of 25% or less of the roof sheathing;

17. New aluminum or vinyl exterior siding with no change to existing openings;

18. Replacement of existing fencing, same height, material and location, in the rear or side yards;

19. Retaining walls 18" or lessin height;

20. Non-dish radio or television antennae 12 feet or less in height attached to, or on the roof of a building;

21. Tents smaller than 1000 square feet, or those used for private family events on the same lot as the owner's
residence.

22. Statues on private property, erected on grade, not attached to or part of abuilding or structure

105.2.1 Emer gency repairs. Where equipment replacements and repairs must be performed in an emergency situation,
the permit application shall be submitted within the next working business day to the code official.

105.2.2 Repair s. Application or noticeto the code official isnot required for ordinary repairsto structuresand itemslisted
in Section 105.2. Such repairs shall not include the cutting away of any wall, partition or portion thereof, the removal or
cutting of any structural beam or load bearing support, or the removal or change of any required means of egress, or
rearrangement of parts of a structure affecting the egress requirements; nor shall ordinary repairs include addition to,
alteration of , replacement or rel ocation of any standpipe, sprinkler system, water supply, sewer, drainage, drainleader, gas,
soil, waste, vent or similar piping, electric wiring or mechanical or other work affecting public health or general safety.

105.2.3 Public service agencies. A permit shall not be required for the installation, alteration or repair of generation,
transmission, distribution or metering or other related equipment that is under the ownership and control of public service
agencies by established right.

105.3 By whom application is made. Application for a permit shall be made by the owner or lessee of the building or structure,
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or agent of either, or by theregistered design professional employed in connection with the proposed work. Thefull names, addresses
and telephone number of the owner, lessee, and applicant shall be stated in the application. Every application should have alocal
contact person listed. Demolition and certificate of occupancy applications, when applied for by anyone other than the owner of
record, shall be accompanied by a notarized letter of authorization or other documentation from the owner of record granting
permission to apply.

105.3.1 Application for permit. To obtain apermit, the applicant shall first filean application therefor inwritingonaform
furnished by the Department of Public Safety for that purpose. Such application shall:

1 Identify and describe the work in accordance with Chapter 3 to be covered by the permit for which
application is made.

2. Describetheland on which the proposed work isto be done by street addressthat will readily identify
and definitely locate the proposed building or work.

Indicate the use and occupancy for which the proposed work is intended.

3
4, Be accompanied by construction documents and other information as required in Section 106.
5 State the valuation of the proposed work.

6

Be signed by the applicant, or the applicant’s authorized agent.
7. Give such other data and information as required by the code official.

105.3.2 Action on application. The code official shall examine or cause to be examined applications for permits and
amendments thereto within areasonable time after filing. If the application or the construction documents do not conform
to therequirements of pertinent laws, the code official shall reject such application, stating the reasonstherefor. If the code
official is satisfied that the proposed work conforms to the requirements of this code and laws and ordinances applicable
thereto, the code official shall issue a permit therefor as soon as practicable.

105.3.3 Timelimitation of application. An application for a permit for any proposed work shall be deemed to have been
abandoned six months after the date of filing, unless such application has been pursued in good faith or apermit has been
issued; except that the code official is authorized to grant one or more extensions of time for additional periods not
exceeding 90 days each. The extension shall be requested in writing and justifiable cause demonstrated.

105.4 Validity of permit. The issuance or granting of a permit shall not be construed to be a permit for, or an approval of, any
violation of any of the provisions of this code or of any other ordinance of the City of Saint Louis. Permits presuming to give
authority to violate or cancel the provisionsof thiscode or other ordinances of the City of Saint Louisshall not bevalid. Theissuance
of apermit based on construction documents and other data shall not prevent the code official from requiring the correction of errors
in the construction documents and other data. The code official is also authorized to prevent occupancy or use of a structure where
in violation of this code or of any other ordinances of the City of Saint Louis.

105.5 Expiration. Every permit issued shall become invalid unless the work on the site authorized by such permit is commenced
within six months after itsissuance, or if the work authorized on the site by such permit is suspended or abandoned for a period of
six months after the time the work is commenced. The code official isauthorized to grant, in writing, one or more extensions of time,
for periods not more than six months each. The extension shall be requested in writing and justifiable cause demonstrated.

105.6 Suspension or revocation. The code official is authorized to suspend or revoke a permit issued under the provisions of this
code wherever the permit isissued in error or on the basis of incorrect, inaccurate or incomplete information, or in violation of any
ordinance or regulation or any of the provisions of this code.

105.7 Posting of permit: A true copy of the building permit shall be kept on the site of operations, open to inspection during the
entire time of prosecution of the work and until the completion of the same.

SECTION 106
CONSTRUCTION DOCUMENTS

106.1 Construction documents. The application for the permit shall be accompanied by at least five complete sets of construction
drawings, two sets of project specifications, two sets of structural calculations, two sets of the geotechnical (soils) report and one
set of site or building photographs, with sufficient clarity and detailed dimensions to show the nature and character of the work to
be performed. The minimum size of any sheet shall be 82" x 11" and the maximum size of any sheet shall be 36" x 48". When quality
of materialsis essentia for conformity to this code, specific information shall be given to establish such quality and this code shall
not becited, or theterm"legal" or its equivalent be used as a substitute for specific information. Construction documents containing
thewords"not for construction™, "preliminary”, "review set”, or their equivalent, shall not be accepted for application. Construction
documents marked with contractors "take-off" notations shall not be accepted for application.

Construction documents shall be dimensioned and drawn upon suitable material. Construction documents shall be of
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sufficient clarity to indicate the location, nature and extent of the work proposed and show in detail that it will conform to the
provisionsof thiscode and relevant laws, ordinances, rules and regulations, as determined by the code official. Thework areas shall
be shown.

106.1.1 Sealed construction documents. All construction documents submitted with an application for abuilding permit
shall be prepared by aregistered design professional as required by Chapter 327 of the Revised Statutes of the State of
Missouri. All construction documents shall bear an original embossed or wet ink seal, original ink signature and the date
the documents were sealed by the registered design professional for each discipline on the first sheet of each discipline
within each set of construction documents, or on the cover sheet of each set of construction documents.

In addition, all other sheets of the construction documents, other than project specificationsor calculations, shall
bear the original embossed, wet ink or mechanically reproduced seal, signature and date of the registered design
professional. Any addenda or modifications submitted for changes to the construction documents shall also bear the
original embossed or wet ink seal, original ink signature and date the documents were sealed.

All project specifications, calculations, reports or other documents not considered to be construction drawings
shall bear an origina wet ink or embossed seal, original ink signature and the date the documents were signed by the
registered design professional for each discipline on the title or index sheet.

106.1.1.1 Fire protection system shop drawings. Shop drawings for the fire protection system(s) shall be
submitted to indicate conformance with this code and the construction documents and shall be approved prior
to the start of system installation. Shop drawings shall contain all information as required by the referenced
installation standards in Chapter 9 of the Building Code as amended.

106.1.2 M eans of egress. The construction documents for alterations level 2, aterations level 3, additions, and changes
of occupancy shall show in sufficient detail the location, construction, size and character of all portions of the means of
egressin compliancewith the provisionsof this code. The construction documents shall designate the number of occupants
to be accommodated on every work area of every floor, and in all affected rooms and spaces.

106.2 Site plan. The construction documents submitted with the application for permit shall be accompanied by asite plan showing
to scale the size and location of new construction and existing structures on the site, distances from lot lines, the established street
grades and the proposed finished grades; and it shall be drawn in accordance with an accurate boundary line survey. In the case of
demolition, the site plan shall show construction to be demolished and the location and size of existing structures and construction
that are to remain on the site or plot. The code official is authorized to waive or modify the requirement for a site plan when the
application for permit is for alteration, repair or change of occupancy.

106.3 Examination of documents. The code official shall examine or cause to be examined the construction documents and shall
ascertain by such examinationswhether the construction or occupancy indicated and described isin accordance with therequirements
of this code and other pertinent laws or ordinances.

106.3.1 Approval of construction documents. When the code official issues a permit, the construction documents shall
be approved, in writing or by stamp. One set of construction documents so reviewed shall be retained by the code official.
One set shall be returned to the applicant, shall be kept at the site of work and shall be open to inspection by the code
officia or his authorized representative.

106.3.2 Previousapprovals. Thiscode shall not require changesin the construction documents, construction or designated
occupancy of astructure for which alawful permit has been heretofore issued or otherwise lawfully authorized, and the
construction of which has been pursued in good faith within 180 days after the effective date of this code and has not been
abandoned.

106.3.3 Phased approval. Thecode official isauthorized to issueapermit for the construction of foundationsor any other
part of abuilding before the construction documents for the whol e building have been submitted, provided that adequate
information and detail ed statements have been filed complying with pertinent requirements of thiscode. The holder of such
permit for the foundation or other parts of abuilding shall proceed at the holder’ s own risk with the building operation and
without assurance that a permit for the entire structure will be granted.

106.3.4 Deferred submittals. For the purposes of this section, deferred submittals are defined as those portions of the
design that are not submitted at the time of the application and that are to be submitted to the code official within a
specified period. Deferral of any submittal items shall have the prior approval of the code official. The registered design
professional in responsible charge shall list the deferred submittals on the construction documents for review by the code
official. Submittal documents for deferred submittal items shall be submitted to the registered design professional in
responsible chargewho shall review them and forward them to the code official with anotation indicating that the deferred
submittal documents have been reviewed and that they have been found to be in general conformance with the design of
the building. The deferred submittal items shall not be installed until their design and submittal documents have been
approved by the code official.

106.4 Amended construction documents. Work shall be installed in accordance with the reviewed construction documents, and
any changes made during construction that are not in compliance with the approved construction documents shall be resubmitted for
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approval as an amended set of construction documents.

106.5 Retention of construction documents. One set of approved construction documents shall be retained by the code official for
aperiod of not less than the period required for the retention of public records.

106.6 Design professional in responsible charge.

106.6.1 General. Whenitisrequired that documentsbe prepared by aregistered design professional, the codeofficial shall
be authorized to require the owner to engage and designate on the building permit application a registered design
professional who shall act as the registered design professional in responsible charge. If the circumstances require, the
owner shall designate asubstitute registered design professional inresponsible chargewho shall performthedutiesrequired
of the original registered design professional in responsible charge. The code official shall be notified in writing by the
owner if theregistered design professional in responsible charge is changed or isunableto continueto perform the duties.
The registered design professional in responsible charge shall be responsible for reviewing and coordinating submittal
documents prepared by others, including phased and deferred submittal items, for compatibility with the design of the
building. Where structural observation is required, the inspection program shall name the individual or firmswho are to
perform structural observation and describe the stages of construction at which structural observation is to occur.

SECTION 107
TEMPORARY AND SEASONAL STRUCTURESAND USES

107.1 General. The code officia is authorized to issue a permit for temporary and seasonal structures and temporary uses. Such
permits shall be limited asto time of service, but shall not be permitted for more than six months. The code official is authorized to
grant extensions for demonstrated cause.

107.1.1 Seasonal. A seasonal structure shall require anotarized letter from the owner of the property and the alderperson.

107.2 Conformance. Temporary structures and uses shall conform to the structural strength, fire safety, means of egress,
accessihility, light, ventilation and sanitary requirements of this code as necessary to ensure the public health, safety and general
welfare,

107.3 Temporary power . Thecode official isauthorized to give permission totemporarily supply and use power in part of an electric
installation before such install ation has been fully completed and the final certificate of completion hasbeenissued. The part covered
by thetemporary certificate shall comply with the requirements specified for temporary lighting, heat or power inthe Electrical Code
as amended.

107.4 Termination of approval. Thecodeofficial isauthorized to terminate such permit for atemporary structure or useand to order
the temporary structure or use to be discontinued.

SECTION 108
FEES

108.1 Payment of fees. No permit, certificate or inspection report, as required by the provisions of this code, shall be released or
issued until the fees listed in this section have been paid to the City of Saint Louis, as collected by the code officia or designated
representative; nor shall an amendment to a permit be released until the additional fees have been paid. In collecting said fees, the
codeofficial isauthorized to accept personal checksas payment; however, non-payment by said checking account shall beconsidered
as aviolation of this code and is cause for suspension or revocation of permits, certificates or reports issued or released for such
personal check payment. If apermitissuspended or revoked for non-payment of afee, or for insufficient funds, an additional twenty
dollars shall be collected to cover administrative costs.

108.1.1 Feesother than herein prescribed: The payment of feeslisted in this section shall not relieve the applicant or
holder of any permit or any certificate of occupancy from the payment of other fees which shall be prescribed by law or
ordinance for water taps, sewer connections, plumbing permits, mechanical permits, electrical permits, sprinkler permits,
firealarm permits, erection of signsand display structures, or feesfor inspectionsor other privileges or requirements, both
within and without the jurisdiction of the Division of Building and Inspection.

108.1.2 City of Saint L ouis, Department of the President, Board of Public Service projects. Building permit fees shall
be waived for contractors working in facilities located within the city limits, owned and occupied by the City of Saint
Louis. Only projectswhich arepaid for by the Department of the President, Board of Public Service out of general revenue
funds and bid and contract let by the Department of the President, Board of Public Service, and inspected by the
Department of the President, Board of Public Service shall be exempt from the payment of fees. Thisshall not relieve the
applicant fromapplying for and obtaining abuilding permit. Thesefive requirementsshall apply to building permitsonly.
These requirements shall not apply to Demolition, Plumbing, Mechanical, Electrical and Fire Protection Systems permits.
Demolition permits, Plumbing permits, Mechanical permits, Electrical permits and Fire Protection Systems permits shall
be applied for and paid for by the appropriate contractor.

108.1.3 Application fees. An application feeisan administrative charge madefor processing permit applicationsand shall
bethefee aslisted in Table 108.2.
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108.1.4 Repairsand level 1, 2 or 3 alterations. Thefeefor apermit for repairsor level 1, 2 or 3 aterationsto abuilding
or structure shall be based on the estimated cost of said alterationsor repairs and shall be charged at theratelisted in Table
108.2.

108.1.5 Additions. Thebuilding permit feefor additionswill be based on thetotal estimated cost of construction, and shall
becharged at theratelisted in Table 108.2 for additions. For the purpose of determining afee, total construction costsshall
include all costs for normal site preparation including grading, excavation and backfill, structural work, plumbing work,
mechanical work, electrical work, interior and exterior finishes, overhead and profit, engineering and architectural fees.
Thefollowing shall be permitted to be excluded from total construction costs: the cost to install sprinkler, standpipe and
fire alarm systems; or signs.

108.1.6 Miscellaneous structur es and site work. The fee for a permit for, including but not limited to, the construction
of atower, retaining wall, floating structure, stack, fence and site-work (including parking lots) shall be based on the
estimated cost of the construction at the rate listed in Table 108.2.

108.1.7 Moving of buildings. The fee for a permit to move a building or structure from one lot to another, or to a new
location on the same lot, shall be aslisted in Table 108.2. In the event that a building or structure isto be moved from a
point within the City of Saint Louisto apoint outsidethecity, thefeefor the moving permit shall be based on the estimated
cost of restoration of the original siteto asafe and satisfactory condition plusthat portion of the moving cost which covers
the journey to the city limits. In the event that abuilding or structureis to be moved from the outside of the City of Saint
Louisto apoint inside the city limits, the fee for the moving permit shall be based on the estimated cost of the portion of
the journey from the city limits to the site of re-erection.

108.1.7.1 New foundations. Before any building or structureis moved to anew foundation, it shall berequired,
in addition to a moving permit, that a building permit be obtained for the construction of said new foundation;
the fee for the permit for said foundation shall be as listed in accordance with Table 108.2. In addition, all
additional electrical, mechanical and plumbing permits shall be obtained.

108.1.8 Amending permits. After apermit has been issued and an amendment is applied for, the fee shall be asfollows:

1 For each and every amendment which involves additional work not originally applied for to complete
the entire project, the fee shall be the appropriate fee for the additional work contemplated as usually
calculated, the fee for the special demolition fund, lead remediation fund plus the application fee.
These fees shall be aslisted in Table 108.2.

2. For each and every amendment not involving additional work, aminimum feeaslisted in Table 108.2
shall apply even though the project dollar value or building volume should remain the same or
decrease. To thisshall be added the application fee.

108.1.9 Special demalition fund. There shall be an additional fee charged on all building permits based on the total
estimated cost of construction, and shall be charged at the rate listed in Table 108.2 for the special demolition fund.

108.1.10 Lead remediation fund. There shall be an additiona fee charged on all building permits based on the total
estimated cost of construction, and shall be charged at therate listed in Table 108.2 for the specia |ead remediation fund.

108.2 Schedule of permit fees. On building, electrical, gas, mechanical, and plumbing systems or aterations requiring a permit, a
fee for each permit shall be paid as required, in accordance with the schedule as established in their respective ordinances.

Table 108.2
Building Per mit Fees
Item Fee Minimum Fee Remarks & Requirements

An administrative charge made for

APPLICATION FEE $25.00 processing applications,

$5.00/$1000 of estimated

PERMIT FOR REPAIRS >.00/%1000 of estimated) 15,00
PERMIT FOR LEVEL 1, 2 OR 3 .
ALTERATIONS TO AN EXISTING |$2:00/$1000 of estimated| ¢4

BUILDING cost or fraction thereof

PERMIT OF ADDITIONSTO AN  |$5.00/$1000 of estimated $15.00
EXISTING BUILDING cost or fraction thereof )
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Table 108.2
Building Permit Fees

Item

Fee Minimum Fee

Remarks & Requirements

MISCELLANEOUS STRUCTURES
PERMIT - Structures such as towers,

$5.00/$1000 of estimated

For all structures, devices, appurtenances,

or no increase in project cost.

; ; ; $15.00 and equipment requiring permits & not
;)%tralkinrfg |\ggl?eﬂcog' ré?cstructur&, cost or fraction thereof otherwise provided for by this code.
MOVING OF BUILDING PERMIT

: Estimated cost of moving building to new
Within City Limits $Cldgtoéﬂ?§cggﬁ;gztoef $15.00 location plus cost of restoring previous site
to a safe condition.
: : Estimated cost of moving building to city
To outside City Limits %%)goé%?a?:tlfoﬁ“graéce)? $15.00 limits plus cost of restoring previous site to a
safe condition.
From outside City Limitsto within $1.00/$100 of estimated $15.00 Estimated cost of moving building from City
City Limits cost or fraction thereof ) Limitsto anew site.
............. oo T
Foundation for building cost or fraction thereof $15.00
ADDENDUM PERMIT
_ " $5.00/$1000 of estimated
Amendment which involves additonal [} :
) ! increased cost or fraction $25.00
dollarsin project cost. thereof
Amendment which involves decrease $25.00 $25.00

SPECIAL DEMOLITION FUND

$2.00/$1000 of estimated
cost or fraction thereof

Special fund approved by Ordinance 62830

LEAD REMEDIATION FUND

$2.00/$1000 of estimated
cost or fraction thereof

Special fund approved by Ordinance 64699

COST FOR APPROVING

commercial

Commercia over 3,500 sq. ft.

ADDITIONAL SETSOF $1.00 per page
CONSTRUCTION DOCUMENTS

APPLICANT REQUEST FOR

CERTIFICATE OF OCCUPANCY

Residential & 3,500 sq. ft. or less $40.00 - Building

$20.00 - Electrica
$20.00 - Plu,bing
$80.00 Total/1st Unit

$20.00/each additional
unit in same structure

$80.00 - Building

$40.00 - Electrica
$40.00 - Plumbing

TEMPORARY OR PARTIAL
CERTIFICATE OF OCCUPANCY

$80.00 - Building

$40.00 - Electrical
$40.00 - Plumbing

See alaso section 110.6
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108.3 Building per mit valuations. The applicant for apermit shall provide an estimated permit value at time of application. Permit
valuations shall include total value of work, including materials and labor, for which the permit is being issued, such as electrical,
gas, mechanical, plumbing equipment and permanent systems. If, in the opinion of the code official, the valuation is underestimated
on the application, the permit shall be denied, unless the applicant can show detailed estimates to meet the approval of the code
official. Final building permit valuation shall be set by the code official.

108.4 Work commencing befor e per mit issuance. Any person who commences any work on abuilding, electrical, gas, mechanical
or plumbing system before obtaining the necessary permits shall be subject to an additional fee established by Table 108.4 that shall
be in addition to the required permit fees.

Table 108.4
SCHEDULE FOR SURCHARGE FEES
Permit fee + LRF + SDF Surcharge Fee

$0 TO $50 $30.00

$51 TO $200 $90.00
$201 TO $500 $240.00
$500 TO $2,000 $360.00
$2,001 TO $10,000 $480.00
OVER $10,000 $600.00

108.5 Related fees. The payment of the fee for the construction, alteration, removal or demolition for work donein connection with
or concurrently with thework authorized by abuilding permit shall not relievethe applicant or hol der of the permit from the payment
of other fees that are prescribed by law.

108.6 Feesnon-refundable. Thefeefor apermit based upon an estimated cost that is higher than later claimed by the applicant shall
not be a basis for refund. When construction does not occur, or only partially occurs, fees collected are not refundable.

SECTION 109
INSPECTIONS

109.1 General. Construction or work for which a permit is required shall be subject to inspection by the code official and such
construction or work shall remain accessibleand exposed for inspection purposesuntil approved. Approval asaresult of aninspection
shall not be construed to be an approval of aviolation of the provisions of thiscode or of other ordinances of the City of Saint Louis.
Inspections presuming to give authority to violate or cancel the provisions of this code or of other ordinances of the City of Saint
Louisshall not bevalid. It shall bethe duty of the permit applicant to cause the work to remain accessible and exposed for inspection
purposes. Neither the code official nor the City of Saint Louis shall be liable for expense entailed in the removal or replacement of
any material required to allow inspection.

The code official shall be permitted to delegate to the Department of the President, Board of Public Service, responsibility
for code compliance inspections on projects within the City Limits let by the Board of Public Service or let as an Emergency
Agreement. If such delegation is made, that office shall certify in writing to the code official at the completion of the project that
they did inspect and believe the project to comply with the code.

109.2 Preliminary inspection. Beforeissuing apermit, the code official isauthorized to examine or causeto be examined buildings
and sites for which an application has been filed.

109.3 Required inspections. The code official, upon notification, shall make the inspections set forth in Sections 109.3.1 through
109.3.10.

109.3.1 Footing or foundation inspection. Footing and foundati oninspectionsshall be madeafter excavationsfor footings
are complete and any required reinforcing steel isin place. For concrete foundations, any required forms shall bein place
prior to inspection. Materials for the foundation shall be on the job, except where concrete is ready mixed in accordance
with ASTM C 94, the concrete need not be on the job.

109.3.2 Concrete slab or under-floor inspection. Concrete slab and under-floor inspections shall be made after in-slab
or under-floor reinforcing steel and building service equipment, conduit, piping accessories and other ancillary equipment
items are in place, but before any concreteis placed or floor sheathing installed, including the sub floor.

109.3.3 Lowest floor elevation. For additions and substantial improvements to existing buildingsin flood hazard areas,
upon placement of the lowest floor, including basement, and prior to the further vertical construction, the elevation
documentation required in the Building Code as amended shall be submitted to the code official.

109.3.4 Frameinspection. Framing inspections shall be made after the roof deck or sheathing, all framing, fire blocking
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and bracing are in place and pipes, chimneys and vents to be concealed are complete and the rough electrical, plumbing,
heating wires, pipes and ducts are approved.

109.3.5 Lath or gypsum board inspection. Lath and gypsum board inspections shall be made after |athing and gypsum
board, interior and exterior, isin place, but before any plastering is applied or before gypsum board joints and fasteners
are taped and finished.

Exception: Gypsum board that is not part of afire-resistive assembly or a shear assembly.

109.3.6 Fire-resistant penetrations. Protection of joints and penetrationsin fire-resistance-rated assemblies shall not be
concealed from view until inspected and approved.

109.3.7 Other inspections. In addition to theinspections specified above, the code official isauthorized to makeor require
other inspections of any construction work to ascertain compliance with the provisions of this code and other lawsthat are
enforced by the Department of Public Safety.

109.3.8 Special inspections. Specia inspections shall be required in accordance with the Building Code as amended.

109.3.9 Final inspection. Thefinal inspection shall be made after all work required by the building permit is completed.
All violations of the approved construction documents and permit shall be noted and the holder of the permit shall be
notified of the discrepancies. The code official shall be permitted to issue atemporary or partial certificate of occupancy
for a specific period of time. Failure to comply with the conditions shall cause revocation of the permit.

109.3.10 Periodic inspections. The code officia shall, if deemed necessary, make or cause to be made such periodic
inspections of buildings, structures, devices, appurtenances, and uses as are required by and in theinterval s prescribed by
Table 109.3. In order to provide a uniform workload throughout the year, the code official shall be permitted to alter the
intervals between periodic inspections as required to meet staffing levels.

Exterior cantilevered balconies, stairways and fire escapes shall be inspected every three years by aregistered
design professional. The owner shall submit a report bearing the seal, signature and date of a registered professional
engineer or architect to the code officia describing the condition and safety of the exterior cantilevered balconies,
stairways, and fire escapes. This shall apply to all exterior cantilevered balconies, stairways, and fire escapes on all
buildings regardless of stories or height.

Table 109.3
PERIODIC INSPECTION OF STRUCTURES
Period between
ltem inspections
Cornices, Entablatures, Belt Courses, Trim and Similar Decorative Features; Maintenance
repair, and safe conditions thereof (for such items projected from the face of building). See 3years
Note A.
Exterior Cantilevered Balconies, Stairways, Fire Escapes and Open Parking Structures. See
Note B. 3years

Note a. Applies to all buildings over 5 stories or 60 feet in height. Owners to submit report bearing the Seal of a
Registered Professional Engineer or Architect to the code official every three years describing the condition and safety of
cornices, entablatures, belt courses, etc. The code officia shall waiveinspection if feature does not encroach over City of
Saint Louis sidewalk, street or alley.

Note b. Owners shall submit areport bearing the seal, signature and date of aregistered professional engineer or architect
to the code official every three years describing the condition and safety of exterior cantilevered balconies, stairways, fire
escapes and Open Parking Structures.

109.4 I nspection agencies. Thecodeofficial isauthorized to accept reports of approved inspection agencies, provided such agencies
satisfy the requirements as to qualifications and reliability.

109.5 Inspection requests. It shall be the duty of the holder of the building permit or their duly authorized agent to notify the code
official when work isready for inspection. It shall be the duty of the permit holder to provide access to and means for inspection of
such work for any inspections that are required by this code.

109.6 Approval required. Work shall not be done beyond the point indicated in each successive inspection without first obtaining
the approval of the code official. The code official, upon notification, shall make the requested inspections and shall either indicate
the portion of the construction that is satisfactory as completed, or shall notify the permit holder or an agent of the permit holder
wherein the same fails to comply with this code. Any portions that do not comply shall be corrected and such portion shall not be
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covered or concealed until authorized by the code official.

109.7 Workmanship. All work shall be conducted, installed and completed in a neat, workmanlike and acceptable manner so as
to secure the results intended by this code.

SECTION 110
CERTIFICATE OF OCCUPANCY

110.1 Certificate of occupancy requirements. No person shall occupy any building, structure or premises until a certificate of
occupancy has been applied for and issued by the code official. Failure to have a certificate of occupancy approved and issued by
the code official is a violation, and both the occupant and owner shall be subject to a penalty, as set forth in this code. The
continuation of unlawful occupancy of abuilding, structure or premises, or aportion thereof, contrary to the provisionsof this code,
shall be deemed aviolation and subject to the penalties set forth in this code. Each day that a violation continues shall constitute a
separate offense.

Exception: Use Group R-3 and single dwelling units of Use Group R-2 of four unitsor less and their accessory structures
unless dictated by other ordinances or requirements.

110.1.1 Buildingshereafter altered. No building, structure or premises hereafter enlarged, extended or altered to change
from one use group to another, or to adifferent use within the same use group, in whole or in part; or abuilding, structure
or premises hereafter altered for which acertificate of occupancy has not been heretoforeissued, shall be occupied or used
until the certificate of occupancy has been issued by the code official, certifying that the work has been completed in
accordance with the provisions of the approved building permit. The code official shall issue a certificate of occupancy
when all the work has been completed in accordance with the approved construction documents. Any use or occupancy
which was not discontinued during the ateration shall be discontinued within thirty days after the completion of the
alteration, unless the required certificate of occupancy is secured from the code official.

110.1.2 Existing buildings, no change in use. Upon written request from the owner or tenant of an existing building,
structure or premises, the code official shall issue a certificate of occupancy, provided there are no violations of law or
orders of the code official pending, and it is established after inspection and investigation of the available recordsthat the
alleged use of the building, structure or premises has heretofore legally existed, except for high hazard and assembly uses
which will require anew inspection prior to the issuance of the certificate of occupancy. This code shall not require the
removal, ateration or abandonment of, or prevent the continuance of, use and occupancy of alawfully existing building,
structure or premises, unless such use is deemed to endanger public safety and welfare. All existing buildings, structures
or premises, where a certificate of occupancy has not heretofore been issued, shall be required to secure a certificate of
occupancy indicating the current use and occupant.

110.1.3 Existing buildings, change in use. After a change of use has been made in a building or structure, the re-
establishment of aprior usethat would not have been legal in anew building of the sametype of constructionis prohibited,
unless the building complies with all applicable provisions of this code. A change from one prohibited use, for which a
permit has been granted, to another prohibited use, shall be deemed a violation of this code.

110.1.4 Posting notice. It shall bethe duty of the code official to post anotice on any building, structure or portion thereof
when it isfound that a certificate of occupancy is required before any occupancy shall be permitted to occur. Thisnotice
shall remainin plain sight and removal of same shall constitute a separate offense and shall be subject to a penalty as set
forthin thiscode. The absence of such notice shall not be deemed evidence that the building does not require a certificate
of occupancy.

110.2 Partial certificate of occupancy. Upon the written application of the owner or owner's representative, a partial certificate of
occupancy shall be permitted to be issued for a building, structure or premises, provided that no conditions exist which endanger
public safety, health or welfare, or prohibit accessibility. Partial certificates of occupancy shall be identified by room number or
location within the structure and shall become the permanent certificate of occupancy for that area.

110.2.1 Temporary certificate of occupancy. Upon the written application of the owner or owner's representative, a
temporary certificate of occupancy shall be permitted to be issued for abuilding, structure or premises, provided that no
conditions exist which endanger public safety, health or welfare, or prohibit accessibility. Temporary certificates of
occupancy shall be permitted to be subject to conditions. Temporary certificates of occupancy shall not beissued for more
than six months.

110.3 Certificate of substantial completion. Upon the request of the design professional of record, the code official shall be
permitted to issue a Certificate of Substantial Completion for abuilding, structure or premises before the entirework covered by the
building permit hasbeen completed, provided thereareno conditionsexisting which would endanger public safety, health or welfare.
Certificates of Substantial Completion shall be permitted to be subject to conditions. The owner can occupy or utilize the work or
designated portion thereof for the use for which it isintended provided a partia certificate of occupancy has been applied for and
issued by the code official.

110.4 Contentsof the certificate of occupancy. When abuilding, structure or premises is entitled thereto, the code official shall
issue a certificate of occupancy within areasonable period of time. The certificate of occupancy shall certify compliance with the
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provisions of this code and the purpose for which the building, structure or premiseswill beused. The certificate of occupancy shall
specify the use group; the type of construction; and any special stipulations and conditions of the building permit. Any building,
structure or premisesfor which acertificate of occupancy has been issued shall be permitted to be reinspected to confirm compliance
with this code and the Zoning Ordinance.

110.5 By whom application is made. An application for a certificate of occupancy shall be made by the owner of record of the
building, structure or premises. If a certificate of occupancy application is made by any person other than the owner of record, a
notarized letter, or some other proof, must be presented granting permission from the owner of record to the applicant to apply for
the certificate of occupancy for the stated use. The full names, addresses and tel ephone numbers of the owner, lessor and applicant
shall bestated. If thebuilding isowned by acorporation, said notarized permission | etter, or other proof, shall be signed by an officer
or registered agent of that corporation. If the applicant for the certificate of occupancy isacorporation, an officer, registered agent,
or other responsible person of that corporation shall sign the application stating their position with said corporation.

110.6 Feefor certificate of occupancy. Fees for the issuance of a certificate of occupancy shall be aslisted in Table 108.2.

There shall be no charge for the issuance of the original certificate of occupancy upon completion of construction in
accordancewith thebuilding permit for new buildingsor buildingshereafter altered with construction costsexceeding thirty thousand
dollars. At the discretion of the code official, temporary or partial permits may be issued without fee for each additional multiple
of thirty thousand dollars of total construction cost.

Multiple certificates of occupancy for buildings with asingle address may beissued with the common address and aroom
number or location.

110.6.1 Fee for temporary or partial certificate of occupancy. When required, the fee for a temporary or partial
certificate of occupancy shall be aslisted in Table 108.2.

110.7 Posting of certificate of occupancy; responsibilities. It shall be the duty or responsibility of the operator of every business
to display a copy of alegaly issued certificate of occupancy pertaining to the actual businessin effect on the premises. It shall be
the duty of the Saint Louis Police Department to enforce the provisions of this section. When the code official is informed of or
suspects any violation of thiscode, it shall bethe duty of the holder of a certificate of occupancy to allow the code official to inspect
the building, structure or premises, or any portion thereof. Violation of this section shall result in revocation of said certificate of
occupancy, and shall be subject to penalties as set forth in this code.

110.8 Certificate of occupancy application abandonment. Certificate of occupancy applications shall be abandoned sixty days
after initial application if, in the opinion of the code official, the certificate of occupancy has not been diligently pursued.

Exception: Those buildings acquired from Land Reutilization Authority, in which case said certificate of occupancy
applications shall be abandoned one hundred eighty days after initial application was filed.

110.9 Revocation. The code official is authorized to, in writing, suspend or revoke a certificate of occupancy or completion issued
under the provisionsof thiscodewhenever thecertificateisissued in error, or on thebasis of incorrect information supplied, or where
it isdetermined that the building or structure or portion thereof isin violation of any ordinance or regulation or any of the provisions
of this code.

SECTION 111
SERVICE UTILITIES

111.1 Connection of service utilities. No person shall make connections from a utility, source of energy, fuel or power to any
building or system that is regulated by this code for which a permit is required, until approved by the code official.

111.2 Temporary connection. The code official shall have the authority to authorize the temporary connection of the building or
system to the utility source of energy, fuel or power.

111.3 Authority todisconnect serviceutilities. Thecodeofficial shall havetheauthority to authorize disconnection of utility service
tothebuilding, structure or system regulated by this code and the codes referenced in case of emergency where necessary to eliminate
an immediate hazard to life or property. The code official shall notify the serving utility, and wherever possible the owner and
occupant of the building, structure or service system of the decision to disconnect prior to taking such action. If not notified prior
to disconnecting, the owner or occupant of the building, structure or service system shall be notified in writing, as soon as practical
thereafter.

SECTION 112
BOARD OF BUILDING APPEALS

112.1 General. Any person aggrieved by a decision of the code official may appeal said decision to the Board of Building Appeals.
112.2 Appealsto stay proceedings; exceptions. Appeals shall stay all proceedings in furtherance of the action appealed from,

unless the code official or Fire Marshal whichever shall be the case, certifiesto the Board of Building Appeals, after the notice of
appeal has been filed, that by reason of the facts stated in the certificate, a stay would, in their opinion, cause imminent peril to life
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or property. Inaddition, appealsshall not stay all proceedingswhenthereis: unlawful occupancy; astop work order; or construction
or demolition without apermit. Insuch case, proceedingsshall not be stayed other than by restraining order, which shall be permitted
to be granted by the Board of Building Appeals on application and on notice to the code official or Fire Marshal, or by a court of
competent jurisdiction.

SECTION 113
VIOLATIONS

113.1 Unlawful acts. It shall be unlawful for any person, firmor corporation to gradefor, excavatefor, erect, construct, alter, extend,
repair, remove, demolish, use or occupy any building, structure or premises, or equipment regulated by this code, or cause same to
be done, in conflict with, or in violation of the provisions of this code or any decision or order of the Board of Building Appeals.

113.2 Notice of violation. The code official shall serve anotice of violation or order on the owner, as shown in the records of the
City of Saint Louis Assessor's Office, or person responsible for the grading, excavating, erection, construction, alteration, extension,
repair, removal, demolition, use or occupancy of abuilding, structure or premisesin violation of the provisions of this code, or in
violation of adetail statement or construction documents approved thereunder, or in violation of apermit or certificate issued under
the provisions of this code. Such order shall direct the discontinuance of theillegal action or condition and the abatement of the
violation. Such notice shall be permitted to be served by the United Statesmail. Posting of the premises shall a so constitute notice.
It shall be aviolation of this code for any person to remove any such notice, lawfully posted pursuant to this code, unless otherwise
ordered by the code official.

113.3 Prosecution of violation. If the notice of violation is not complied with promptly, the code official shall request the legal
counsel of the City of Saint Louistoinstitute the appropriate proceeding at law or in equity to restrain, correct or abate such violation
or to require the removal or termination of the unlawful use of the building, structure or premisesin violation of the provisions of
this code or of the order or direction made pursuant thereto.

113.4 Violation penalties. Theimposition of penalties as set forth in this code shall not preclude the City Counselor of the City of
Saint Louis from instituting appropriate action to prevent unlawful construction or to restrain, correct or abate a violation, or to
prevent illegal occupancy of a building, structure or premises, or to stop an illegal act, conduct business or use of a building or
structure on or about any premises.

113.5 Penalties. Any person, partnership or corporation who shall violate any provision of this code or shall fail to comply with any
of the requirements thereof or who shall install electrical work in violation of approved construction documents or directive of the
code official, or of a permit or license issued under the provisions of this code, shall be subject to immediate arrest, and, upon
conviction, be fined not more than five hundred dollars or by imprisonment not exceeding thirty days or both such fine and
imprisonment. Each day that a violation continues shall be deemed as a separate and distinct offense.

SECTION 114
STOP WORK ORDER

114.1 Noticeto owner: Upon notice from the code official that work on any building, structure or premises is being prosecuted
contrary to the provisions of this code or in an unsafe and dangerous manner, or without permit, such work shall be immediately
stopped. The stop work order shall be in writing and shall be given to the owner of the property involved, or to the owner's agent,
or to the person doing the work; and shall state the reason(s) for which the work was stopped.

114.2 Unlawful continuance. Any person who shall continue any work in or about the building, structure or premises after having
been served with astop work order, except such work asthey are directed to perform to remove aviolation or unsafe condition, shall,
upon conviction thereof, be subject to the penalties as set forth in this code. Each day that a violation continues shall constitute a
separate and distinct offense.

SECTION 115
UNSAFE BUILDINGS AND EQUIPMENT

115.1 Dangerous conditions. Whenever the code official shall find any building, structure or premisesin such a condition that it
presents asafety hazard, but not dangerous enough to warrant condemnation and demolition, and repair isrelatively small inrelation
to the building as awhole, the code official shall post a sign on the premises which reads as follows:

WARNING
ALL PERSONSARE WARNED TO
USE EXTREME CAUTION IN OR
AROUND THESE PREMISES

Additionally, aletter shall be posted indicating those conditionsin violation of this code, and acopy of said letter shall be
mailed to the owner(s) of said building, structure or premises.

115.2 Serviceof notice. Thenoticeto the owner(s) of thebuilding, structure or premisesfound by the code official to beinviolation
of this code, shall be directed to the owner(s) of such building, structure or premises, as recorded most recently in the City of Saint
Louis Assessor's Office. The notice shall be served in one of the following ways:
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1 Deliver direct to owner(s).
2. Posting a copy of said notice upon the building, structure or premises.
3. Mailing a copy of said notice by regular mail, postage prepaid, direct to owner(s)’ place of business or the

address currently recorded in the Assessor's Office of the City of St. Louis.
4, Publication in a newspaper of general circulation in the City of Saint Louis.

115.2.1 Posting copy of notice. In case such building, structure or premisesisin the occupancy of atenant(s), in addition
to the above notice, it shall be the duty of the code official to post a copy of such notice upon said building, structure or
premises. It shall beaviolation of this codefor any person to remove any notice or copy thereof, lawfully posted pursuant
to this code, unless otherwise ordered by the code official.

115.3 Dangerous, hazardous, unsanitary or unapproved plumbing, mechanical and electrical installations. The code official
shall have the authority to seal out of service the items listed below, when, in the code official's opinion, any of these items are in
an unsafe, hazardous or unsanitary condition, or if a Certificate of Inspection has not been issued by the code official, or if the
installation was made without obtaining the necessary permit(s):

1 Plumbing equipment, fixtures, piping, devices and appurtenances covered by the Building and Plumbing Codes
as amended;

2. M echanical equipment, devices and appurtenances covered by the Building and Mechanical Codes asamended.

3. Electrical equipment, fixtures, devices, wiring and appurtenances covered by the Building and Electrical Codes
as amended;

115.3.1 Notice of sealing out of service. Before sealing any device out of service, the code official, except in cases of
emergency, shall serve ten calendar days written notice upon the building owner(s) or occupant(s) by United States mail,
stating intention to seal the equipment out of service and the reasonstherefore. Notice shall be permitted to alternately be
served by posting upon, or immediately adjacent to, the device proposed to be sealed.

115.3.2 Unlawful to remove or tamper with seal. Any device sealed out of service by the code official shall be plainly
marked with asign or tag indicating such sealing, and any defacing or removal of the sign or tag, or any tampering with
or removal of the seal without approval of the code official, or operation of the sealed unit, shall constitute a violation of
this code and shall subject the violator to the penalties as set forth in this code.

115.4 Restoration. The building or equipment determined to be unsafe by the code officia is permitted to be restored to a safe
condition. To the extent that repairs, alterations or additions are made or a change of occupancy occurs during the restoration of the
building, such repairs, aterations, additions or change of occupancy shall comply with the requirements of this code.

SECTION 116
EMERGENCY MEASURES

116.1 Procedure. When, inthe opinion of thecodeofficial, abuilding, structure or premises poses an immediate or imminent danger
to the public health, safety or welfare, the code official shall order the immediate evacuation and securing of said building, structure
or premises, and shall be permitted to order al utilities to be disconnected without sending anotice. Each principal entrance shall
be posted with a notice which reads as follows:

DANGER
THISPREMISES ISUNSAFE
AND HASBEEN
CONDEMNED
ALL PERSONSARE WARNED TO
KEEP AWAY

Any person who refuses to leave, interferes with the evacuation of other occupants, occupies or continues any operation
after the property has been posted pursuant to this section, except such person(s) who is directed to perform work to remove a
violation or unsafe condition, shall be deemed in violation of this section, and it shall be the duty of the Police Department to
immediately remove such person(s) from said building, structure or premises, and prevent anyone, unless approved by the code
official, from re-entering the building, structure or premises until such time that the Police Department shall have been notified that
thesameisin asafe condition. The code official assumesno responsibility for persons entering upon said property, and said persons
proceed at their own risk and assume al liability.

116.2 Tempor ary safeguar ds. When, in the opinion of the code official, thereis actual and immediate danger of collapse or failure
of abuilding or structure or any part thereof which would endanger life, the code official shall be permitted to cause the necessary
work to be done to render such building or structure or part thereof temporarily safe, whether or not the legal procedure herein
described has been instituted.
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116.3 Closure. When necessary for public safety, the code official shall temporarily close sidewalks, streets, buildings, structures
and places adjacent to such unsafe building, structure or premises, and prohibit the same from being used.

116.3.1 Catchment enclosures. If, in the opinion of the code official, it is determined that there exists an imminent
structural hazard, catchment enclosures shall be erected protecting adjoining property and the public right-of -way. The
cost for such catchment enclosures shall bethe responsibility of the owner of record immediately adjacent to the catchment
enclosure, and the recovery of said costs will be as described in Section 116.5 of this code.

116.4 Emergency repairs; remedies. For the purpose of this section, the code officia shall be permitted to employ the necessary
labor and materialsto perform therequired work asexpeditiously aspossible. Further, when it isfound that potable water isrunning
inside avacant building or structure, and the owner or the owner's representative cannot be contacted, and where severe structural
or other damage can thus occur to adjacent properties, the Building Commissioner or the Health Commissioner shall be permitted
to order the Water Division to cease the problem flow by whatever means the Water Division finds necessary. The Water Division
shall comply with any order issued pursuant to this section.

116.5 Cost of emergency repairs or demolition. Costs incurred in the performance of emergency work shall be paid from the
Treasury of the City of Saint Louis on certification of the code official. Thelegal counsel of the City of Saint Louis shall institute
appropriate action against the owner(s) of the premises where the unsafe building or structureis or was located for the recovery of
such costs plus aten percent administrative fee. |f such cost isnot collected, alien shall be requested to be placed upon the property
by the Comptroller. The costs shall also be certified by the Collector of Revenue or other officia collecting real estate taxes who
shall cause aspecial tax bill against the property to be prepared and collected in the same manner and procedures as other real estate
tax bills. Said special tax bill shall be deemed a personal debt against the property owner(s) and shall also be alien on the property
until paid.

116.6 Emergency demolition or removal. If, in the opinion of the code official, abuilding, structure, tree or premises, in whole or
in part, poses an immediate and imminent danger to the public health, safety or welfare, by virtue of its condition or conditionsin
violation of this code, the code official shall be permitted to cause the immediate removal of said building, structure or tree without
the notice set forth elsewhere in this code. Further, the code official shall have the authority to award a sole source contract for
demolition of said dangerous building, structure or tree.

116.7 Demolition of party walls; responsibility. When a building or structure on one side of a party wall is demolished, the
demolition contractor isrequired to mortar in thefloor and/or roof joist pockets, and isal so responsiblefor installing missing portions
of the party wall which werenot originally built. Thedemolition contractor shall remove any attachmentsto the building or structure
(plaster, mortar, steps, paneling, etc.). The adjacent wall shall have an approved roofing material applied to create a coping for the
wall. The demolition contractor shall also be responsible for applying an exterior sprayed-on sand and tinted cement coating or
tuckpointing; these are not the responsibility of the owner of the remaining building who relies on structural support from the party
wall.

SECTION 117
DEMOLITION

117.1 General. The code official shall order the owner of any premises upon which is located any structure, which in the code
official’sjudgment is so old, dilapidated or has become so out of repair asto be dangerous, unsafe, insanitary or otherwise unfit for
human habitation or occupancy, and such that it is unreasonable to repair the structure, to demolish and remove such structure; or
if such structure is capable of being made safe by repairs, to repair and make safe and sanitary or to demolish and remove at the
owner’s option; or where there has been a cessation of normal construction of any structure for a period of more than two years, to
demolish and remove such structure. Conditions of the demolition shall be as set forth in Section 110 of the Building Code as
amended.

117.2 Notices and orders. All notices and orders shall comply with Section 113.

117.3 Failure to comply. If the owner of a premises fails to comply with a demolition order within the time prescribed, the code
official shall cause the structure to be demolished and removed, either through an available public agency or by contract or
arrangement with private persons, and the cost of such demolition and removal shall be charged against the real estate upon which
the structure is located and shall be alien upon such real estate.

117.4 Salvage materials. When any structure has been ordered demolished and removed, the governing body or other designated
officer under said contract or arrangement aforesaid shall have theright to sell the salvage and valuable material s at the highest price
obtainable. The net proceeds of such sale, after deducting the expenses of such demolition and removal, shall be promptly remitted
with areport of such sale or transaction, including the items of expense and the amounts deducted, for the person who is entitled
thereto, subject to any order of a court. If such a surplus does not remain to be turned over, the report shall so state.

CHAPTER 2
DEFINITIONS

Change Section 201.3 to read as follows:

201.3 Termsdefined in other codes. Whereterms are not defined in this code and are defined in the codes, ordinances or standards
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listed in Chapter 14 of this code, such terms shall have the meanings ascribed to them asin those codes, ordinances or standards.
Add or change the following definitionsin Section 202 to read as follows:

ACCESSIBLE. Describes asite, building, facility or portion thereof that complies with this code and ICC A117.1, and that can be
approached, entered and used by a person with a disability.

ACCESSIBLE ROUTE. A continuous unobstructed path connecting all accessible elements and spacesin a building or facility
which can be negotiated by a person with a severe disability, using awheelchair and which is also safe for and useable by people
with other disabilities. Interior accessible routes include corridors, floors, ramps, elevators, lifts and clear floor space at fixtures.
Exterior accessible routes include parking, access aisles, curb ramps, walks, ramps and lifts.

ALTERATION. Any construction or renovation to an existing building or structure other than repair or addition. Alterations are
classified asLevel 1, Level 2 and Level 3.

BUILDING. Any structure occupied or intended for supporting or sheltering any occupancy. For application of this code, each
portion of abuilding which is completely separated from other portions by fire walls complying with Section 707.0 of the Building
Code as amended listed in Chapter 14 of this code, shall be considered as a separate building.

CHANGE OF OCCUPANCY. A change in the purpose or level of activity within abuilding or structure that involves a change
in application of the requirements of thiscode. Change of occupancy requirements apply both to a change in which the occupancy,
or use group classification under Chapter 3 of the Building Code as amended remains the same and one in which it changes.

CODE OFFICIAL. The Building Commissioner of the City of Saint Louis, or aduly authorized representative.
DANGEROUS. See definition for Unfit Structures.
DWELLING UNIT.

Type A Dwelling Unit. A dwelling unit that is designed and constructed for accessibility in accordance with Chapter 11
of the Building Code as amended & Section 1002 of the ICC/ANSI A117.1-1998 Accessible and Usable Buildings and
Facilities. A Type A, accessible dwelling unit has all required knee and toe clearances, clear floor space requirements,
door openings, turning radius, approaches, accessible routes, grab bars and accessible hardware installed.

Type B Dwelling Unit. A dwelling unit that is designed and constructed for accessibility in accordance with Chapter 11
of the Building Code as amended and Section 1003 ICC/ANSI A117.1-1998 Accessible and Usable Buildings and
Facilitiesandisintended to be consistent with technical requirementsfor fair housing required by Federal law. Dwelling
units required to be Type B shall be permitted to be designed and constructed as Type A units. A Type B dwelling unit
has al required knee and toe clearances, clear floor space requirements, door openings, turning radius, approaches,
accessible routes. Blocking for grab bars in the bathroomisinstalled. Kitchen cabinets can be installed under the sink.
Grab bars are installed and kitchen cabinets are removed for a person with a disability, buying or renting the unit.

FACILITY. All or any portion of abuilding, structure or area, including the site on which the building, structure or areaislocated,
wherein specific services are provided or activities are performed.

FLOOD HAZARD AREA. Areas which have been determined to be prone to flooding in accordance with Chapter 31 of the
Building Code as amended.

HIGH RISE. All buildings having occupied floorslocated more than 75 feet (22860 mm) above the lowest level of fire department
vehicle access. Thisterm shall not apply to structures that are not buildings.

REPAIR. Therestorationto good or sound condition any part of an existing building for the purpose of itsmaintenance. Repair work
shall not include the cutting away of any wall, partition or portion thereof; the removal or cutting away of any structural beam or
loadbearing support; or the removal or change of any required means of egress, or rearrangement of parts of a structure affecting the
egress requirements; nor shall ordinary repairs include addition to, ateration of, replacement or relocation of any standpipe, water
supply, sewer, drainage, drain leader, gas, oil, waste, vent or similar piping, electric wiring or mechanical or other work affecting
public health or general safety.

STRUCTURE. That which is built or constructed or a portion thereof.

STRUCTURE, EXISTING. A structure erected prior to the legal date of adoption of the appropriate code or one for which alegal
building permit has been issued.

UNFIT BUILDINGS AND STRUCTURES. All buildings and structures having one or more of the following defects:

1 The building or structure is in a condition which endangers either the lives or safety of persons, whether occupants or
otherwise, or other property;
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10.
11.
12.

13.

14.

15.

16.
17.

18.

The condition of the building or structure by reason of the making of an excavation on thelot on whichitislocated, or any
adjoining lot, endangers either the lives or safety of persons, whether occupants or otherwise, or other property;

Thebuilding, structure or premisesisafire hazard for any reason, including without limitation: obsolescence, dilapidation,
deterioration, damage, lack of sufficient fire-resisting qualities, poor sanitation, or faulty electrical wiring, gas connections
or heating apparatus;

The building or structure lacks safe or adequate facilities for means of egressin case of fire or panic;

The building or structure has any one or more of the following conditions:

A. Improperly distributed loads upon the floors or roof;
B. Overloaded floors or roofs,
C. Insufficient strength to be reasonably safe for its actual or intended use;

Any portion of the building or structure has been so damaged by fire, earthquake, wind, flood, vandalism, malicious
mischief, or any other cause, that the building or structure is no longer safe or suitable for its actual or intended use;

Any interior or exterior portion, member, appurtenance, ornamentation or any other component of the building or structure
islikely to fall or collapse, or become detached or dislodged, and thereby injure persons or damage property;

Any portion of the building or structure has racked, warped, buckled or settled to such an extent that its walls or other
structural portions have insufficient resistance to fire, earthquake, wind, flood or similar perils;

Part or al of the building or structure isin danger of collapsing for any reason;
The building or structure has exterior walls or other vertical structural members which list, lean or buckle;
The building, structure or premises, or any portion thereof is, for any reason, unsafe for its actual or intended use;

Thebuilding or structure hasbeen so damaged by fire, earthquake, wind, flood, vandalism, maliciousmischief, or any other
cause, or hasbecome so dilapidated, deteriorated or decayed asto come within any one or more of thefollowing categories:

A. The building or structure will attract and result in harm to children;

B. The building or structureis, or islikely to become, aharbor for vagrants, criminals or immoral persons;

C. The building or structure enables persons to resort thereto for the purpose of committing unlawful or immoral
acts;

The building, structure or premises has been constructed, exists, or is being maintained in violation of any provisions of
this code, or of any law of the City of Saint Louis;

The building or structure does not have the strength, fire-resisting qualities or weather-resisting qualities required by this
code for newly constructed buildings of like area, height and occupancy;

The building, structure, or premisesis used or intended to be used for purposes that are likely to injure the health, safety
or welfare of personswho occupy or could occupy said building or structure by reason of any one or more of the following
conditions:

A. Inadequate maintenance, dilapidation, deterioration, decay or damage;

B. Faulty construction;

C. Inadequate light, ventilation or sanitation facilities;

D. The building, structure or premisesis being used for any illegal purposes;

Any portion of the building or structure has been left remaining on a site after its demolition or destruction;

The building or structure is vacant for a period in excess of six months, and because of its condition, it is unsafe or
unsanitary, or it endangers property or the health, morals, safety or welfare of persons;

A building or structureissubject to demoalitionisthebuilding or structureisvacant and has been ordered secure or hasbeen
secured by order of the code official for aperiod in excess of twelve months and has been condemned for occupancy or
has been used in the commission of a crime subsequent to being ordered secured or being secured.
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19. Thebuilding or structureis only partly constructed and construction has stopped for aperiod in excess of six months, and
because of its condition, affects the health, safety and welfare of the adjacent properties.

USE GROUP. The classification of occupancy within abuilding or structure in accordance with the Building Code as amended.

WORKMANLIKE. Executed in a skilled manner; e.g., generally plumb, level, square, in line, undamaged and without marring
adjacent work.

WORKMANSHIP. Work executed in askilled manner by an individual to impart quality to anything in the process of being made,
produced, constructed, altered, repaired, installed or assembled.

Change Chapter 3 to read as follows:

CHAPTER 3
CLASSIFICATION OF WORK

SECTION 301
GENERAL

301.1 Scope. Thework performed on an existing building shall be classified in accordance with this chapter.
301.2 Work area. Thework area, as defined in Chapter 2, shall be identified on the construction documents.

301.3 Compliance alternatives. The provisions of Chapters 4 through 10 are not applicable where the building complies with
Chapter 12.

301.4 Occupancy and use. When determining the appropriate application of the referenced sections of this code, the occupancy
and use of a building shall be determined in accordance with the Building Code as amended.

SECTION 302
REPAIRS

302.1 Scope. Repairs, as defined in Chapter 2, include the patching, restoration, or minor replacement of materials, elements,
component, equipment or fixturesfor the purpose of maintaining such material's, elements, components, equi pment or fixturesin good
or sound condition. It involves restoration to a good and sound condition of materials, systems and/or components that are worn,
deteriorated or broken using materials or components identical to or closely similar to the existing.

Repair work shall not include:

1 The cutting away of any wall, partition, or portion thereof;
2. The permanent, partial or complete removal of any primary structural component;
3. Theremova or rearrangement of any part of arequired means of egress, or rearrangement of parts of a structure

affecting the egress requirements;

4. The addition to, alteration or relocation of any fire protection piping; water supply, sewer, drainage, gas, ail,
waste, vent, or similar piping; electrical wiring, other than wiring for alow voltage communications system in
an R-3 Use Group; Mechanical system components such as ductwork; Elevator devices.

5. Newly introduced fixed loads shall not exceed the uniformly distributed liveloads or concentrated liveloads and
shall not cause deflection that exceeds standards.

6. Existing fire alarm, fire suppression and standpipe systems removal without replacement.

Thework shall not cause any diminution of existing structural strength, system capacity or mechanical ventilation below that which
exists at the time of application for a permit.

302.2 Application. Repairs shall comply with the provisions of Chapter 4.

SECTION 303
ALTERATION - LEVEL 1
(Renovation)

303.1 Scope. Level 1 dterationsinclude the removal and replacement, or the covering of existing materials, elements, components,
equipment or fixtures using new materials, elements, components, equipment or fixtures that serve the same purpose and do not
change the configuration of the space or diminish the existing fire resistance rating or change the use or occupancy of the existing
building.
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This category is for work that is generally restorative in nature such as the replacement of trim, doors, interior finish, or
equipment, but involves the use of different materials. There is no reconfiguration of space. It shall include the replacement of
equipment or fixtures, but this shall not increase loads on these systems unless these systems are upgraded to accommodate the
increased |oad.

It also means the change, strengthening, or addition of load-bearing elements, or the refinishing, replacement, bracing,
strengthening, upgrading, or extensive repair of existing materials, elements, components, equipment or fixtures, or al of these.

Level 1 aterations cannot diminish existing structural strength, system capacity or mechanical ventilation below that
existing at time of application.

303.2 Application. Level 1 aterations shall comply with the provisions of Chapter 5.

SECTION 304
ALTERATION - LEVEL 2
(Alteration/M odification)

304.1 Scope. Level 2 aterations include the reconfiguration of space, the addition or elimination of any door or window, the
reconfiguration, change in ceiling height, or the reconfiguration or extension of any system, or the installation of any additional
equipment.

Thislevel involves achangein thelayout of interior spaceswhile other portions of the space remain without arrangement.
It involves the construction of walls or partitions, the installation of any additional component, the installation of any additional
equipment or fixtures, and any work which affects a primary structural component.

In Level 2 dterations, the work being done cannot make the building less conforming than it was before the work was
undertaken.

304.2 Application. Level 2 alterations shall comply the provisions of Chapter 5 for Level 1 aterations as well as the provisions of
Chapter 6.

SECTION 305
ALTERATION - LEVEL 3
(Reconstruction)

305.1 Scope. Level 3 aterations apply where the work area exceeds fifty percent of the aggregate area of the building.

This category involves extensive work to theinterior of abuilding, floor, or tenant space. 1t can be looked as any project
where the extent and nature of the work is such that awork area cannot be occupied while thework isin progress and where a new
certificate of occupancy is required before the work area can be re-occupied. A Level 3 alteration has a delineated work area. It
involves an entire use, primary function space, or tenancy.

The reconfiguration of a space which affects an exit or element of egress access shared by more than asingle occupant is
alLevel 3ateration. Some life safety improvements are extended to an entire floor when the work area intended by the building
owner exceeds 50 percent of the area of the floor, for example sprinklers. The requirements extend beyond the floor when the
intended work involves over 50 percent of the floor area of the building.

Level 3 alterations do not include projects comprised only of floor finish replacement, painting or wall-papering, or the
replacement of equipment or furnishings.

Asbestos hazard replacement and lead hazard abatement projects are not classified as Level 3 alterations although
occupancy of the work areais not permitted.

305.2 Application. Level 3alterationsshall comply with the provisionsof Chapter 5and 6 for Level 1 and 2 alterations, respectively,
aswell asthe provisions of Chapter 7.

SECTION 306
CHANGE OF OCCUPANCY

306.1 Scope. Change of Occupancy provisions apply wherethe activity is classified asachange of occupancy as defined in Chapter
2.

A Change of Occupancy meansachangein the purpose or level of activity within abuilding that involves achangein the
application of the requirements of the Building Code. Change of Occupancy requirements apply both to a change in which the
occupancy, or use group classification under Chapter 3 of the Building Code as amended remains the same and one in which it
changes.

The change in the use of a spacein abuilding may not require that the entire building undergo a change of use group, but
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it may mean that the change in the way the space is used may require one of the technical requirements. For example, the plumbing
code as amended may require additional toilet fixtures, the electrical code as amended may require ground fault circuit interrupters,
or the mechanical code as amended may require an upgrade of the Heating, Ventilation and Air Conditioning (HVAC).

306.2 Application. Changes of occupancy shall comply the provisions of Chapter 8.

SECTION 307
ADDITIONS

307.1 Scope. Provisions for additions shall apply where work is classified an addition as defined in Chapter 2.
An addition means an increase in building area, aggregate floor area, height , or number of storiesin a building.

Additions are required to comply with all requirements for new construction. The work in the existing building whichis
related to the addition, must comply with this code, where such work is undertaken.

307.2 Application. Additions to existing buildings shall comply the provisions of Chapter 9.

SECTION 308
HISTORIC BUILDINGS

308.1 Scope. Historic buildings provisions shall apply to buildings classified as historic as defined in Chapter 2.

A historic building means a building or structure that is: listed or eligible for listing in the National Register of Historic
Places; designated as a Historic Building under local law; or, certified as a contributing resource within a National Register-listed
or locally designated Historic District.

Thiscodealowstheuseof replicamaterials, establishes provisionsfor historic buildings used as historic museums, allows
building elementsthat may meet relaxed code requirementsin order to preserve the historic value and integrity of ahistoric building.

308.2 Application. Except as specifically provided for in Chapter 10, historic buildings shall comply with applicable provisions of
this code for the type of work being performed.

SECTION 309
RELOCATED BUILDINGS

309.1 Scope. Relocated buildings provisions shall comply to relocated or moved buildings.
309.2 Application. Relocated buildings shall comply with the provisions of Chapter 11.

CHAPTER 4
REPAIRS

Change Section 401.4 to read as follows:

401.4 Flood hazard ar eas. Inflood hazard areas, repairsthat constitute substantial improvement as defined in Chapter 2 of thiscode,
shall require that the building comply with the Building Code as amended.

Change Section 402.1 to read as follows:

402.1 General. Repair of buildings, classified as special use or occupancy as described in the Building Code as amended, shall
comply with the requirements of this chapter.

Change Section 403.2 to read as follows:

403.2 Glazing in hazardous locations. Replacement glazing in hazardous locations shall comply with the Safety Glazing
requirements of the Building Code as amended as applicable:

Exception: Glass block walls, louvered windows and jalousies repaired with like materials.
Change Section 406.1 to read as follows:

406.1 General. Repairs shall be done in a manner that maintains the level of accessibility provided. No work shall be permitted
which diminishes accessihility for people with disabilities.

Change Sections 407.1.1 thru 407.1.1.3 to read as follows:

407.1.1 Seismic evaluation and design. Seismic evaluation and design of an existing building and its components shall
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be based upon the assumed forces related to the response of the structure to earthquake motions.

407.1.1.1 Evaluation and design procedur es. The seismic evaluation and design of an existing building shall
be based upon the procedures specified in the Building Code as amended, Appendix A of this code (GSREB),
ASCE 31, or FEMA 356.

407.1.1.2 Building codelevel seismicfor ces. When seismicforcesarerequired to meet the Building Codelevel,
they shall be based upon one hundred percent of the valuesin the Building Code as amended or FEMA 356.
Where FEMA 356 is used, the FEMA 356 Basic Safety Objective (BSO) shall be used for buildingsin Seismic
Use Group I. For Buildings in other Seismic Use Groups the applicable FEMA 356 performance levels shown
in Table 407.1.1.2 for BSE-1 and BSE-2 Earthquake Hazard Levels shall be used.

407.1.1.3 Reduced Building code level seismic for ces. When seismic forces are permitted to meet reduced
Building Code levels, they shall be based upon 75% of the assumed forces prescribed in the Building Code as
amended, applicable chaptersin Appendix A of this code (GSREB), the applicable performance level of ASCE
31 asshown in Table407.1.1.2, or the applicable performance level for the BSE-1 Earthquake Hazard Level of
FEMA 356 shown in Table 407.1.1.2.

Table407.1.1.2

SEISMIC USE GROUP EQUIVALENTSTO FEMA 356
AND ASCE 31 PERFORMANCE LEVELS

SEISMIC USE GROUP |PERFORMANCE LEVELS PERFORMANCE
OF ASCE 31 AND FEMA | LEVELS OF FEMA 356
356 BSE-1 EARTHQUAKE| BSE-2 EARTHQUAKE
HAZARD LEVEL HAZARD LEVEL
| Life Safety (LS) Collapse Prevention (CP)
1] Note 2 Notes 2
11 Immediate Occupancy (10) [Life Safety (LS)
[\ Life Safety (LS) Collapse Prevention (CP)
Notes:
a The charging provisions for Seismic Use Group equivalents to ASCE 31 and FEMA 356 BSE-1 for Reduced Building
Code level seismic forces arein Section 407.1.1.3.
b. Performance values for Seismic Use Group |l shall be taken as half way between the performance levels specified for

Seismic Use Group | and IV
Change Section 407.1.2 to read as follows:

407.1.2Wind design. Wind design of existing buildings shall be based upon the procedures specified inthe Building Code
as amended as applicable.

Change Section 407.2 to read as follows:

407.2 Reduction of strength. Repairs shall not reduce the structural strength or stability of the building, structure or any individual
member thereof.

Exception: Such reduction shall be allowed provided the capacity is not reduced to below the Building Code levels.
Change Section 407.3.1 to read as follows:

407.3.1 New structural frame members. New structural frame members, used in the repair of damaged buildings,
including anchorage and connections, shall comply with the Building Code as amended.

Exception: For the design of new structural frame members connected to existing frame members, the use of
reduced Building Code level seismic forces as specified in Section 407.1.1.3 shall be permitted.

Change Section 407.3.2.1.1 to read as follows:

407.3.2.1.1 Extent of repair. The evauation and analysis shall demonstrate that the building once
repaired complies with the wind and seismic provisions of the Building Code as amended.

Exception: The seismic design level for the repair design shall be the higher of the Building Code
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as amended in effect at the time of original construction and reduced Building Code level seismic
forces as specified in Section 407.1.1.3.

Change Section 407.3.4 to read as follows:
407.3.4 Other uncovered structural elements. Where in the course of conducting repairs, other uncovered structural
elements are found to be unsound or otherwise structurally deficient, such elements shall be madeto conform to thewind
and seismic provisions of the Building Code as amended .

Change Section 407.3.5 to read as follows:

407.3.5 Flood hazard areas. In flood hazard areas, damaged buildings that sustain substantial damage shall be brought
into compliance with Building Code as amended Section 1612.

Change Section 408.1 to read as follows:
408.1Electrical repairs. Minor repairsor replacement of any existing electrical system are permitted to be madein the same manner

and arrangement asin the existing system, provided such repairs or replacement are madein a safe manner and are approved. Minor
repairs or replacement for purposes of this code shall be defined as:

1 Replacement of a convenience outlet (replacement shall comply with the electric code as amended);

2. Light switch with the same current carrying capacity as the existing switch (replacement shall comply with the
electric code as amended.

3. Light socket and holder (replacement shall comply with the current electric code as amended),

4. Light fixture (1 maximum) installed on the same outl et box and having the same current rating (replacement shall

comply with the electric code as amended);

5. Withinadwelling unit, afan, blower, pump or other fractional horsepower maotor of the same horsepower rating
and having the same electrical characteristics and current rating as the existing, limited to 120-240 volts
(replacement shall comply with the electric code as amended); or

6. The replacement of fuses or circuit breakers (except mains) where there is no evidence of over-fusing or
tampering per applicable requirements of the electric code as amended.

Add Sections 408.2 thru 408.3 to read as follows:

408.2 Minimum standardsfor electrical equipment, wiring and appliances. Inall buildings and premises the entire building or
premise must meet the minimum electrical standards as set forth in this section.

408.2.1 Facilitiesrequired. Every occupied building shall be provided with an electrical system in compliance with the
regquirements of this section.

408.2.2 Service. Dwelling unitsshall be served by an electrical service having arating of not lessthan 60 amperes. When
the electrical system requires modification to correct inadequate service, the service shall be corrected to a minimum of
100-ampere, three wire electrical service. If the dwelling contains an electric range, electric clothes dryer or electric air
conditioning unit, a minimum 100-ampere, three wire electrical service shall be provided.

408.2.3 Electrical system hazards. Where it isfound that the electrical system in a structure constitutes a hazard to the
occupants or the structure by reason of inadequate service, improper fusing, insufficient receptacle and lighting outlets,
improper wiring or installation, deterioration or damage, or for similar reasons, the code official shall require the defects
to be corrected to eliminate the hazard.

408.2.4 Ingtallation. All electrical equipment, wiring and appliances shall be properly installed and maintained in a safe
and approved manner.

408.2.5 Receptacles. Every habitable space in a dwelling unit shall contain at least two separate and remote receptacle
outlets. Every laundry areashall contain at |east one grounded type receptacle. Every bathroom shall contain at least one
receptacle that shall be Ground Fault Circuit Interrupter protected. Every kitchen shall contain at least two 20-ampere
grounded appliance branch circuits.

408.2.6 Lighting fixtures. Every public hall, interior stairway, toilet room, kitchen, boiler room and furnace room shall
contain at least one electric lighting fixture. All habitable spaces shall contain at least one switched lighting fixture or
switched receptacle.

408.2.7 Utility rooms and basements. At least one lighting outlet and one receptacle shall be provided in utility rooms
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and basements where these spaces are used for storage or contain equipment requiring service.

408.2.8 Clearance for equipment. Clearance for electrical service equipment shall be provided in accordance with the
Electrical Code as amended.

408.3 Abandoned electrical and/or communications systems. All abandoned electrical and/or communications systems shall be
removed.

Change Section 409 to read as follows:

SECTION 409
MECHANICAL

409.1 Mechanical repairs. Minor repairs or replacement of any existing mechanical system are permitted to be made in the same
manner and arrangement asin the existing system, provided such repairs or replacement are made in asafe manner and are approved.

409.2 Minimum standar dsfor mechanical equipment and appliances. Inall buildingsand premisesthe entire building or premise
must meet the minimum mechanical standards as set forth in this section.

409.3 Minimum standardsfor mechanical equipment and appliances. All mechanical appliances, fireplaces, solid fuel-burning
appliances, cooking appliances and water heating appliances shall be properly installed and maintained in a safe working condition,
and shall be capable of performing the intended function.

409.4 Removal of combustion products. All fuel-burning equipment and appliances shall be connected to an approved chimney
or vent.

Exception: Fuel-burning equipment and appliances which are labeled for unvented operation.

409.5 Combustion air. A supply of air for complete combustion of the fuel and for ventilation of the space containing the fuel-
burning equipment shall be provided for the fuel-burning equipment.

409.6 Clearances. All required clearances to combustible materials shall be maintained.

400.7 Safety controls. All safety controls for fuel-burning equipment shall be maintained in effective operation.

409.8 Free-standing stoves. All free-standing stoves with doors or drawers shall be equipped with an anti-tip device.

409.9 Water accumulation/damage. Mechanical appliances, mechanical equipment and ductwork shall show no signs of water
accumulation or damage. When signs of water accumulation or damage are evident, those areas are to be examined by aregistered
design professional and adetailed report on recommended repairs and prevention methodsis to be made to the code officia. If the
recommended repairs are approved by the code official, the owner or the owner’s agent shall have the recommended repairs
performed in atimely manner.

409.10 Air filters. All air handling units that condition air shall be equipped with air filters.

409.11 Thermostat. All space heating and/or air conditioning units shall be controlled by athermostat.

409.12 Commer cial food heat-processing equipment. All commercial food heat-processing appliances, equipment, hoods, ducts
and exhaust systems shall comply with this section.

409.12.1 Hood system required. Each existing commercia cooking appliance and domestic cooking appliance utilized
for commercia purposes that produce smoke or grease vapors shall be protected with an approved Type | commercial
kitchen exhaust hood and duct system.

Exceptions:

1 Cooking appliances located within a dwelling unit and not utilized for commercia purposes;

2 Completely enclosed ovens;

3. Steam tables;

4 Auxiliary cooking equipment that does not produce grease-laden vapors, including toasters, coffee

makers and egg cookers; and
5. Portable equipment as defined in the mechanical code as amended.
409.12.2 Hood system suppr ession. Each commercial kitchen exhaust hood and duct system required by Section409.12.1
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shall be protected with an approved automatic fire suppression system installed in accordance with the mechanical code
asamended. A portable fire extinguisher shall be installed within 30 feet of the hood.

409.12.3 Maintenance. Commercia kitchen exhaust systems shall be cleaned to remove deposits of residue and grease
in the system at intervals specified in the cleaning schedule required to be submitted in accordance with the mechanical
code as amended. Thorough cleaning of ducts, hoods and fans shall require scraping, brushing or other positive cleaning
methods.

409.12.4 Cleaning schedule. Where a cleaning schedule is not on file, the code official shall require a schedule to be
submitted, indicating the method of cleaning and the time interval s between cleanings.

409.12.5 Leaks. Venting equipment for commercial food heat processing equipment shall not leak.

409.12.6 Capturetest. Venting equipment for commercial food heat processing equipment shall pass a capture test.
409.12.7 Exhaust. Venting equipment for commercial food heat processing equipment shall not exhaust in a dangerous
manner or where a nuisance. (i.e., less than 2 feet above the roof surface, within 10 feet of unprotected combustible

materia's, onto awa kway or driveway), or wherethe exhaust may re-enter the buil ding through an intake or opening within
10 feet.

Change Section 410 to read as follows:

SECTION 410
PLUMBING

410.1 Plumbing repairs. Minor repairs or replacement of any existing plumbing system are permitted to be made in the same
manner and arrangement asin the existing system, provided such repairs or replacement are madein asafe manner and are approved.
Lead water lines may not be repaired.

410.2 Minimum standards for plumbing equipment, piping and appliances. In all buildings and premises the entire building
or premise must meet the minimum plumbing standards as set forth in this section.

410.3 Minimum required plumbing facilities. The minimum number of plumbing facilities shall be as described in this section.

410.3.1 Dwelling units. Every dwelling unit shall contain its own bathtub or shower, lavatory, water closet and kitchen
sink which shall be maintained in asanitary, safe working condition. The lavatory shall be placed in the sameroom asthe
water closet or located in close proximity to the door leading directly into the room in which such water closet islocated.
A kitchen sink shall not be used as a substitute for the required lavatory.

410.3.2 Rooming houses. At least one water closet, lavatory and bathtub or shower shall be supplied for each four
rooming units.

410.3.3 Hotels. Where privatewater closets, lavatories, and baths are not provided, onewater closet, onelavatory and one
bathtub or shower having accessfrom a public hallway shall be provided for each five occupants, but not lessthan onefor
every four sleeping units.

410.3.4 Employees' facilities. A minimum of one water closet, one lavatory and one drinking facility shall be available
to employees.

410.3.4.1Drinkingfacilities. Drinkingfacilitiesshall beadrinking fountain, water cooler, bottled water cooler,
or disposable cups next to asink or water dispenser. Drinking facilities shall not be located in toilet rooms or
bathrooms.

410.4 Minimum standardsfor toilet rooms. The minimum standards for toilet rooms shall be as described in this section.

410.4.1 Privacy. Toilet roomsand bathrooms shall provide privacy and shall not constitute the only passageway to ahall
or other space, or to theexterior. A door and interior |ocking device shall be provided for all common or shared bathrooms
and toilet rooms in amultiple dwelling.

410.4.1.1 Partitions. Every nonresidential structure that requires or suppliesawater closet shall providewithin
thetoilet room, partitions, enclosures or compartments for privacy between water closets and shall comply with
fixture clearance requirements of the plumbing code as amended for such installations.

410.4.2 Location. Toilet rooms and bathrooms serving hotel units, rooming units or dormitory units, shall have access
by traversing not more than one flight of stairs and shall have access from a common hall or passageway.

410.4.3 Location of employee toilet facilities. Toilet facilities shall have access from within the employees’ regular
working area. Therequired toilet facilities shall belocated not more than one story above or below the employees’ regular
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working area and the path of travel to such facilities shall not exceed a distance of 500 feet (152 m). Employee facilities
shall either be separate facilities or public customer facilities.

Exception: Facilities that are required for employees in storage structures or kiosks, which are located in
adjacent structures under the same ownership, lease or control, shall not exceed atravel distance of 500 feet (152
m) from the employees’ regular working areato the facilities.

410.5 Plumbing systems and fixtures. Minimum standards for plumbing systems and fixtures shall be as described in this section.

410.5.1 General. All plumbing fixturesshall be properly installed and maintained in working order, and shall be kept free
from obstructions, leaks and defects and be capable of performing the function for which such plumbing fixtures are
designed. All plumbing fixtures shall be maintained in a safe, sanitary and functional condition.

410.5.2 Fixture clearance. Plumbing fixtures shall have adequate clearances for usage and cleaning.

410.5.3 Plumbing system hazards. Where it isfound that a plumbing system in a structure constitutes a hazard to the
occupants or the structure by reason of inadequate service, inadequate water supply, leaking water supply service line,
inadequate drai nage, i nadeguate venting, crossconnection, backsi phonage, improper install ation, accumul ation of sewage,
deterioration or damage or for similar reasons, the code official shall require the defects to be corrected to eliminate the
hazard.

410.6 Water system. Minimum standards for the water system shall be as described in this section.

410.6.1 General. Every sink, lavatory, bathtub or shower, drinking fountain, water closet or other plumbing fixture shall
be properly connected to either apublic water system or to an approved private water system. All kitchen sinks, lavatories,
laundry facilities, bathtubs and showers shall be supplied with hot or tempered and cold running water in accordance with
the plumbing code as amended.

410.6.2 Contamination. Thewater supply shall be maintained free from contamination, and all water inletsfor plumbing
fixturesin commercia buildingsand in residential buildingsof over six families shall belocated above the flood-level rim
of thefixture. All water inlets for plumbing fixturesin residential buildings of six families or less shall be located above
the overflow of thefixture. Shampoo basin faucets, janitor sink faucets, and other hose bibs or faucets to which hoses are
attached and | eft in place, shall be protected by an approved atmospheric-type vacuum breaker or an approved permanently
attached hose connection vacuum breaker.

410.6.3 Supply. The water supply system shall be installed and maintained to provide a supply of water to plumbing
fixtures, devices and appurtenances in sufficient volume and at pressures adequate to enable the fixtures to function
properly, safely, and free from defects and leaks.

410.6.4 Water heating facilities. Water heating facilitiesshall be properly installed, maintained and capable of providing
an adequate amount of water to be drawn at every required sink, lavatory, bathtub, shower and laundry facility at a
temperature of not lessthan 120°F (49°C). A fuel-burning water heater shall not be located in any bathroom, toilet room,
bedroom or other occupied room normally kept closed, unless adequate combustion air is provided. An approved
combination temperatureand pressure-relief valveand relief val vedi scharge pipe shall be properly installed and maintained
on water heaters.

410.7 Sanitary drainage system. Minimum standards for the sanitary drainage system shall be as described in this section.

410.7.1 General. All plumbing fixtures shall be properly connected to either a public sewer system or to an approved
private sewage disposa system.

410.7.2 Maintenance. Every plumbing stack, vent, waste and sewer line shall function properly and be kept free from
obstructions, leaks and defects.

410.8 Storm drainage. Minimum standards for storm drainage shall be as described in this section.

410.8.1 General. Drainage of roofs and paved areas, yards and courts, and other open areas on the premises shall not be
discharged in a manner that adversely affects adjacent property or creates a public nuisance.

410.8.2 Guttersand downspouts. All gutters and downspouts shall be maintained so as to function properly and shall
be sewer connected where existing drain connections are provided. Garages, room additions, primary and accessory
structures with a room watershed of less than five hundred fifty square feet need not be sewer connected.

410.9 Materials. The following plumbing materials and supplies shall not be used:
1 All purpose solvent cement, excluding transition glues;

2. Flexible traps and tailpieces;
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3. Sheet and tubular copper and brass trap and tailpiece fittings less than B& S 17 gauge (0.045 inch); and

4. Solder having more than 0.2% lead in the repair of potable water systems.

5. Water closets having a concealed trap seal or an unventilated space or having walls that are not thoroughly
washed at each discharge in accordance with ASTM 112.19.2.

6. The following types of joints shall be prohibited:
6.1 Cement or concrete joints.
6.2 Mastic or hot-pour bituminous joints.

6.3 Joints made with fittings not approved for the specific installation.
6.4 Joints between different diameter pipes made with elasto-meric rolling “ O”-rings.
6.5 Solvent-cement joints between different types of plastic pipe.
6.6 Saddle-type fittings unless they receive prior approval from the Plumbing Section.
410.10 Lead water servicelines. Lead water service lines shall not be repaired.
CHAPTER 5
ALTERATIONS-LEVEL 1
(Renovations)
Change Sections 501.2 thru 501.3 to read as follows:

501.2 Conformance. An existing building or portion thereof shall not be altered such that the building becomes less safe than its
existing condition.

Exception: Wherethe current level of safety or sanitation is proposed to be reduced, the portion altered shall conformto
the requirements of the Building Code as amended.

501.2.1 Repair compliance. In addition to the requirements of this chapter, all work shall comply with the requirements
of Chapter 4.

501.3 Flood hazard areas. In flood hazard areas, aterations that constitute substantial improvement shall require that the building
comply with Building Code as amended Section 1612.

Change Section 502.1 to read as follows:

502.1 General. Alteration of buildings, classified as special use and occupancy as described in the Building Code asamended, shall
comply with the requirements of Section 501.1 and the scoping provisions of Chapter 1 where applicable.

Change Section 502.1 thru 503.3 to read as follows:

503.1 Interior finishes. All newly installed interior finishes shall comply with the flame spread requirements of the Building Code
as amended.

503.2 Car peting. New carpeting used as an interior floor finish material shall comply with the radiant flux requirements of the
Building Code as amended.

503.3 Materials and methods: All new work shall comply with materials and methods requirements in the Building Code,
Mechanical Code, Plumbing Code, and Electrical Code as amended as applicable, that specify material standards, detail of
installation and connection, joints, penetrations and continuity of any element, component or system in the building.

Change Section 504.1 to read as follows:

504.1 Smoke detectorsin Group R and I-1 occupancies. In buildings of Use Groups R and I-1, newly installed smoke detectors
shall be of an approved type only.

Add Sections 505.2 and 505.3 to read as follows:

505.2 Alternate to Second Stair. An existing building shall be allowed to have asingle stair provided it complies with al of the
following conditions:
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1 The entire building shall be fully sprinklered.

2. All floors shall be 10,000 square feet (950 m?) or less.

3. Thewindow sill height on thetop floor shall be 100 feet (30.4 m) or lessfrom thelowest level of fire department
vehicle access.

4, Public corridorsshall havea?2 hour firerated construction. Thecorridorsshall beinastraight linewith no turns.

5. The entire building shall have a hardwired smoke detection system with manual pull stations.

6. Use groups above the fifth floor shall belimited to B, M, R, S-1 and S-2. No Use Group H occupancies shall
be allowed in the building.

7. Atriums and communicating stairs shall not be permitted in the building.

8. Thestair enclosure shall beaminimum 2 hour firerated construction, pressurized and have astandpipewith hose

connections at each floor. The stair shall be constructed of steel, steel pan, concrete or other non-combustible
construction as approved by the code official.

9. All public corridors shall have emergency and exit lighting.

10. Thestairsshall dischargedirectly to theexterior or be connected to an exterior exit by a2 hour firerated corridor
enclosure.

11. The basement shall have two means of egress if used for any purpose other than mechanical equipment or
storage.

505.3 Dual exitsover two stories. All habitable buildings over two storiesin height containing one or more dwelling units above
the second floor shall provide two separate exits from each floor above the second floor, accessible to each dwelling unit on said
floor. All required exit facilities shall lead to a public thoroughfare either directly or through a court or yard, and passage to such
exits shall not lead through any other dwelling unit. Dual means of exit shall consist of two interior stairs discharging directly or
through arated exit enclosure to the outside, or one interior and one exterior stair or existing fire escape accessibleto all dwelling
units on each floor above the second floor and discharging directly or through a court or yard to a public thoroughfare.

Exceptions:
1 Buildings permitted to have only one means of egress under the building code as amended.
2. Single Family Dwelling Units of Use Group R-3, two and one-half or three storiesin height, of Type 3 (exterior

masonry) construction, shall be exempt from the requirements for two exits.

3. A single exit shall be permitted from townhouse dwelling units located on the second and third floors, in
buildings of Type 3 (exterior masonry) construction, provided that the exit is from the second floor, with a
minimum of forty percent of the habitable space located on the second floor, and al of the following
requirements are met:

a Horizontal and vertical fire separation assemblies based on the Use Group classification between the
first and second floor as determined under the current building code as amended. A horizontal fire
separation is not required between afirst floor commercial space and dwelling units above provided
that an AC powered battery back-up interconnected smoke detection system is installed in the
commercia space and basement with remote dlarmsin al dwelling unitsabove or in the common stair
and hall if audible within all dwelling units.

b. The building is limited to a maximum of six dwelling units and three storiesin height.

C. An AC powered battery back-up interconnected smoke detection systemisinstalled for each dwelling
unit throughout the building including the basement. The location of the smoke detectors shall be
sufficient to detect smoke in any habitable room or basement.

Change Section 506.1 to read as follows:

506.1 Accessibility. A building, facility or element that is altered shall comply with the applicable provisionsin Chapter 11 of the
Building Code, Sections 506.1.1 thru 506.1.5 within this code and ICC/ANSI A117.1, unless technically infeasible. Where
compliance with this section istechnically infeasible, the alteration shall provide access to the maximum extent technically feasible.

No renovation work shall be undertaken that diminishes accessibility for people with disabilities. Wheretoilet partitions
aremoved or installed, but existing fixtures are not being moved, an accessible stall complyingwith CABO/ANS| A117.1-1998 shall
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be created provided that this can be accomplished without moving fixtures. Replacement of doors, bathroom fixtures or hardware
in non-residential shall be accessible. Vertical platform lifts can be used to achieve vertical accessibility.

Exceptions:
1 The atered element or space is not required to be on an accessible route, unless required by Section 506.2.
2. Accessible means of egress required by Chapter 10 of the Building Code as amended are not required to be

provided in existing buildings and facilities.

3. Type B dwelling units required by Section 1107.4 of the Building Code as amended are not required to be
provided in existing buildings and facilities.

Change Section 506.1.4 to read as follows:

506.1.4 Ramps. Where steeper slopesthan allowed by the Building Code asamended are necessitated by spacelimitations,
the slope of ramps in or providing access to existing buildings or facilities shall comply with Table 506.1.4.

Table506.1.4
RAMPS
SLOPE MAXIMUM RISE
Steeper than 1:10 but not steeper than 1:8 3inches
Steeper than 1:12 but not steeper than 1:10 6 inches

Add Section 506.1.8 to read as follows:

506.1.8 Dwelling or sleeping units. Wherel-1,1-2, -3, R-1, R-2, or R-4 dwelling or sleeping unitsare being altered, the
reguirements of the Building Code as amended for accessibility or Type A units and Chapter 9 of the Building Code as
amended for accessible alarms apply only to the quantity of the spaces being altered.

Add Sections 506.3 thru 506.5 to read as follows:

506.3 Encr oachment of door sintowheelchair turning spaces. Encroachment of doorsand/or door swing into therequired circular
or T-shaped wheelchair turning space shall be prohibited.

506.4 Resolving issues of accessible design solutions. Unresolved design issues related to accessibility shall be resolved by the
Commissioner ontheDisabled. A letter of agreement shall bedrafted by the Commissioner on the Disabled to the design professional
outliningtheaccessibility requirements. Thebuilding permit shall beissued contingent upon compliancewith theletter of agreement.

506.5 Technically infeasible. In order to request awaiver from the accessibility requirements of this code, the property owner or
design professional shall submit arequest, inwriting, outlining the specific reasonsfor that request. Accessibility requirementsshall
be permitted to be granted if any or all of the following conditions exist:

1 It is technically infeasible to achieve accessibility. This term means that there is little likelihood that an
alteration can be accomplished because of the existing structural conditions require the removal or alteration of
aloadbearing member that is essential to the structural frame, or because of existing site constraints or physical
constraints that prohibit achieving accessibility.

2. Thetypeof businessor work being performed at the property, i.e. Physically demanding or requiring ahigh level
of strength and physical mobility, cannot reasonably be performed by a person with a mobility impairment.

3. In an existing multi-floor building with two or more floors above grade, where the functions on the second or
other floorsareidentical to all thefunctions of thefirst floor, vertical accessibility can bewaived if thefirst floor
istotally accessible.

The Commissioner on the Disabled shall review thisrequest. The Commissioner onthe Disabled shall consult thebuilding
inspector, plans examiner or other Building Division staff about the property. A recommendation on the request shall be made by
the Commissioner on the Disabled to the Building Commissioner. The Commissioner on the Disabled and the Building
Commissioner shall agree to grant or deny the request for awaiver.

The property owner or design professional shall then be informed of the decision in writing by the Commissioner on the
Disabled. This decision shall not be subject to appeal to the Board of Building Appeals.
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Change Sections 507.2.1 and 507.2.2 to read as follows:

507.2.1 Replacement of roofing or equipment. Where replacement of roofing or equipment results in additional dead
loads, structural components supporting such re-roofing or equipment shall comply with thevertical |oad requirements of
the Building Code as amended.

Exceptions:

1 Structural elements whose stress is not increased by more than 5 percent.

2. Buildingsconstructed in accordancewith the conventional construction methodsof the Building Code
as amended and where the additional dead load from the equipment is not increased by more than 5
percent.

507.2.2 Parapet bracing and wall anchorsfor reroof permits. Unreinforced masonry bearing wall buildings classified
as Seismic Design Category D, E or F shall have parapet bracing and wall anchorsinstalled at the roof linewhenever are-
roofing permitisissued. Such parapet bracing and wall anchors shall be designed in accordance with thereduced building
code level seismic forces as specified in Section 407.1.1.3 and design procedures of Section 407.1.1.1.

Add Sections 508 to 510 to read as follows:

SECTION 508
ELECTRICAL

508.1 Electrical materialsand methods. Alterations of any kind shall not diminish the building’ s existing structural strength, the
integrity of existing electrical systems below that which legally exists at the time of the permit application or that which isrequired
by the Electrica Code as amended, whichever isless.

New electrical wiring and new electrical equipment shall meet the requirements of the Electrical Code as amended.

The replacement or addition of fixtures, equipment or appliances shall not increase loads on the electrical service unless
the service is upgraded in accordance with the Electrical Code as amended to accommodate the increased load.

SECTION 509
MECHANICAL

509.1 M echanical materials and methods. Alterations of any kind shall not diminish the building’s existing structural strength,
system capacity or mechanical ventilation below that which legally exists at the time of permit application or that which isrequired
by the mechanical code as amended, whichever is less, except as otherwise required by this section.

509.1.1 General regulations. The General Regulationsrequirementsof themechanical code asamended shall befollowed
for al new equipment in the area undergoing alterations of any kind.

Exception: Theelectrical requirementsof Sections306.3.1, 306.4.1 and 306.5.3 of the International Mechanical
Code as amended shall only be applied to new or replacement equipment.

509.1.2 Ventilation. The Ventilation requirements of the mechanical code as amended shall be followed for all new
equipment in the area undergoing alterations of any kind. Mechanical ventilation shall be required of all bathrooms,
smoking lounges, toilet rooms, locker rooms, dressing rooms and garages as required by the current mechanical code as
amended for al areas undergoing alterations of any kind.

Exceptions:

1 Existing mechanical equipment shall not be required to provide more ventilation than that which
legally exists at the time of permit application, or

2. Bathrooms and toilet rooms in private dwellings that have natural ventilation.

509.1.3 Duct systems. The Duct Systems requirements of the mechanical code as amended shall be followed for al new
equipment in the area undergoing alterations of any kind.

Exception: Section 602 of the International Mechanical Code asamended shall apply only to newly-constructed
plenums. Modificationsto existing legally installed plenums, such asinstallation of new building, electrical or
plumbing materias inside the plenum, increasing air flow rate within the plenum, etc. shall not require the
plenum to comply with the construction requirements for new plenums. However, newly-installed materials
within the plenum shall be consistent with the material requirements of Section 602.

509.1.4 Fuel ail piping and storage. The Fuel Qil Piping and Storage requirements of the mechanical code as amended
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shall be followed for all new equipment in the area undergoing alterations of any kind.

Exception: Section 1305.1 of the International Mechanical Code as amended shall only apply when the work
being performed increases the load on the system such that the existing pipe does not meet the size required by
the existing mechanical code as amended. Existing systemsthat are modified shall not require resizing aslong
astheload on the systemis not increased and the system length is not increased even if the altered system does
not meet the existing mechanical code minimums.

509.2 Fuel gasmaterialsand methods. Alterations of any kind shall not diminish the buildings existing structural strength, system
capacity or mechanical ventilation below that which legally exists at the time of permit application or that which is required by the
current Fuel Gas code as amended, whichever is less, except as otherwise required by this section.

509.2.1 General regulations. The Genera Regulations requirements of the current Fuel Gas code as amended shall be
followed for al new eguipment in the area undergoing alterations of any kind.

Exception: The electrical requirements of Sections 306.3.1, 306.4.1 and 306.5.2 of the International Fuel Gas
Code shall only be applied to new or replacement equipment.

509.2.2 Gas piping installations. The Gas Piping Installations requirements of the Fuel Gas code as amended shall be
followed for al new equipment in the area undergoing alterations of any kind.

Exception: Sections401.8 and 402.3 shall only apply when the work being performed increases theload on the
system such that the existing pipe does not meet the size required by the Fuel Gas code as amended. Existing
systems lawfully in existence that are modified shall not require resizing aslong astheload on the systemis not
increased and the system length is not increased even if the altered system does not meet the Fuel Gas code as
amended minimums.

509.3 New mechanical appliances and new mechanical equipment. New mechanical appliances and new mechanical equipment
shall meet the requirements of the mechanical code and/or fuel gas code as amended.

Thereplacement or addition of fixtures, equipment or appliancesshall not increasel oads on these systemsunl essthesystem
is upgraded in accordance with the mechanical code and/or fuel gas code as amended to accommodate the increased load.

SECTION 510
PLUMBING

510.1 Plumbing materials and methods. Alterations of any kind shall not diminish the building’s existing structural strength,
system capacity or mechanical ventilation below that which legally exists at the time of permit application or that which isrequired
by the plumbing code as amended, whichever isless, except as otherwise required by this section.

510.1.1 Water supply and distribution. The Water Supply and Distribution requirements of the plumbing code as
amended shall be followed for all new piping and fixtures in the area undergoing alterations of any kind.

Exception: Sections10.1310.14.1, 10.14.2 and 10.14.3 of the Plumbing Codeasamended shall only apply when
the work being performed increases the load on the system such that the existing pipe does not meet the size
required by the plumbing code as amended. Existing systems lawfully in existence that are modified shall not
require resizing as long as the load on the system is not increased and the system length is not increased even
if the altered system does not meet the plumbing code as amended minimums.

510.1.2 Sanitary drainagesystems. The Sanitary Drainage Systems requirements of the plumbing code as amended shall
be followed for al new piping and fixtures in the area undergoing alterations of any kind.

Exception: Sections 11.2.3, 11.3.1, 11.4.1, 11.5.1, 11.5.2, 11.5.3, 11.5.4 11.6.1, 11.6.3 and 11.6.5 of the
Plumbing Code as amended shall only apply when the work being performed increases the load on the system
such that the existing pipe does not meet the size required by the plumbing code as amended. Existing systems
lawfully in existencethat are modified shall not requireresizing aslong astheload on the systemisnot increased
and the system length is not increased even if the altered system does not meet the plumbing code as amended
minimums.

510.2 New plumbing piping and fixtures. New plumbing piping and fixtures shall meet the requirements of the plumbing code
as amended.

Thereplacement or addition of fixtures, equipment or appliancesshall not increasel oads on these systems unlessthe system
is upgraded in accordance with the plumbing code as amended to accommodate the increased |oad.

CHAPTER 6
ALTERATIONS-LEVEL 2
(Alteration/M odification)
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Change Section 601.3 to read as follows:

601.3 Compliance. All new construction elements, components and systems and spaces shall comply with the requirements of the
Building Code as amended.

Exceptions:

1 Windows may beadded without requiring compliancewiththelight and ventil ation requirementsof the Building
Code as amended.

2. Newly installed electrical equipment shall comply with the requirements of Section 608.0.

3. The length of dead end corridors in newly constructed spaces need only be required to comply with the
provisions of Section 605.6.

4, The minimum ceiling height of the newly created habitable and occupiable spaces and corridors shall be 7 feet
(2134 mm).

Change Section 602.1 to read as follows:

602.1 General. Alteration of buildings, classified as special use and occupancy asdescribed in the Building Code as amended, shall
comply with the requirements of Section 601.1 and the scoping provisions of Chapter 1 where applicable.

Change Section 603.2.1 to read as follows:
603.2.1 Existing Vertical Openings. All existing interior vertical openings including stairways connecting two or more

floors shall be enclosed with approved assemblies having afire resistance rating of not less than one hour with approved
opening protectives.

Exceptions:

1 Where vertical opening enclosure is not required by the Building Code or Fire Prevention Code as
amended.

2. Interior vertical openings other than stairways may be blocked at the floor and ceiling of thework area

by installation of not less than two inches (50.08 mm) of solid wood or equivalent construction in
combustible construction and of non-combustible materials which maintain the integrity of the floor
assembly fire resistance rating in non-combustible construction.

3. The enclosure shall not be required where all the following conditions are met:

D The communicating area has alow hazard occupancy, or has amoderate hazard occupancy
which is protected throughout by an automatic sprinkler system, and

()] The lowest or next to the lowest level is a street floor; and

(©)] Theentire areais open and unobstructed in amanner such that it may be assumed that afire
in any part of the interconnected spaces will be readily obviousto all of the occupants; and

4 Exit capacity issufficient to provide egress simultaneously for al the occupants of al levels
by considering all areas to be a single floor area for the determination of required exit
capacity; and

5) Each floor level, considered separately, has at least one-half of itsindividua required exit

capacity provided by an exit or exits leading directly out of that level without having to
traverse another communicating floor level or be exposed to the smoke or fire spreading
from another communicating floor level.

4, In Use Group A Occupancies, aminimum 30 minute enclosure shall be provided to protect all vertical
openings not exceeding three stories.

5. In Use Group B Occupancies, aminimum 30 minute enclosure shall be provided to protect all vertical
openingsnot exceeding threestories. Thisenclosure, or theenclosure specified in Section 603.2.1 shall
not be required:

5.1 In abuilding not exceeding 3,000 square feet (279 m?) per floor; or

5.2 When the building is protected throughout by an approved automatic fire sprinkler system.
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10.

11.

12.
13.

14.

In Use Group E Occupancies, the enclosure shall not be required for vertical openings not exceeding
three storieswhen the building is protected throughout by an approved automatic fire sprinkler system.

In Use Group F Occupancies, the enclosure shall not be required under the following conditions:
7.1. For vertical openings not exceeding three stories; or

7.2. In special purpose occupancies when necessary for manufacturing operations and direct
accessis provided to at least one protected stairway; or

7.3. In buildings which are protected throughout by an approved automatic sprinkler system.

In Use Group H Occupancies, the enclosure shall not be required for vertical openings not exceeding
three stories where necessary for manufacturing operations and every floor level has direct access to
at least two remote enclosed stairways or other approved exits.

In Use Group M Occupancies, aminimum 30 minute enclosure shall be provided to protect all vertical
openings not exceeding three stories. This enclosure, or the enclosure specified in Section 603.2.1,
shall not be required under the following conditions:

9.1 Openings connect only two floor levels; or
9.2. Occupancies are protected throughout by an approved automatic sprinkler system.

In Use Group R-1 Occupancies, the enclosure shall not berequired for vertical openings not exceeding
three stories where:

10.1. In buildings which are protected throughout by an approved automatic sprinkler system; or

10.2. In buildings with less than 25 guest rooms where every sleeping room above the second
floor is provided with direct access to afire escape or other approved second exit by means
of an approved exterior door or window having asill height of not greater than 44 inches
(1118 mm) and where :

(0] Any exit access corridor exceeding eight feet (2438 mm) in length which serves
two means of egress, one of which is an unprotected vertical opening, shall have
at least one of the means of egress separated from the vertical opening by a one
hour fire barrier; and

()] Thebuilding is protected throughout by an automatic fire alarm system, installed
and supervised in accordance with the Building Code as amended.

In Use Group R-2 Occupancies, a minimum 30 minute enclosure shall be provided to protect all
vertical openings not exceeding three stories. This enclosure, or the enclosure specified in Section
603.2.1, shall not be required under the following conditions:

11.1. Vertical openingsnot exceeding two storieswith not morethan four dwelling unitsper floor;
or

11.2. In buildings which are protected throughout by an approved automatic sprinkler system; or

11.3. In buildings with not more than four dwelling units per floor where every sleeping room
above the second floor is provided with direct access to a fire escape or other approved
second exit by means of an approved exterior door or window having a sill height of not
greater than 44 inches (1118 mm) and The building is protected throughout by an automatic
fire alarm system, complying with Section 604.4.

Use Group R-3 one-and two-family dwellings.

Use Group S Occupancies, where connecting morethan two floor level s, or where connecting not more
than three floor levels and the structure is equipped throughout with an approved automatic sprinkler
system.

Use Group S Occupancies, vertical opening protection is not required for open parking garages and
ramps.
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Change Section 603.2.3 to read as follows:
603.2.3 Supplemental stairway enclosur e requirements. Where the work area on any floor exceeds 50 percent of that
floor area, stairwaysthat are part of the means of egress serving the work area shall at a minimum be enclosed with smoke
tight construction on the highest work area floor and all floors below.
Exception: Where stairway enclosureisnot required by the Building Code or Fire Prevention Code asamended.
Change Section 603.3.2 to read as follows:

603.3.2 Fireresistance rating. The smoke barriers shall be fire resistance rated for 30 minutes and constructed in
accordance with the Building Code as amended.

Change Section 603.4 to read as follows:

603.4 Interior finish. The interior finish of walls and ceilings in exits and corridors in any work area shall comply with the
reguirements of the Building Code as amended.

Exception: Existing interior finish materials which do not comply with the interior finish requirements of the Building
Code as amended shall be permitted to be treated with an approved fire retardant coating in accordance with the
manufacturer's instructions to achieve the required rating.

Add Section 603.4.2 to read as follows:
603.4.2 Concealed spacerequirements. Intypes1and 2 construction, plastic piping shall not be permitted in concealed
spaces and above dropped ceilings.

Change Section 603.5.2 to read as follows:

603.5.2 Design. Where there are no guards or existing guards must be replaced, the guards shall be designed and installed
in accordance with the Building Code as amended.

Change Section 604.2 to read as follows:

604.2 Automatic sprinkler systems. Automatic sprinkler systemsshall be provided in accordance with the requirements of Sections
604.2.1 through 604.2.5. Installation requirements shall be in accordance with the Building Code as amended.

Change Section 604.2.2 to read as follows:
604.2.2 GroupsA, E,F-1,H,1,M, R-1, R-2, R-4, S-1 And S-2. In buildings with occupanciesin Groups A, E, F-1, H,

I,M, R-1, R-2, R-4, S-1 and S-2., work areas that include exits or corridors shared by more than one tenant or serving an
occupant load greater than 30 shall be provided with automatic sprinkler protection where all of the following conditions

occur:

1 The work area would be required to be provided with automatic sprinkler protection in accordance with the
Building Code as amended applicable to new construction.

2. The work area exceeds 50% of the floor area; and

3. The building has sufficient municipal water supply for design of afire sprinkler system available to the floor

without installation of anew fire pump, restricted to the definition of alimited area sprinkler system.
Exception: Work areasin Group R Occupancies three stories or lessin height.
Change Sections 604.2.3 and 604.2.4 to read as follows:

604.2.3 Windowless stories. Work located in a windowless story as determined in accordance with the Building Code
as amended shall be sprinklered where the work area would be required to be sprinklered under the provisions of the
Building Code as amended as a newly constructed building, and the building has sufficient municipal water supply
available to the floor without installation of a new fire pump.

604.2.4 Other required suppression systems. In buildings and areas listed in Table 903.2.15 of the Building Code as
amended, work areas include exits or corridors shared by more than one tenant or serving an occupant load greater than
30 shall be provided with sprinkler protection where the following conditions occur:

1 The work area would be required to be provided with automatic sprinkler protection in accordance with the
Building Code as amended applicable to new construction; and
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2. The building has sufficient municipal water supply for design of afire sprinkler system available to the floor
without installation of a new fire pump.

Change Section 604.3 to read as follows:

604.3 Standpipes. Where the work areaincludes exits or corridors shared by more than one tenant and islocated more than 75 feet
(22860 mm) above or 50 feet (15240 mm) below the lowest level of fire department vehicle access, a standpipe system shall be
provided. Standpipesshall havean approved fire department connection with hose connectionsat each floor level. Standpipe systems
shall beinstalled in accordance with the Building Code as amended.

Exceptions:

1 No pump shall be required provided that the standpipes are capable of accepting delivery by fire department
apparatus of aminimum of 250 gpm at 65 psi (946 L/m at 448K Pa) to the topmost floor in buildings equipped
throughout with an automatic sprinkler system or aminimum of 500 gpm at 65 psi (1892 L/m at 448K Pa) to the
topmost floor in all other buildings. Where the standpi pe terminates bel ow the topmaost floor, the standpipe shall
be designed to meet (gpm/psi) (L/m/KPa) requirements of this exception for possible future extension of the
standpipe.

2. The interconnection of multiple standpipe risers shall not be required.

Change Sections 604.4.1 thru 604.4.1.7 to read as follows:

604.4.1 Occupancy requirements. A fire alarm system shall be installed in accordance with Sections 604.4.1.1 through
604.4.1.7. Existing alarm notification appliances shall be automatically activated throughout the building. Where the
building is not equipped with afire alarm system, alarm notification appliances within the work areashall be provided and
automatically activated.

Exceptions:

1 Occupancies with an existing, previously approved fire alarm system.

2. Where sel ectivenotificationispermitted, alarm-notification appliances shall beautomatically activated
in the areas selected.

604.4.1.1 Use Group E. A fire dlarm system shall beinstalled in works areas in Use Group E occupancies as
required by the Fire Prevention Code as amended for existing Use Group E occupancies.

604.4.1.2 Use Group I-1. A fire darm system shall be installed in work areas in Use Group I-1 residential
care/assisted living facilities as required by the Fire Prevention Code as amended for existing Use Group -1
occupancies.

604.4.1.3 Use Group |I-2. A firealarm system shall beinstalled in work areasin Use Group I-2 occupancies as
required by the Fire Prevention Code as amended for existing Use Group -2 occupancies.

604.4.1.4 Use Group I-3. A fire dlarm system shall be installed in work areas Use Group -3 occupancies as
required by the Fire Prevention Code as amended for existing Use Group -3 occupancies.

604.4.1.5 Use Group R-1. A firealarm system shall beinstalled in Use Group R-1 occupancies as required by
the Fire Prevention Code as amended for existing Use Group R-1 occupancies.

604.4.1.6 Use Group R-2. A fire alarm system shall be installed in work areas of Use Group R-2 apartment
buildings as required by the Fire Prevention Code as amended for existing Use Group R-2 occupancies.

604.4.1.7 Use Group R-4. A fire alarm system shall be installed in work areas of Use Group R-4 residential
care/assisted living facilities as required by the Fire Prevention Code as amended for existing Use Group R-4
occupancies.

Change Section 604.4.3 to read as follows:

604.4.3 Smoke Alarms. Individual sleeping unitsand individual dwelling unitsin any work areain Use Group R-1, R-2,
R-3, R-4 and I-1 shall be provided with smoke alarmsin accordance with the Fire Prevention Code as amended.

Exception: Interconnection of smoke alarms outside of the rehabilitation work area shall not be required.
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Change Section 605.2 to read as follows:

605.2 General. The means of egress shall comply with the requirements of this section.
Exception: Means of egress conforming to the requirements of the Building Code as amended under which the building
was constructed shall be considered as complying means of egress if, in the opinion of the code official, they do not
constitute a distinct hazard to life.

Change Section 605.3.1 to read as follows:
605.3.1 Minimum number. Every story utilized for human occupancy on which there is awork area that includes exits
or corridors shared by more than one tenant within the work area shall be provided with the minimum number of exits
based on the occupancy and the occupant |oad in accordance with the Building Code as amended. In addition, the exits
shall comply with Sections 605.3.1.1 and 605.3.1.2.

Change Section 605.4.3 to read as follows:

605.4.3 Door closing. In any work area, all doors opening onto an exit passageway at grade or exit stair shall be self-
closing or automatically closing by listed closing devices.

Exceptions:
1 Where exit enclosure is not required by the Building Code as amended.
2. Means of egress within or serving only atenant space that is entirely outside the work area.

Change Sections 605.5 and 505.5.1 to read as follows:
605.5 Openingsin corridor walls. Openingsin corridor wallsin any work areashall comply with Sections 605.5.1 through 605.5.4.

Exception: Openingsin corridorswhere such corridors are not required to berated in accordance with the Building Code
as amended.

Change Section 605.6 to read as follows:
605.6 Dead end corridors. Dead end corridorsin any work area shall not exceed 35 feet (10 670 mm).

Exceptions:
1 Where dead-end corridors of greater length are permitted by the Building Code as amended.
2. In other than Use Group A and H Occupancies, the maximum length of an existing dead end corridor shall be

50 feet (15 240 mm) in buildings equipped throughout with an automatic fire alarm system installed in
accordance with the Building Code as amended.

3. In other than Use Group A and H Occupancies, the maximum length of an existing dead end corridor shall be
70feet (21 356 mm) in buildings equipped throughout with an automatic sprinkler systeminstalled in accordance
with the Building Code as amended.

4. In other than Use Group A and H Occupancies the maximum length of an existing, newly constructed or
extended dead end corridor shall not exceed 50 feet (15 240 mm) on floors equi pped with an automatic sprinkler
system installed in accordance with the Building Code as amended.

Change Sections 605.7.1 to read as follows:

605.7.1 Artificial lighting required. Means of egress in all work areas shall be provided with artificial lighting in
accordance with the requirements of the Building Code as amended.

Change Section 605.8.1 to read as follows:

605.8.1 Work areas. Means of egress in all work areas shall be provided with exit signs in accordance with the
requirements of the Building Code as amended.

Change Section 605.9.2 to read as follows:

605.9.2 Design. Handrailsrequired in accordance with Section 605.9.1, shall be designed and installed in accordance with
the provisions of the Building Code as amended.
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Change Section 605.10.2 to read as follows:

605.10.2 Design. Guardsrequired in accordance with Section 605.10.1 shall be designed and installed in accordance with
the Building Code as amended.

Change Section 606.1 to read as follows:

606.1 General. A building, facility or element that is altered shall comply with Section 506. An accessible entrance shall be
provided when entrance steps are being replaced in buildings required to be accessible. Vertical platform liftscan be used to achieve
vertical accessibility. In an existing multi-floor building with two or more floors above grade, where the functions on the second
or other floors above grade are identical to all the functions on the first floor and is the same tenant, vertical accessibility can be
waived by the Commissioner on the Disabled if the first floor is totally accessible.

In Level 2 alterations, change of use or occupancy, accessible dwelling unitsin occupanciesin Use Group R-2 containing
more than twenty dwelling units, at least two percent but not less than one of the dwelling units shall be Type A dwelling units.

Exception: Use Group R-2 apartment buildings without a change of use or occupancy.
Change Section 606.2 to read as follows:

606.2 Stairsand escalatorsin existing buildings. In aterations where an escalator or stair is added where none existed
previously, an accessible route shall be provided in accordance with the Building Code as amended.

Change Sections 607.1 thru 607.4.3 to read as follows:

607.1 General. Where ateration work includesinstallation of additional equipment that is structurally supported by the building or
reconfiguration of space such that portions of the building become subjected to higher gravity |oads as required by Tables 1606 and
1606.2.1 of the Building Code as amended, the provisions of this section shall apply.

607.2 Reduction of strength. Alterations shall not reduce the structural strength or stability of the building, structure or any
individual member thereof.

Exception: Such reduction shall beallowed aslong asthe strength and the stability of the building are not reduced to below
the Building Code as amended levels

607.3 New structural members. New structural members in aterations, including connections and anchorage, shall comply with
the Building Code as amended.

607.4 Existing structur al member s. Existing structural components supporting additional equi pment or subjected to additional loads
based on Building Code as amended Tables 1607.1 and 1607.6 as aresult of areconfiguration of spaces shall comply with Sections
607.4.1 through 607.4.3.

607.4.1 Gravity loads. Existing structural elements supporting any additional gravity loads as a result of additional
equipment or space reconfiguration shall comply with the Building Code as amended.

Exceptions:
1 Structural elements whose stress is not increased by more than 5 percent.
2. Buildings of Use Group R Occupancy with not more than 5 dwelling units or guest rooms used solely for

residential purposes where the existing building and its ateration comply with the wood frame construction
methods of the Building Code as amended.

607.4.2 Lateral loads. Buildingsinwhich Level 2 alterationsincrease the sei smic base shear by morethan 5 percent shall
comply with the structural requirements specified in Section 707.

607.4.3 Snow drift loads. Any structural element of an existing building subjected to additional |oads from the effects of
snow drift as aresult of additional equipment shall comply with the Building Code as amended.

Exceptions:
1 Structural elements whose stress is not increased by more than 5 percent.
2. Buildings of Use Group R Occupancy with no more than 5 dwelling units or guest rooms used solely

for residential purposes where the existing building and its alteration comply with the wood frame
construction methods of the Building Code as amended.
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Change Section 608.1 thru 608.3 to read as follows:

608.1 New installations. All newly-installed electrical equipment and wiring relating to work done in any work area shall comply
with the materials and methods requirements of Chapter 5.

Exception: Electrical equipment and wiring in newly installed partitions and ceilings shall comply with all applicable
requirements of the Electrical Code as amended.

608.2 Existing I nstallations: Existing wiringin al work areasin Use Groups A-1, A-2, A-5, H and | shall be upgraded to meet the
materials and methods requirements of Chapter 5.

608.3 Residential occupancies. In Use Groups R-2, R-3, R-4 occupancies, the requirements of Sections 608.3.1 through 608.3.7
shall be applicable only to work areas |ocated within a dwelling unit.

Change Section 608.3.4 to read as follows:

608.3.4 Ground fault circuit interruption. Newly installed receptacle outlets shall be provided with ground fault circuit
interruption as required by the Electrical Code as amended.

Add Section 609.4 to read as follows:

609.4 Reconfigured or converted spaces. All reconfigured spaces intended for occupancy and all spaces converted to habitable
or occupiable space in any work area shall be provided with either natural or mechanical ventilation in accordance with the
International Mechanical Code as amended.

Change Section 610.1 to read as follows:

610.1 Minimum fixtures. Where the occupant load of the story isincreased by more than 20 percent, plumbing fixturesfor the story
shall beprovided in quantities specified in the Plumbing Code as amended listed in Chaper14 based on the increased occupant load.

CHAPTER 7
ALTERATIONS-LEVEL 3
(Reconstruction)

Change Section 702.1.2 to read as follows:

702.1.2 Elevators. Existing elevatorswith atravel distance of 25 feet (7620 mm) or more above or below the main floor
or other level of abuilding and intended to servethe needs of emergency personnel for fire-fighting or rescue purposes shall
be provided with emergency operation in accordance with ASME A17.3. New elevators shall be provided with Phase |
emergency recall operation and Phase || emergency in-car operation in accordance with ASME A17.1.

Change Sections 704.1.1 thru 704.2.1 to read as follows:

704.1.1 High rise buildings. In high rise buildings, work areas shall be provided with automatic sprinkler protection.
Where the work area exceeds 50 percent of floor area, sprinklers shall be provided in specified common areas.

704.1.2 Rubbish and linen chutes. Rubbish and linen chuteslocated in thework areashall be provided with sprinklered
protection where protection of the rubbish and linen chute would be required under the provisions of the Building Code
as amended for new construction.

704.2 Firealarm and detection. Fire alarm and detection systems complying with Sections 604.4.1 and 604.4.3 shall be provided
throughout the building in accordance with the Building Code as amended.

704.2.1 Manual fire alarm systems. In Use Groups A, B, E, F, H, I, M, R-1 and R-2 Occupancies a manual fire alarm
system shall be provided on al floorsin the work area. Alarm notification appliances shall be provided on such floorsand
shall be automatically activated as required by the Building Code as amended.

Exceptions:
1 Where the Building Code as amended does not require amanual fire alarm system.
2. Alarm-initiating and notification appliances shall not be required to be installed in tenant spaces

outside of the work area.

3. Visual alarm notification appliances are not required, except where an existing alarm systemis
upgraded or replaced, or anew fire dlarm system isinstalled.
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Change Sections 705.2 and 705.3 to read as follows:

705. 2 Means of egresslighting. Means of egress from the highest work area floor to the floor of exit discharge shall be provided
with artificia lighting within the exit enclosure in accordance with the requirements of the Building Code as amended.

705.3 Exit signs. Means of egress from the highest work area floor to the floor of exit discharge shall be provided with exit signs
in accordance with the requirements of the Building Code as amended.

Changes Section 706.1 to read as follows:
706.1 General. A building, facility or element that is altered shall comply with Sections 506 and 606.
Change Sections 707.2 thru 707.3 to read as follows:

707.2 Reduction of strength. Alterations shall not reduce the structural strength or stability of the building, structure or any
individual member thereof.

Exception: Such reduction shall be allowed provided that the structural strength and the stability of the building are not
reduced to below the Building Code as amended levels.

707.3 New structural members. New structural membersin aterations, including connections and anchorage, shall comply with
the Building Code as amended.

Change Section 707.5 thru 707.7 to read as follows:

707.5 Structural alterations. Buildingsand structures undergoing structural alterationsor buildingsinwhich the sei smic base shear
isincreased by more than 5% due to alterations, shall comply with this Section.

707.5.1 Evaluation and analysis. An engineering eval uation and analysiswhich establishesthe structural adequacy of the
altered structure shall be prepared by aregistered design professional and submitted to the codeofficial. Wheremorethan
30 percent, within a12 month period, of thetotal floor and roof areas of the building or structure have been or are proposed
to be involved in structural alteration, the evaluation and analysis shall demonstrate that the altered building or the
structure complies with the Building Code as amended for wind loading and with reduced Building Code level seismic
forces as specified in Section 407.1.1.3 for seismic loading. For seismic considerations the analysis shall be based upon
one of the procedures specified in Section 407.1.1.1 The areas to be counted towards the 30 percent shall be those areas
tributary to the vertical load carrying components such as joists, beams, columns, walls and other structural components
that have been or will be removed, added or altered, aswell as areas such as mezzanines, penthouses, roof structures and
infilled courts and shafts.

Exceptions:

1 Buildings of Use Group R Occupancy with no more than 5 dwelling units or guest rooms used solely
for residential purposes altered based on the wood frame construction methods of the Building Code
as amended.

2. Where such alterations involve only the lowest story of a building and Change of Occupancy

Provisions of Chapter 8 do not apply, only the lateral force resisting components in and below that
story need comply with this Section.

707.5.2 Limited structural alteration. Where not more than 30% of the total floor and roof areas of the building are
involved in structural alterations within a 12 month period, the evaluation and analysis shall demonstrate that the atered
building or structure complies with the |oads applicable at the time the building was constructed.

707.6 Additional vertical loads. Where gravity loading is increased on the roof or floor of a building or structure, al structural
members affected by such increase in loading shall meet the gravity load requirements of the Building Code as amended.

Exceptions:
1 Structural elements whose stress is not increased by more than 5 percent.
2. Buildings of Use Group R Occupancy with no more than 5 dwelling units or guest rooms used solely for

residential purposes altered based on the wood frame construction methods of the Building Code as amended.

707.7 Voluntary lateral force resisting system alterations. Alterations of existing structural elements that are initiated for the
purpose of increasing the lateral-force- resisting strength or stiffness of an existing structure, and are not required by other sections
of this code, shall not be required to be designed for forces conforming to the Building Code as amended provided that an
engineering analysisis submitted to show that:
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1 The capacity of existing structural elements required to resist forces is not reduced.
2. The lateral loading to existing structural elementsis not increased beyond their capacity.
3. New structural elements are detailed and connected to the existing structural elements as required by the

Building Code as amended.

4, New or relocated non-structural elements are detailed and connected to existing or new structural elements as
required by the Building Code as amended, and

5. A dangerous condition as defined in this code is not created.

Voluntary alterations to lateral force resisting systems conducted in accordance with Appendix A and the referenced standards of
this code shall be permitted.

Add Sections 708 thru 710 to read as follows:

SECTION 708
ELECTRICAL

708.1Electrical service, switchgear, firepump, and emer gency system. Inbuildingsundergoing Level 3 Alterations, theelectrical
service, switchgear, fire pump, and emergency systems shall be inspected by the code official. If the electrical service, switchgear,
fire pump or emergency system are found to be in any way defective, they shall be replaced in accordance with the electrical code
as amended.

SECTION 709
MECHANICAL

709.1 Mechanical rooms, refrigeration machinery rooms and equipment rooms. In buildings undergoing Level 3 Alterations,
all of the mechanical rooms, refrigeration machinery rooms and equipment rooms shall be inspected by the code official. If any
mechanical room, refrigeration machinery room or equipment room Is found to be in any way defective, it shall be brought into
compliance with the mechanical code as amended.

SECTION 710
PLUMBING

710.1 Water service and sewer service. In buildings undergoing Level 3 Alterations, the existing water service and the existing
sewer service shall beinspected by the code official. If any water service or sewer serviceisfound to bein any way defective, it shall
be brought into compliance with the plumbing code as amended.

CHAPTER 8
CHANGE OF OCCUPANCY

Change Section 801.1 to read as follows:

801.1 Repair and alteration with no change of occupancy classification. Any repair or alteration work undertaken in connection
with achange of occupancy that does not involve achange of occupancy classification asdescribed in the Building Code asamended
shall conform to the applicable requirementsfor the work as classified in Chapter 3 and the requirements of Sections 802 through
811.

Exceptions:

1 Compliance with all the provisions of Chapter 7 is not required where the change of occupancy classification
complies with the requirements of Section 812.3.

2. Asmodified in Section 1004 for historic buildings.

3. As permitted in Chapter 12.

Change Sections 801.3 to read as follows:

801.3 Certificate of occupancy required. A certificate of occupancy shall be issued where a change of occupancy occurs which
results in a change of occupancy classification as determined by the Building Code as amended.

Change Sections 802.1 and 802.2 to read as follows:

802.1 Compliance with the building code as amended. Where the character of use of an existing building or part of an existing
building is changed to one of the following special use or occupancy categories as defined in Chapter 4 of the Building Code as
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amended, the building shall comply with all the applicable requirements of the Building Code as amended:
1 Covered mall buildings
Atriums
Motor vehicle related occupancies

Aircraft Related occupancies

Stages and platforms

2

3

4

5. Motion picture projection rooms
6

7 Specia amusement buildings

8

Incidental use areas
9. Hazardous materias

802.2 Underground buildings. An underground building in which there is a change of use shall comply with the requirements of
the Building Code as amended applicable to underground structures.

Change Sections 807.1, 807.1.1 and 807.2 to read as follows:

807.1 Gravity loads. Buildings or portionsthereof subject to a change of occupancy where such change in the nature of occupancy
resultsin higher uniform or concentrated |oads based on Building Code as amended Tables 1606 and 1606.2.1, shall comply with
the gravity load provisions of the Building Code as amended.

Exceptions: Structural elements whose force stressis not increased by more than 5 percent.

807.1.1 Change of occupancy: Any existing structure heretofore approved, in which thereis not a change of occupancy
to an occupancy requiring greater floor liveloads, ispermitted to be continued in usefor theoriginally approved liveloads,
provided that the structure is structurally safe and adequate for the proposed occupancy, and the public safety is not
endangered thereby. If the approved live load islessthan required by Section 1606.0, the areas designed for the reduced
live load shall be posted with the approved load. Placards shall be of an approved design.

In every building or other structure or part thereof of Use GroupsA, B, E, F, M, Swherethereisachange of use
or function and in the code official's opinion the live load may exceed the existing allowable floor liveload, there shall be
a placard posted indicating the maximum alowed floor live load. Structural calculations establishing the maximum
allowed floor live load shall be prepared by aregistered professional engineer. All structural calculations shall bear an
original embossed or wet ink seal, original ink signature and the date the structural calculations were sealed by the
registered professional engineer on the first sheet or on the cover sheet of the structural calculations.

Themaximum allowed floor liveload shall be marked on placards of an approved design which shall be supplied
and securely affixed by the owner of the building, or the owner's authorized agent, in a conspicuous place in each space
to which they relate. Any placards lost, removed or defaced shall be replaced by the owner or the owner's agent.

807.2 Snow and wind loads. Buildings and structures subject to a change of occupancy where such change in the nature of
occupancy resultsin higher wind or snow importance factors based on the Building Code as amended, shall be analyzed and shall
comply with the applicable wind or snow load provisions of the Building Code as amended.

Exception: Wherethe new occupancy with higher importancefactor islessthan or equal to ten percent of thetotal building
floor area. The cumulative effect of the area of occupancy changes shall be considered for the purposes of this exception.

Change Section 807.3.1 to read as follows:

807.3.1 Compliance with the Building Code as amended. When a building or portion thereof is subject to change of
occupancy where such a change in the nature of the occupancy resultsin a higher Seismic Factor based on the Building
Code as amended or when a change of occupancy resultsin a building being reclassified to a higher Hazard Category as
shown in Table 812.4.1, and for M occupancy being changed to A, E, I-1, R-1, R-2 or R-4 occupancies with two-thirds
or more of the floorsinvolved in Alteration-level 3 type of work, the building shall conform to the seismic requirements
of the Building Code as amended for the new Seismic Use Group.

Exceptions:

1 Use Group M occupancies being changedto A, E, I-1, R-1, R-2 or R-4 occupanciesfor buildings less
than six storiesin height and in Seismic Design Category A, B and C.
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Specific detailing provisions required for a new structure are not required to be met where it can be
shown an acceptablelevel of performance and seismic safety isobtained for the applicable seismic use
group using reduced Building Code level seismic forces as specified in Section 407.1.1.3. The
rehabilitation procedures shall be approved by thecodeofficial and shall consider theregularity, over-
strength, redundancy and ductility of thelateral load resisting systemwithin the context of theexisting
detailing of the system.

Where the area of the new occupancy with higher Hazard Category islessthan or equal to 10% of the
total building floor area and the new occupancy is not classified as Seismic Use Group I11. For the
purposes of this exception where a structureis occupied for two or more occupancies not included in
the same seismic use group, the structure shall be assigned the classification of the highest seismic use
group corresponding to the various occupancies. Where structures have two or more portionsthat are
structurally separated in accordance with the Building Code as amended, each portion shall be
separately classified. Where astructurally separated portion of astructure providesrequired accessto,
required egress from, or shares life safety components with another portion having a higher seismic
use group, both portions shall be assigned the higher seismic use group. The cumulative effect of the
area of occupancy changes shall be considered for the purposes of this exception.

When the new occupancy with higher Hazard Category is within only one story of a building or
structure, only the lateral force resisting elementsin that story and all lateral force resisting elements
below that story shall be required to comply with Section 807.3.1 and exception 2. The lateral forces
generated by masses of such upper floors shall be included in the analysis and design of the lateral
force resisting systems for the strengthened floor. Such forces may be applied to the floor level
immediately above the topmost strengthened floor and distributed in that floor in amanner consi stent
with the construction and layout of the exempted floor.

Unreinforced masonry bearing wall buildingsin Seismic Use Group 1 andin Seismic Use Group 1 and
2 when in Seismic Design Categories A, B and C shall be allowed to be strengthened to meet the
reguirements of the Building Code as amended.

Change Sections 808.1 thru 808.4 to read as follows:

808.1 Special occupancies. Where the occupancy of an existing building or part of an existing building is changed to one of the
following specia occupancies as described in the Electrical Code as amended, the electrical wiring and equipment of the building
or portion thereof that contains the proposed occupancy shall comply with all applicable requirements of the Electrical Code as
amended regardless of whether a change of occupancy use group is involved:

1. hazardous locations

commercia garages, repair and storage

aircraft hangars

gasoline dispensing and service stations

spray application, dipping and coating processes

health care facilities

places of assembly

2
3
4
5. bulk storage plants
6
7
8
9

theaters, audience areas of motion picture and television studios and similar locations

10. motion picture and television studios and similar locations

11. motion picture projectors

12. agricultural buildings

808.2 Unsafeconditions. Where the occupancy of an existing building or part of an existing buildingis changed all unsafe conditions
shall be corrected, without requiring that all parts of the electrical system be brought up to the Electrical Code as amended.

808.3 Serviceupgrade. Wherethe occupancy of an existing building or part of an existing buildingis changed electrical serviceshall
be upgraded to meet the requirements of the Electrical Code as amended for the new occupancy.

808.4 Changein use. Whenever achange in use group occurs, the building or part of a building in which the change occurs shall



44A The City Journal September 16, 2003

be retrofitted to comply with the requirements of the Electrica Code as amended.
Change Section 809 to read as follows:

SECTION 809
MECHANICAL

809.1 Special occupancies. Where the occupancy of an existing building or part of an existing building is changed, the mechanical
systems and equipment of the building or portion thereof that contains the proposed occupancy shall comply with the applicable
regquirements of the Mechanical Code as amended regardless of whether a change of occupancy group isinvolved:
1 Hazardous locations
Commercial garages, repair and storage
Aircraft hangars

Gasoline dispensing and service stations

2
3
4
5. Bulk storage plants
6 Spray application, dipping and coating processes
7 Health care facilities
8 Places of assembly
9 Theaters, audience areas of motion picture and television studios and similar  locations
10. Motion picture and television studios and similar locations
11. Motion picture projectors
12. Agricultural buildings
809.2 Unsafe conditions. Where the occupancy of an existing building or part of an existing building is changed, all unsafe
conditions shall be corrected, without requiring that all parts of the electrical system be brought up to the requirements of the
Mechanical Code as amended.

809.3 Changein use. Whenever a change in use group occurs, the building or part of a building in which the change occurs shall
be retrofitted to comply with the requirements of the Mechanical Code as amended.

Change Section 810 to read as follows:

SECTION 810
PLUMBING

810.1 Unsafe conditions. Where the occupancy of an existing building or part of an existing building is changed, all unsafe
conditions shall be corrected, without requiring that all parts of the plumbing systems be brought up to the requirements of the
Plumbing Code as amended.

810.2 Changein use. Whenever a changein use group occurs, the building or part of a building in which the change occurs shall
be retrofitted to comply with the requirements of the Plumbing Code as amended.

Change Section 811.1.1 to read as follows:

811.1.1Light and ventilation. Light and ventilation shall comply with therequirementsof the Building Code asamended
for the new occupancy

Change Sections 812.1.1 and 812.1.2 to read as follows:

812.1.1 Changeof occupancy usegroup without separ ation. Where aportion of an existing building ischanged to anew
occupancy use group, and that portion is not separated from the remainder of the building with fire barriers having afire
resistancerating asrequired in the Building Code as amended for the separate occupancy, the entire building shall comply
with all of therequirements of Chapter 7 applied throughout the building for the most restrictive Use Group in the building
and with the requirements of this Chapter.

Exception: Compliance with all the provisions of Chapter 7 is not required when the change of occupancy use
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group complies with the requirements of Section 812.3.
812.1.2 Change of occupancy use group with separation. A portion of an existing building that is changed to a new
occupancy use group, and is separated from the remainder of the building with fire barriers having afire resistance rating
asrequired inthe Building Code asamended for the separate occupancy shall comply with all the requirements of Chapter
7 for the new occupancy group, and with the requirements of this Chapter.

Exception: Compliance with all the provisions of Chapter 7 is not required when the change of use complies
with the requirements of Section 812.3.

Change Section 812.3.1 to read as follows:

812.3.1 Minimum requir ements. Regardless of the occupancy use group involved, the following requirements shall be
met:

1 The capacity of the means of egress shall comply with the Building Code as amended.

2. Theinterior finish of walls and ceilings shall comply with the requirements of the Building Code as
amended for the new occupancy use group.

Change Sections 812.4.1.1 thru 812.4.1.3 to read as follows:
812.4.1.1 Meansof egressfor changetohigher hazard category. When achange of occupancy group ismadeto ahigher

hazard category (lower number) as shown in Table 812.4.1, the means of egress shall comply with the requirements of
Chapter 10 of the Building Code as amended.

Exceptions:
1 Stairways shall be enclosed in compliance with applicable provisions of Section 703.1.
2. Existing stairwaysincluding handrail s and guards complying with the requirements of Chapter 7 shall

be permitted for continued use subject to approval of the code official.

3. Any stairway replacing an existing stairway within a space where, because of existing construction,
the pitch or slope cannot be reduced, shall not be required to comply with the maximum riser height
and minimum tread depth requirements.

4, Existing corridor walls constructed of wood lath and plaster in good condition or ¥2- inch-thick (12.7
mm) gypsum wallboard shall be permitted.

5. Existing corridor doorways, transoms and other corridor openings shall comply with the requirements
in Sections 605.5.1, 605.5.2 and 605.5.3.

6. Existing dead end corridors shall comply with the requirements in Section 605.6.

7. An existing operable window with clear opening area no less than 4 square feet (0.38 m?), and with

minimum opening height and width of 22 inches (559 mm) and 20 inches (508 mm) respectively shall
be accepted as an emergency escape and rescue opening.

812.4.1.2 Means of egress when change of use to equal or lower hazard category. When a change of
occupancy use group is madeto an equal or lesser hazard category as shown in Table812.4.1, existing elements
of the means of egress shall comply with the requirements of Section 705 for the new occupancy use group.
Newly constructed or configured means of egress shall comply with the requirements of Chapter 10 of the
Building Code as amended.

Exception:

1 Any stairway replacing an existing stairway within a space where, because of existing
construction, the pitch or slope cannot be reduced, shall not be required to comply with the
maximum riser height and minimum tread depth requirements.

2. Compliance with Section 705 is not required where the change of occupancy use group
complies with the requirements of Section 812.3.

812.4.1.3 Egress capacity. Egress capacity shall meet or exceed the occupant load as specified in the Building
Code as amended if the change of Occupancy Classification is to an equal or lesser hazard category when
evaluated in accordance with Table 812.4.1.
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Change Table 812.4.2 by deleting Occupancy Classification R-3 from relative hazard 2.
Change Section 812.4.2.1 to read as follows:

812.4.2.1 Height and area for changeto higher hazard category. When a change of occupancy use group is
madeto ahigher hazard category as shown in Table 812.4.3, heights and areas of buildings and structures shall
comply with the requirements of Chapter 5 of the Building Code as amended for the new occupancy use group.

Exception: A 1-story building changed into Use Group E shall not be required to meet the area
limitations of the Building Code as amended.

Change Section 812.4.2.3 to read as follows:

812.4.2.3 Firebarriers. When achange of occupancy use group is made to a higher hazard category as shown
in Table812.4.3, firebarriersin separated mixed use buildings shall comply with thefireresistance requirements
in the Building Code as amended.

Exception: Wherethefirebarriersarerequired to haveaone-hour fireresistancerating, existing wood
lath and plaster in good condition or existing ¥2-inch-thick (12.7 mm) gypsum wallboard shall be
permitted.

Change Section 812.4.3.1 to read as follows:

812.4.3.1 Exterior wall rating for change of occupancy classification to a higher hazard category. Where
achange of occupancy use group is made to a higher hazard category as shown in Table 812.4.4, exterior walls
shall have fire resistance and exterior opening protectives as required by the Building Code as amended. This
provision shall not apply to walls at right angles to the property line.

Exception: A two hour fireresistancerating shall beallowed wherethe building does not exceed three
storiesin height and is classified as one of the following Use Groups: A-2 and A-3 with an occupant
load of lessthan 300, B, F, M, or S.

Change Section 812.4.3.3 to read as follows:
812.4.3.3 Opening protectives. Openingsin exterior walls shall be protected as required by the Building Code

as amended. When openingsin the exterior walls are required to be protected due to distance from the property
line, the sum of the area of such openings shall not exceed 50 percent of the total area of thewall in each story.

Exceptions:
1 Where the Building Code as amended permits openings in excess of 50 percent.
2. Protected openings shall not be required in buildings of occupancy use group R which do

not exceed three storiesin height and which are located not less than 3 feet (914 mm) from
the property line.

3. Where exterior opening protectives are required, an automatic sprinkler system throughout
may be substituted for opening protection.

4. Exterior opening protectives are not required when the change of occupancy use group isto
an equal or lower hazard classification in accordance with Table 812.4.4.

Change Section 812.5 to read as follows:

812.5 Accessibility. Existing buildings or portions thereof that undergo a change of occupancy classification shall have al of the
following accessible features:

1 At least one accessible building entrance.
At least one accessible route from an accessible building entrance to primary function areas.
Signage complying with the Building Code as amended.

2

3

4, Accessible parking, where parking is being provided.

5 At least one accessible passenger loading zone, where loading zones are provided.
6

At least one accessible route connecting accessible parking and accessible passenger loading zones to an
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accessible entrance.

7. Accessible toilets shall be provided. Where full complianceis not possible, a single fixture unisex, accessible
bathroom shall be permitted.

Where it is technically infeasible to comply with the new construction standards for any of these requirements for a change of use
group or occupancy, the above items shall conform to the requirements to the maximum extent technically feasible. Change of use
group or occupancy that incorporate any alterations or additions shall comply with this Section and Sections 506.1 and 506.2 as
applicable.

Exceptions:
1 Type B dwelling units required by Section 1107.5.4 of the Building Code as amended are not required to be
provided in existing buildings and facilities.
2. Waivers as provided for in Section 506.3
CHAPTER 9
ADDITIONS

Change Sections 902.1 thru 903.3.2 to read as follows:

902.1 Height limitations. No addition shall increase the height of an existing building beyond that permitted under the applicable
provisions of Chapter 5 of the Building Code as amended for new buildings.

902.2 Area limitations. No addition shall increase the area of an existing building beyond that permitted under the applicable
provisions of Chapter 5 of the Building Code as amended for new buildings unless fire separation as required in the Building Code
as amended is provided.

Exceptions:

1 Existing one and two story buildings shall be permitted to be expanded beyond what is permitted by up to 25
percent of the existing floor area, not to exceed an area of 125 percent of that permitted by the Building Code
as amended, without providing fire separation.

2. Infilling of floor openings, non-occupiabl e appendages such as elevator and exit stair shafts, and the addition of
mezzanines and equipment penthouses shall be permitted beyond that permitted by the Building Code as
amended.

902.3 Fire protection systems. Existing fire areas increased by the addition shall comply with Chapter 9 of the Building Code as
amended.

SECTION 903
STRUCTURAL

903.1 Compliancewith the Building Codeasamended. Additionsto existing buildingsor structuresare new construction and shall
comply with the Building Code as amended.

903.2 Additional gravity loads. Existing structural elements supporting any additional gravity loads as aresult of additions shall
comply with the Building Code as amended.

Exceptions:
1 Structural elements whose stress is not increased by more than 5 percent.
2. Buildings of Group R Occupancy with no more than 5 dwelling units or guestrooms used solely for residential

purposes where the existing building and the addition comply with the wood frame construction methods of the
Building Code as amended.

903.3 Lateral forceresisting system. The lateral force resisting system of existing buildings to which additions are made shall
comply with Sections 903.3.1, 903.3.2 and 903.3.3.

Exceptions:

1 In Type V construction, Group R Occupancies where the lateral force story shear in any story is not increased
by more than 10 percent.

2. Buildings of Group R Occupancy with no more than 5 dwelling units or guestrooms used solely for residential
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purposes where the existing building and the addition comply with the wood frame construction methods of the
Building Code as amended.

3. Additions where the lateral force story shear in any story is not increased by more than 5 percent.

903.3.1 Vertical addition. Any element of the Lateral Force Resisting System of an existing building subjected to an
increasein vertical or lateral loadsfrom the vertical addition shall comply with thelateral load provisionsof the Building
Code as amended.

903.3.2Horizontal addition. Wherehorizontal additionsare structurally connected to an existing structureall lateral force
resisting elements of the existing structure affected by such addition shall comply with the lateral load provisions of the
Building Code as amended. Lateral loads imposed on the elements of the existing structure and the addition shall be
determined by arelative stiffness analysis of the combined structure including torsional effects.

Change Sections 903.4 and 903.5 to read as follows:

903.4 Snow drift loads. Any structural element of an existing building subjected to additional |oads from the effects of snow drift
as aresult of an addition shall comply with the Building Code as amended.

Exceptions:
1 Structural elements whose stress is not increased by more than 5 percent.
2. Buildings of Group R Occupancy with no morethan 5 dwelling units or guest rooms used solely for residential

purposes where the existing building and the addition comply with the wood frame construction methods of the
Building Code as amended.

903.5 Flood hazard areas. In flood hazard areas:
1 For horizontal additions that are structurally interconnected to the existing building:

11 If the addition and all other proposed work, when combined, constitute substantial improvement, the
existing building and the addition shall comply with the Building Code as amended Section 3107.

12 If theaddition constitutes substantial improvement, the existing building and the addition shall comply
with the Building Code as amended Section 3107.

2. For horizontal additions that are not structurally interconnected to the existing building:
2.1 The addition shall comply with the Building Code as amended Section 3107.

2.2. If the addition and all other proposed work, when combined, constitute substantial improvement, the
existing building and the addition shall comply with the Building Code as amended Section 3107.

3. For vertical additionsand all other proposed work, when combined, that constitute substantial improvement, the
existing building shall comply with the Building Code as amended Section 3107.

4, For anew, replacement, raised or extended foundation, if thefoundationwork and all other proposed work, when
combined, constitute substantial improvement, the existing building shall comply with the Building Code as
amended Section 3107.

Change Sections 904.1 and 904.2 to read as follows:

904.1 Smoke alarms in addition. Whenever an addition is made to a building or structure of Use Group R-3 or R- 4, hardwired,
interconnected smoke alarms meeting the requirements of the Building Code as amended as applicable shall be installed and
maintained in the addition.

904.2 Smoke alarms in existing portions of building. Whenever an addition is made to a building or structure of Use Group R-3
or R-4, the existing building shall be provided with smoke alarms as required by the Building Code as amended. The smoke alarms
are not required to be interconnected with smoke alarms in the existing building and are not required to be interconnected with the
smoke alarms in the addition or smoke detectors in other portions of the base building.

Change Section 906.1 to read as follows:
906.1 Minimum requirements. Additionsto existing buildings or structures may be made to such buildings or structures without

making the entire building or structure comply with the requirements of the Building Code as amended. The addition shall conform
to the requirements of the Building Code as amended as they relate to new construction only.
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Add Sections 907 thru 909 to read as follows:

SECTION 907
ELECTRICAL

907.1 Minimum requirements. Additions to existing buildings or structures may be made to such buildings or structures without
requiring that the entire building or structure comply with the requirements of the Electrical Code as amended. The addition shall
conform to therequirements of the Electrical Code asamended. The addition of fixtures, equipment or appliances shall not increase
loads on the electrical service unlessthe service is upgraded in accordance with the Electrical Code as amended to accommodate
the increased load.

SECTION 908
MECHANICAL

908.1 Minimum requirements. Additionsto existing buildings or structures may be made to such buildings or structures without
requiring that the entire building or structure comply with the requirements of the Mechanical Code asamended. The addition shall
conform to the requirements of the Mechanical Code as amended. The addition of fixtures, equipment or appliances shall not
increase loads on any mechanical system unless the system is upgraded in accordance with the Mechanical Code as amended to
accommodate the increased |oad.

SECTION 909
PLUMBING

909.1 Minimum requirements. Additionsto existing buildings or structures may be made to such buildings or structures without
requiring that the entire building or structure comply with the requirements of the Plumbing Code as amended. The addition shall
conform to the requirements of the Plumbing Code asamended. The addition of fixtures, equipment or appliances shall not increase
loads on any plumbing system unless the system is upgraded in accordance with the Plumbing Code as amended to accommodate
the increased | oad.

CHAPTER 10
HISTORIC BUILDINGS

Change Section 1001.4 to read as follows:

1001.4 Flood hazard areas. In flood hazard areas, if al proposed work, including repairs, work required due to a change of
occupancy, and alterations, constitutes substantial improvement then the existing building shall comply with the Building Code as
amended Section 1612.

Exception: If a historic building will continue to be a historic building after the proposed work is completed , then
proposed work is not considered to be a substantial improvement. For the purpose of this exception, a historic building

is:
1 Listed or preliminarily determined to be eligiblefor listing in the National Register of Historic Places;
or
2. Determined by the Secretary of the U.S. Department of Interior as contributing to the historic

significance of a registered historic district, or a district preliminarily determined to qualify as a
historic district; or

3. Designated as historic under a state or local historic preservation program that is approved by the
Department of Interior.

Change Sections 1002.3 thru 1002.5 to read as follows:

1002.3 Relocated buildings. Foundations of relocated historic buildings and structures shall comply with the Building Code as
amended. Relocated historic buildings shall otherwise be considered a historic building for the purposes of this code. Relocated
historic buildings and structures shall be so sited that exterior wall and opening requirements comply with the Building Code as
amended or the compliance alternatives of this code.

1002.4 Chapter 4 compliance. Historic buildingsundergoing repairsshall comply with all of the applicable requirementsof Chapter
4 except as specifically permitted in this chapter.

1002.5 Replacement. Replacement of existing or missing features using original materials shall be permitted. Partial replacement
for repairsthat match theoriginal in configuration, height and size shall be permitted. Such replacementsshall not berequired to meet
the materials and methods requirements in Section 401.2.

Exception: Replacement glazing in hazardous locations shall comply with the safety glazing requirements of Chapter 24
of the Building Code as amended.
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Change Section 1003.12.1 to read as follows:
1003.12.1 General. Every historic building which cannot be made to conform to the construction requirements specified
in the Building Code as amended for the occupancy or use, and which constitutes adistinct fire hazard shall be deemed
to bein compliance if provided with an approved automatic fire extinguishing system.
Exception: When an aternative life-safety system is approved by the code official.
Change Section 1004.4.1.4 to read as follows:

1004.4.1.4 Toilet and bathing facilities. Where toilet rooms are provided at least one accessible toilet room for each sex
or aunisex toilet room complying with the Building Code as amended shall be provided.

Change Section 1005.2 to read as follows:

1005.2 Building ar ea. Theallowablefloor areafor historic buildings undergoing achange of occupancy shall be permitted to exceed
the allowable areas specified in Chapter 5 of the Building Code as amended by 20 percent.

Change Section 1005.9 to read as follows:

1005.9 Finishes. Where finish materials are required to have a flame—spread classification of Class |1l or better, existing
nonconforming materials shall be surfaced with an approved fire—retardant paint or finish.

Exception: Existing nonconforming materials need not be surfaced with an approved fire—retardant paint or finish when
the building is equipped throughout with an automatic fire—suppression system installed in accordance with the Building
Code as amended and the nonconforming materials can be substantiated as being historic in character.
Change Section 1005.15 to read as follows:
1005.15 Accessibility requirements. The provisions of Section 812.5 shall apply to buildings and facilities designated as historic
structuresthat undergo achange of occupancy, unlesstechnically infeasible. Where compliance with the requirementsfor accessible
routes, ramps, entrances, or toilet facilitieswoul d threaten or destroy the historic significance of the building or facility, asdetermined
by the authority having jurisdiction, the aternative requirements of Sections 1005.1.1 through 1005.1.5 for that element shall be
permitted.
Exception: Waivers as provided for in Section 506.3

CHAPTER 11
RELOCATED OR MOVED BUILDINGS

Change Section 1101.2 to read as follows:

1101.2 Conformance. The building shall be safe for human occupancy as determined by the Fire Prevention Code and Property
Maintenance Code as amended. Any repair, alteration or change in occupancy undertaken within the moved structure shall comply
with the requirements of this code applicable to the work being performed. Any field fabricated elements shall comply with the
requirements of the Building Code as amended.

Change Section 1102.1 thru 1102.6 to read as follows:

1102.1 Location on thelot. The building shall be located on the lot in accordance with the requirements of the Building Code as
amended.

1102.2 Foundation. The foundation system of relocated buildings shall comply with the Building Code as amended.

1102.2.1 Connection to thefoundation. The connection of the relocated building to the foundation shall comply with the
Building Code as amended.

1102.3 Wind L oads. Building shall comply with the Building Code as amended wind provisions.
Exceptions:

1 Detached one and two family dwellings and Group U Occupancies wherewind |oads at the new location are not
higher than the previous location.

2. Structural elements whose stress is not increased by more than 5 percent.

1102.4 Seismic loads. Building shall comply with the Building Code as amended seismic provisions at the new location.
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Exceptions:

1 All structuresin Seismic Design Categories A and B, and detached one and two family dwellings in Seismic
Design Categories A, B and C where the seismic loads at the new location are not higher than the previous
location.

2. Structural elements whose stress is not increased by more than 5 percent.

1102.5 Snow loads. Structure shall comply with the Building Code as amended snow |oads where snow loads at the new location
are higher than the previous location.

Exception: Structural elements whose stressis not increased by more than 5 percent.

1102.6 Flood hazard areas. If relocated or moved into a flood hazard area, structures shall comply with the Building Code as
amended Section 1612.

CHAPTER 12
COMPLIANCE ALTERNATIVES

1201.2 Applicability. Structures existing prior to the date of adoption of this code, in which there is work involving additions,
alterations or changes of occupancy shall be made to conform to the requirements of this chapter or the provisions of Chapters 4
through 10. The provisionsof Sections 1201.2.1 through 1201.2.5 shall apply to existing occupancies that will continueto be, or are
proposed to be, in Groups A, B, E, F, M, R, and S. These provisions shall not apply to buildings with occupanciesin Group H or |.

Change Section 1201.2.2 thru 1201.2.5 to read as follows:

1201.2.2 Part changein occupancy. Where a portion of the building is changed to a new occupancy classification, and
that portion is separated from the remainder of the building with fire barrier wall assemblieshaving afireresistancerating
asrequired by the Building Code as amended for the separate occupancies, or with approved compliance alternatives, the
portion changed shall be made to conform to the provisions of this Section.

Where aportion of the building is changed to a new occupancy classification, and that portion is not separated
from the remainder of the building with fire separation assemblies having a fire resistance rating as required by the
Building Code as amended for the separate occupancies, or with approved compliance alternatives, the provisions of this
section which apply to each occupancy shall apply to the entire building. Where there are conflicting provisions, those
reguirements which secure the greater public safety shall apply to the entire building or structure.

1201.2.3 Additions. Additionsto existing buildings shall comply with the requirements of the Building Code asamended
and this code for new construction. The combined height and area of the existing building and the new addition shall not
exceed the height and area allowed by Chapter 5. Where afire wall that complies with Section 707 of the Building Code
asamended is provided between the addition and the existing buil ding, the addition shall be considered aseparate building.

1201.2.4 Alterations and repairs. An existing building or portion thereof, which does not comply with the requirements
of this code for new construction shall not be altered or repaired in such a manner that results in the building being less
safe or sanitary than such building is currently. If, in the alteration or repair, the current level of safety or sanitation isto
be reduced, the portion altered or repaired shall conform to the requirements of Chapters 2 through 12 and Chapters 14
through 33 of the Building Code as amended.

1201.2.5 Accessibility requirements. All portions of the buildings proposed for change of occupancy shall conform to
the accessibility provisions of Chapter 11 of the Building Code as amended

Change Sections 1201.3.2 and 1201.3.3 to read as follows:

1201.3.2 Compliance with other codes. Buildings that are evaluated in accordance with this section shall comply with
the Fire Prevention Code and Property Maintenance Code as amended.

1201.3.3Compliancewith flood hazard provisions. Inflood hazard areas, buildingsthat are evaluated in accordancewith
this Section shall comply with the Building Code as amended Section 3107 if thework covered by this Section constitutes
substantial improvement.

Change Section 1201.4.1 to read as follows:
1201.4.1 Structural analysis. The owner shall have a structural analysis of the existing building made to determine

adequacy of structural systems for the proposed alteration, addition or change of occupancy. The existing building shall
be capable of supporting the minimum load requirements of Chapter 16 of the Building Code as amended.
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Change Section 1201.6.1 thru 1201.6. 2.1 to read as follows:

1201.6.1 Building height. The value for building height shall be the lesser value determined by the formulain Section
1201.6.1.1. Chapter 5 of the Building Code as amended shall be used to determine the allowable height of the building,
including allowable increases due to automatic sprinklers as provided for in Section 504.2. Subtract the actual building
height from the allowable and divide by 12 %4 feet. Enter the height value and its sign positive or negativein Table 1201.7
under Safety Parameter 1201.6.1, Building Height, for fire safety, means of egress and general safety. The maximum score
for abuilding shall be 10.

1201.6.1.1 Height formula. The following formulas shall be used in computing the building height value.

Height value, feet = (AH)—-(EBH) . xCF
12.5

Height value, stories= (AS- EBS) x CF
(Equation 12-1)

where:
AH = Allowable height in feet from the Building Code as amended.
EBH = Existing building height in feet.
AS = Allowable height in stories from the Building Code as amended.
EBS = Existing building height in stories.
CF = 1if (AH) - (EBH) is positive.
CF = Construction-typefactor shown in Table1201.6.6(2) if (AH) - (EBH) isnegative.

Note. Where mixed occupancies are separated and individually evaluated as indicated in Section 1201.6, the values AH,
AS, EBH and EBS shall be based on the height of the fire area of the occupancy being evaluated.

1201.6.2 Building area. Thevaluefor building areashall be determined by theformulain Section 1201.6.2.2. Section 503
of the Building Code as amended and the formulain Section 1201.6.2.1 shall be used to determine the allowable area of
the building. The allowable area shall be the lesser value calculated by equations 12-2 and 12-3.This shall include any
allowable increases due to open perimeter and automatic sprinklers as provided for in Section 506 of the Building Code
asamended. Subtract the actual building areafrom the allowable areaand divide by 1,200 square feet (112 m?). Enter the
areavalueanditssign (positive or negative) in Table 1201.7 under Safety Parameter 201.6.2, Building Area, for fire safety,
means of egress and general safety. In determining the area value, the maximum permitted positive value for areaiis 50
percent of the fire safety score as listed in Table 1201.8, Mandatory Safety Scores.

1201.6.2.1 Allowable area formula. The following formula shall be used in computing allowable area:

Aa= (100 + If +1s) x At
100

(Equation 12-2)
Amax. = 3 x Ag, as calculated in accordance with the Building Code as amended.

Aamax. = Amax. Number of stories
(Equation 12-3)

where:

Aa = Allowable area per floor

Is = Areaincrease dueto sprinkler protection percent as cal cul ated in accordance with
Section 506.3 of the Building Code as amended.

If = Areaincrease due to frontage, percent as calculated in accordance with Section
506.2 of the Building Code as amended.

At = Tabular area per floor in accordance with Table 503 of the Building Code as
amended square feet

Amax. = Total area of the entire building.

Aamax. = Allowable area per floor based on the limitations of the Building Code as

amended.
Change Sections 1201.6.3.1 and 1201.6.3.2 to read as follows:

1201.6.3.1 Wall construction. A wall used to create separate compartments shall be afire barrier conforming
to Section 709 of the Building Code as amended with afire resistance rating of not lessthan 2 hours. Wherethe
building is not divided into more than one compartment, the compartment size shall be taken as the total floor
areaon al floors. Where there is more than one compartment within a story, each compartmented area on such
story shall be provided with ahorizontal exit conformingto Section 1019 of the Building Code asamended. The
fire door serving asthe horizontal exit between compartments shall be so installed, fitted and gasketed that such
fire door will provide a substantial barrier to the passage of smoke.
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1201.6.3.2 Floor/ceiling construction. A floor/ceiling assembly used to create compartments shall conform to
Section 713 of the Building Code as amended and shall have afire resistance rating of not less than 2 hours.

Change Section 1201.6.4.1 to read as follows:

1201.6.4.1 Categories. The categories for tenant and dwelling unit separations are:

1.

Category a— No fire partitions; incompl ete fire partitions; no doors; doors not self-closing
or automatic closing.

Category b — Fire partitions or floor assembly lessthan 1-hour fire resistance rating or not
constructed in accordance with Sections 711 or 713 of the Building Code as amended,

respectively.

Category ¢ — Fire partitions with 1 hour or greater fire resistance rating constructed in
accordance with Section 711 of the Building Code as amended and floor assemblies with
1-hour but lessthan 2-hour fireresistancerating constructed in accordance with Section 713
of the Building Code as amended or with only one tenant within the fire area.

Category d— Firebarrierswith 1-hour but lessthan 2-hour fireresistancerating constructed
in accordance with Section 709 of the Building Code asamended and floor assemblieswith
2-hour or greater fire resistance rating constructed in accordance with Section 713 of the
Building Code as amended.

Category e— Firebarriers and floor assemblieswith 2-hour or greater fire resistance rating
and constructed in accordance with Sections 709 and 713 of the Building Code asamended,

respectively.

Change Sections 1201.6.5 thru 1206.6 to read as follows:

1201.6.5 Corridor walls. Evaluate the fire resistance rating and degree of completeness of walls which create corridors
serving thefloor, and constructed in accordance with Section 1011 of the Building Code asamended. Thisevaluation shall
not includethewall elements considered under Sections 1201.6.3 and 1201.6.4. Under the categoriesand Groupsin Table
1201.6.5, determinetheappropriate valueand enter that valueinto Table 1201.7 under Safety Parameter 1201.6.5, Corridor
Walls, for fire safety, means of egress and general safety.

1201.6.5.1 Categories. The categories for corridor walls are:

1.

Category a— No fire partitions; incomplete fire partitions; no doors; or doors not self-
closing.

Category b — Lessthan 1-hour fire resistance rating or not constructed in accordance with
Section 711.4 of the Building Code as amended.

Category ¢ — 1-hour to less than 2-hour fire resistance rating, with doors conforming to
Section 1011.4.2 of the Building Code as amended or without corridors as permitted by
Section 1011 of the Building Code as amended.

Category d — 2-hour or greater fire resistance rating, with doors conforming to Section
1011.4.2 of the Building Code as amended.

TABLE 1201.6.5
CORRIDOR WALL VALUES

OCCUPANCY CATEGORIES
a b c a
A-1 -10 -4 0 2
A-2 -30 -12 0 2
A-3,F,M,R, &1 -7 -3 0 2
A-4,B,E,S2 -5 -2 0 5

Notea. Corridors not providing at least one-half the travel distance for al occupants on afloor shall use Category b.

1201.6.6 Vertical openings. Evaluate the fire resistance rating of vertical exit enclosures, hoistways, escalator openings
and other shaft enclosures within the building, and openings between two or more floors. Table 1201.6.6(1) contains the
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appropriate protection values. Multiply that value by the construction-type factor found in Table 1201.6.6(2). Enter the
vertical opening value and its sign, positive or negative, in Table 1201.7 under Safety Parameter 1201.6.6, Vertical
Openings, for fire safety, means of egress and general safety. If the structure is a one-story building, enter a value of 2.
Unenclosed vertical openings that conform to the requirements of Section 713.3 of the Building Code as amended shall
not be considered in the evaluation of vertical openings.

Change Section 1201.6.7.1 to read as follows:

1201.6.7.1 Categories. The categories for HVAC systems are:

1

Category a— Plenums not in accordance with Section 602 of the International Mechanical Code as
amended. -10 points.

Category b — Air movement in egress elements not in accordance with Section 1005.7 of the
Building Code as amended. -5 points.

Category ¢ — Both categoriesaand b are applicable. -15 points.

Category d — Compliance of the HVAC systemwith the Building Code as amended and Section 602
of the International Mechanical Code as amended. O points.

Category e — Systems serving one story; or a central boiler/chiller system without ductwork
connecting two or more stories. +5 points.

Change Sections 1201.6.8 and 12.6.8.1 to read as follows:

1201.6.8 Automatic fire detection. Evaluate the smoke detection capability based on the location and operation of
automatic fire detectors in accordance with Section 907 of the Building Code as amended and the International
Mechanical Code as amended. Under the categories and occupanciesin Table 1201.6.8, determine the appropriate value
and enter that valueinto Table 1201.7 under Safety Parameter 1201.6.8, Automatic Fire Detection, for fire safety, means
of egress and general safety.

1201.6.8.1 Categories. The categories for automatic fire detection are:

1
2.

5.

Category a— None.

Category b— Existing smoke detectorsin HVAC systems and maintained in accordancewith the Fire
Prevention Code as amended.

Category ¢ — Smoke detectorsin HVAC systems. The detectors are installed in accordance with the
reguirements for new buildings in the International Mechanical Code as amended.

Category d — Smoke detectors throughout al floor areas other than individual guest rooms, tenant
spaces and dwelling units.

Category e — Smoke detectors installed throughout the fire area.

Change Section 1201.6.9.1 to read as follows:

1201.6.9.1 Categories. The categories for fire alarm systems are:

1
2.

Category a— None.

Category b — Fire alarm system with manual fire alarm boxes in accordance with Section 918.5 of
the Building Code as amended and alarm notification appliances in accordance with Section 918.8
of the Building Code as amended.

Category ¢ — Fire alarm system in accordance with Section 918 of the Building Code as amended.

Category d — Category ¢ plus a required emergency voice/alarm communications system and afire
command station that conforms to Section 403.0 of the Building Code as amended and contains the
emergency voice/alarm communications system controls, fire department communication system
controls and any other controls specified in the Building Code as amended where those systems are
provided.

Change Section 1201.6.10.1 to read as follows:
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1201.6.10.1 Categories. The categories for smoke control are:
1 Category a— None.

2. Category b— Thebuilding is equipped throughout with an automatic sprinkler system. Openings are
provided in exterior walls at the rate of 20 square feet (1.86 m?) per 50 linear feet (15,240 mm) of
exterior wall in each story and distributed around the building perimeter at intervals not exceeding 50
feet (15,240 mm). Such openings shall be readily openable from the inside without akey or separate
tool and shall be provided with ready access thereto. In lieu of operable openings, clearly and
permanently marked tempered glass panels shall be used.

3. Category ¢ — One enclosed exit stairway, with ready access thereto, from each occupied floor of the
building. The stairway has operable exterior windows and the building has openings in accordance
with Category b.

4, Category d — One smokeproof enclosure and the building has openingsin accordance with Category
b.

5. Category e— Thebuilding is equipped throughout with an automatic sprinkler system. Each fire area

isprovided with amechanical air-handling system designed to accomplish smoke containment. Return
and exhaust air shall be moved directly to the outside without recirculation to other fire areas of the
building under fire conditions. The system shall exhaust not less than six air changes per hour from
the fire area. Supply air by mechanical meansto the fire areais not required. Containment of smoke
shall be considered as confining smoketo the fire areainvolved without migration to other fire areas.
Any other tested and approved design which will adequately accomplish smoke containment is
permitted.

6. Category f — Each stairway shall be one of thefollowing: asmokeproof enclosurein accordance with
Section 1015.0 of the Building Code as amended; pressurized in accordance with Section 1015.7 of
the Building Code as amended; or shall have operable exterior windows.

Change Sections 1201.6.11 and 1201.6.11.1 to read as follows:

1201.6.11 M eansof egr esscapacity and number . Evaluate the means of egress capacity and the number of exitsavailable
to the building occupants. In applying this section, the means of egress are required to conform to Sections1006.0 of the
Building Code as amended (with the exception of Section 1006.5), 1008.0. and 1009.0 of the Building Code as amended
(except that the minimum width required by this Section shall be determined solely by the width for the required capacity
in accordance with Tables 1009.2 of the Building Code as amended), 1010.0, 1020.0 and 1025.0 of the Building Code
as amended. The number of exits credited are the number that are available to each occupant of the area being evaluated.
Existing fire escapes shall be accepted as a component in the means of egress when conforming to Section 605.3.1.2 .
Under the categories and occupanciesin Table 1201.6.11, determine the appropriate value and enter that valueinto Table
1201.7 under Safety Parameter 1201.6.11, Means of Egress Capacity, for means of egress and general safety.

1201.6.11.1 Categories. The categories for means of egress capacity and number of exits are:

1 Category a- Compliance with the minimum required means of egress capacity or number of exitsis
achieved through the use of afire escape in accordance with Section 605.3.1.2

2. Category b — Capacity of the means of egress complies with Section 1009.0 of the Building Code
as amended and the number of exits complies with the minimum number required by Section 1010.0
of the Building Code as amended.

3. Category ¢ — Capacity of the meansof egressisequal to or exceeds 125 percent of the required means
of egress capacity, the means of egress complies with the minimum required width dimensions
specified in the code and the number of exits complieswith the minimum number required by Section
1010.0 of the Building Code as amended.

4. Category d — The number of exits provided exceeds the number of exits required by Section 1010.0
of the Building Code asamended. Exitsshall belocated adistance apart from each other equal to not
less than that specified in Section 1006.4.1 of the Building Code as amended.

5. Category e — The area being evaluated meets both Categories ¢ and d.

Change Section 1201.6.12.1 to read as follows:
1201.6.12.1 Categories. The categories for dead ends are:

1 Category a— Dead end of 35 feet (10,670 mm) in unsprinklered buildings or 70 feet (21,340 mm) in
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sprinklered buildings.

2. Category b— Dead end of 20 feet (6,096 mm); or 50 feet (15,240 mm) in Group B in accordance with
Section 1011.2, exception 2 of the Building Code as amended.

3. Category ¢ — No dead ends; or ratio of length to width (I/w) isless than 2.5:1.

Changes Sections 1201.6.13 thru 1201.6.14.1 to read as follows:

1201.6.13 Maximum travel distanceto an exit. Evaluate the length of exit accesstravel to an approved exit. Determine
the appropriate points in accordance with the following equation and enter that value into Table 1201.7 under Safety
Parameter 1201.6.13, Maximum Exit Access Travel Distance, for means of egress and general safety. The maximum
allowable exit access travel distance shall be determined in accordance with Section 1006.5 of the Building Code as
amended.

1201.6.14 Elevator control. Evauate the passenger elevator equipment and controls that are available to the fire
department to reach all occupied floors. Elevator recall controls shall be provided in accordance with the Fire Prevention
Code as amended. Under the categories and occupancies in Table 1201.6.14, determine the appropriate value and enter
that value into Table 1201.7 under Safety Parameter 1201.6.14, Elevator Control, for fire safety, means of egress and
general safety. The values shall be zero for a single story building.

1201.6.14.1 Categories. The categories for elevator controls are:

1 Category a— No elevator.

2. Category b — Any elevator without Phase | and Il recall.

3. Category ¢ — All elevators with Phase | and 1l recall as required by the Fire Prevention Code as
amended.

4, Category d — All meet Category c; or Category b where permitted to be without recall; and at |east

one elevator that complies with new construction requirements serves all occupied floors.

Change Section 1201.6.15.1 to read as follows:

1201.6.15.1 Categories. The categories for means of egress emergency lighting are:

1 Category a — Means of egress lighting and exit signs not provided with emergency power in
accordance with Section 2706.0 of the Building Code as amended.

2. Category b — Means of egress lighting and exit signs provided with emergency power in accordance
with Section 2706.0 of the Building Code as amended.

3. Category ¢ — Emergency power provided to means of egress lighting and exit signs which provides
protection in the event of power failure to the site or building.

Change Section 1201.6.16.1 to read as follows:

1201.6.16.1 Categories. The categories for mixed occupancies are:

1 Category a— Minimum 1-hour fire barriers between occupancies.

2. Category b — Fire barriers between occupancies in accordance with Section 302.3.3 of the Building
Code as amended.

3. Category ¢ — Fire barriers between occupancies having afire resistance rating of not less than twice

that required by Section 302.3.3 of the Building Code as amended

Change Sections 1201.6.17 and 1201.6.17.1 to read as follows:

1201.6.17 Sprinklers. Evaluate the ability to suppress afire based on the installation of an automatic sprinkler systemin
accordance with Section 903.3.1.1 of the Building Code as amended. “Required sprinklers’ shall be based on the
regquirements of this code. Under the categories and occupanciesin Table 1201.6.17, determine the appropriate value and
enter that valueinto Table 1201.7 under Safety Parameter 1201.6.17, Automatic Sprinklers, for fire safety, meansof egress
divided by 2 and general safety. Hi-Rise buildings defined in Section 403.1 of the Building Code as amended that undergo
achange in occupancy to Use groups R, shall be equipped throughout with an automatic sprinkler system in accordance
with Section 403.2 and Chapter 9 of the Building Code as amended.
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1201.6.17.1 Categories. The categories for automatic sprinkler system protection are:

1 Category a— Sprinklersarerequired throughout; sprinkler protectionisnot provided or the sprinkler
systemdesign isnot adequate for the hazard protected in accordance with Section 903 of the Building
Code as amended.

2. Category b — Sprinklersarerequired in aportion of the building; sprinkler protection isnot provided

or the sprinkler system design isnot adequate for the hazard protected in accordance with Section 903
of the Building Code as amended.

3. Category ¢ — Sprinklers are not required; none are provided.

4. Category d — Sprinklers are required in a portion of the building; sprinklers are provided in such
portion; the system is one which complied with the code at the time of installation and is maintained
and supervised in accordance with Section 903 of the Building Code as amended.

5. Category e — Sprinklers are required throughout; sprinklers are provided throughout in accordance
with Chapter 9 of the Building Code as amended.

6. Category f — Sprinklersarenot required throughout; sprinklersare provided throughout in accordance
with Chapter 9 of the Building Code as amended.

Change Sections 1201.6.18 and 1201.6.18.1 to read as follows:

1201.6.18 Standpipes: Evaluate the ability to initiate attack on afire by making supply of water available readily through
theinstallation of Standpipesin accordance with Section 905.0 of the Building Code as amended. “ Required Standpipes”
shall be based on the requirements of the Building Code as amended. Under the categories and occupancies in Table
1201.6.18, determine the appropriate value and enter that value into table 1201.7 under Safety Parameter 1201.6.18,
Standpipes, for fire safety, means of egress and general safety.

1201.6.18.1 Standpipe: The categories for Standpipe systems are:

1 Category a— Standpipesarerequired; Standpipeisnot provided or the Standpipe system designisnot
in compliance with Sections 905.3 of the Building Code as amended.

2. Category b — Standpipes are not required; none are provided.

3. Category ¢ — Standpipes are required; standpipes are provided in accordance with Section 905 of the

Building Code as amended.

4, Category d — Standpipes are not required; standpipes are provided in accordance with Section 905 of
the Building Code as amended.

Change Section 1201.6.19 to read as follows:

1201.6.19 Incidental use. Evaluate the protection of incidental use areas in accordance with Section 302.1.1 of the
Building Code as amended. Do not include those where this code requires suppression throughout the building including
covered mall buildings, high-rise buildings, public garages and unlimited area buildings. Assign the lowest score for the
building or fire area being evaluated. If there be no specific occupancy areas in the building or fire area being evaluated,
the value shall be zero.
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TABLE 1201.6.19
INCIDENTAL USE AREA VALUES
PROTECTION
REQUIRED BY TABLE
302.1.1 OF THE PROTECTION PROVIDED
BUILDING Code as
amended
1 Hour 2 Hours
None | 1Hour | AFSS vﬁt';mSSSP and 2Hours| and
AFSS AFSS
2 Hours and AFSS -4 -3 -2 -2 -1 -2 0
2 Hours, or 1 Hour and
AFSS -3 -2 -1 -1 0 0 0
1 Hour and AFSS -3 -2 -1 -1 0 -1 0
1 Hour -1 0 -1 -1 0 0
1 Hour, or AFSS with SP -1 0 -1 -1 0 0 0
AFSS with SP -1 -1 -1 -1 0 -1 0
1 Hour or AFSS -1 0 0 0 0 0 0

a. AFSS = Automatic fire suppression system; SP = Smoke partitions (See Section 302.1.1.1).

Note: For Table 1201.7, see page 674.

CHAPTER 13
CONSTRUCTION SAFEGUARDS

Change Section 1301.5 to read as follows:

1301.5 Facilitiesrequired. Sanitary facilities shall be provided during construction or demolition activitiesin accordance with the
Plumbing Code as amended listed in Chapter 14.

Change Section 1301.6.1 to read as follows:

1301.6.1 Walkways. A walkway shall be provided for pedestrian travel in front of every construction and demolition site
unless the authority having jurisdiction authorizes the sidewalk to be fenced or closed. Walkways shall be of sufficient
width to accommodate the pedestrian traffic, but in no case shall they be less than 4 feet (1219 mm) in width. Walkways
shall be provided with a durable walking surface. Walkways shall be accessible in accordance with Chapter 11 of the
Building Code as amended and shall be designed to support all imposed loads and in no case shall the design liveload be
less than 150 psf (7.2 KN/mg).

Change Section 1301.6.4.1 to read as follows:

1301.6.4.1 Barrier design. Barriersshall bedesigned toresist loadsrequired in Chapter 16 of the Building Code
as amended unless constructed as follows:

1
2.

Barriers shall be provided with 2 x 4 top and bottom plates.

The barrier material shall be aminimum of ¥2inch (19.1 mm) inch boards or ¥ainch (6.4 mm) wood
structural use panels.

Wood structural use panels shall be bonded with an adhesive identical to that for exterior wood
structural use panels.

Wood structural use panels¥sinch (6.4 mm) or 5/16 inch (7.9 mm) in thickness shall have studs spaced
not more than 2 feet (610 mm) on center.

Wood structural use panels3/8inch (9.5 mm) or Y2inch (12.7 mm) in thickness shall have studs spaced
not more than 4 feet (1219 mm) on center, provided a2 inch by 4 inch (51 mm by 102 mm) stiffener
is placed horizontally at the mid height where the stud spacing exceeds 2 feet (610 mm) on center.

Wood structural use panels 5/8 inch (15.9 mm) or thicker shall not span over 8 feet (2438 mm).
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Change Section 1301.6.7 to read as follows:

1301.6.7 Adjacent to excavations. Every excavation on asitelocated 5 feet (1524 mm) or lessfromthe street [ot line shall
be enclosed with abarrier not less than 6 feet (1829 mm) high. Wherelocated more than 5 feet (1524 mm) from the street
lot line, abarrier shall be erected when required by the code official. Barriers shall be of adequate strength to resist wind
pressure as specified in Chapter 16 of the Building Code as amended.

Change Sections 1304.1 and 1304.2 to read as follows:

1304.1Whererequired. All structuresunder construction, alteration or demolition shall be provided with not lessthan oneapproved
portable fire extinguisher at each stairway on all floor levels where combustible materials have accumulated. An approved portable
fire extinguisher shall be provided in every storage and construction shed. The code official is authorized to require additional
approved portable fire extinguishers where specia hazards exist, such as flammable or combustible liquid storage hazards. Fire
extinguishers shall comply with Section 906 of the Fire Prevention Code as amended.

1304.2 Firehazards. The provisionsof thiscodeand of the Fire Prevention Code asamended shall be strictly observed to safeguard
against al fire hazards attendant upon construction operations.

Change Section 1306.3 to read as follows:

1306.3 Detailed requirements. Standpipes shall beinstalled in accordance with the provisions of Chapter 9 of the Building Code
as amended.

Exception: Standpipesshall beeither temporary or permanent in nature, and with or without awater supply, provided that
such standpi pes conform to the requirements of Section 905 of the Building Code as amended asto capacity, outlets and
materials.

Change Chapter 14 to read as follows:

CHAPTER 14
REFERENCED STANDARDS
IASCE American Society of Civil Engineers
1801 Alexander Bell Drive
Reston, VA 20191-4400
Standard reference number Title Referenced in code section number
ASCE 31 %ﬁ)‘;}ﬁ;‘@“&?&%@ ofExisting A 407111, 407.1.13, Table 4071.12, note 1,
IASHRAE
Standard reference number Title Referenced in code section number
62-99 609.2
IASME American Society of Mechanical Engineers
345 East 47" Street
New York, NY 10017-2392
Standard reference number Title Referenced in code section number
Al7.1 506.1.1, 506.1.2, 702.1.2
Al17.3 702.1.2
IASTM American Society of Testing and Materias
100 Barr Habor Drive
West Conhocken, PA 19428-2956
Standard reference number Title Referenced in code section number
C94-98b Specification for Ready-Mixed 100.3.1
BOCA Building Officials Code Administrators, Inc.
4051 West Flossmoor Road
Country Club Hills, IL 60478
| Standard reference number | Title [ Referenced in code section number
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1999 BOCA National Building Code

101.2,102.4.2,106.1.1.1, 109.3.3,

109.3.8, 115.3, 117.1, 202, 301.4,

306.1, 410.4, 402.1, 403.2,

407.1.1.1, 407.1.1.2, 407.1.1.1.3,

407.12, 407.2, 407.3.1, 407.3.1.1,

407.3.2.1.1, 407.3.4, 407.3.5, 501.2,

501.3, 502.1, 503.1, 503.2, 503.3,

506.1, 506.1.7, 506.1.8, 507.2.1,

507.2.2, 601.3, 602.1, 603.2.1,

603.3.2, 603.4, 603.5.2, 604.2,

604.2.2, 604.2.3, 604.2.4, 604.3,

605.3, 605.3.1, 605.4.3, 605.5,

605.6, 605.7.1, 605.8.1, 605.9.2,

605.10.2, 607.1, 607.2, 607.3,

607.4, 607.4.1, 607.4.3, 703.2.1,

704.1.2,704.2,704.2.1, 705.2,

705.3, 707.2, 707.3, 707.5.1, 707.6,

707.7,801.1, 801.3, 802.1, 802.2

807.1, 807.2, 807.3.1, 811.1.1,

812.1.1,812.1.2,812.3.1,812.4.1.1,

812.4.1.2,812.4.1.3,

812.4.3.1, 812.4.3.3,812.4.4.1,

812.4.4.3, 812.5, 902.1, 902.2

902.3, 903.1, 903.2,903.3, 903.3.1

903.3.2, 903.4, 903.5, 904.1, 904.2,

906.1, 1001.4, 1002.3, 1002.5,

1003.11.1, 1004.2, 1004.9, 1004.16,

1005.1.4, 1101.2, 1102.1, 1102.2,

1102.2.1, 1102.3, 1102.4, 1102.5,

1102.6, 1201.2.2, 1201.2.3,

1201.2.4,1201.2.5, 1201.3.3,

1201.4.1,1201.6.1, 1201.6.1.1,

1201.6.2, 1201.6.2.1, 1201.6.3.1,

1201.6.3.2, 1201.6.4.1, 1201.6.5,

1201.6.5.1, 1201.6.6, 1201.6.7.1,

1201.6.8, 1201.6.9.1, 1201.6.10.1,

1201.6.11, 1201.6.11.1,

1201.6.12.1, 1201.6.13,

1201.6.15.1, Table 1201.6.15

1201.6.16.1, 1201.6.17,

1201.6.17.1, 1201.6.18,

1201.6.18.1, 1201.6.19,

T1201.6.18, 1301.6.4.1, 1301.6.7,

1306.3

NFPC

1999 BOCA National Fire Prevention
Code

101.4, 101.5, 101.7, 202, 603.2.1,

603.2.3, 604.4.3, 604.4.1.1,

604.1.1.2, 604.1.1.3, 604.1.1.4,

604.1.1.5, 604.1.1.6, 604.1.1.7,
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1101.2, 1201.3.2, 1201.6.8.1,
1201.6.14, 1201.6.14.1, 1304.1,
1304.2
FEMA Federal Emergency Management Agency
Federal Center Plaza
500 C Street SW.
Washington, DC 20472
Standard reference number Title Referenced in code section number

Pre-standard for the Seismic
Rehabilitiation of Buildings (Updated
FEMA 356 version of FEMA 273) 407.1.1.1, 407.1.1.2, 407.1.1.3, Table 407.1.1.2

ICC International Code Council
5203 L eesburg Pike, Suite 708
Falls Church, VA 22041
Standard reference number Title Referenced in code section number

Accessible and Usable Buildings and
ICC/ANS| A117.1 Facilities 202, 506.1, 506.1.1, 506.1.2

IFGC International Fuel Gas Code 509.2, 509.2.1, 509.2.2, 509.3
IMC International Mechanical Code 101.2, 115.3, 503.3, 509.1.1,
509.1.3, 509.1.4, 509.3, 609.1,
609.4, 702.1.1, 702.2.1, 709.1,
809.1, 809.2, 809.3, 901.1, 908.1,
1201.6.7.1, 1201.6.8, 1201.6.8.1

International Property Maintenance
IPMC Code 101.4, 101.5,101.7, 1101.2, 1201.3.2

NFPA National Fire Protection Association
Batterymarch Park
Quincy, MA 02269

Standard reference number Title Referenced in code section number
NFPA 13R 604.25item5
NFPA 70-NEC National Electrical Code 101.2, 107.3, 115.3, 408.1, 408.2.8,

503.3, 508.1, 608.1, 608.3, 608.3.4,
608.3.7, 708.1, 808.1, 808.2, 808.3,

808.4, 907.1
NFPA 72 604.2.5 items 1 through 4, 604.4
NFPA 99-1999 408.1 Exception 4
NSPC National Association of Plumbing, Heating Cooling Contractors
P.O. Box 6808
Falls Church, VA 22046
Standard reference number Title Referenced in code section number

1987 National Standard Plumbing

NSPC Code 101.2, 115.3, 410.2, 503.3, 510.1.1,

510.1.2,510.2, 610.1, 710.1, 810.1,
810.2, 810.3, 810.5, 909.1, 1301.5

SECTION THREE...SAVING CLAUSE

That nothing in this Ordinance or in the Electrical Code hereby adopted shall be construed to affect any suit or proceeding
impending in any court, or any rights acquired, or liability incurred, or any cause or causes of action acquired or existing, under any
act or ordinance hereby repeal ed as cited in Section Two of this Ordinance; nor shall any just or legal right or remedy of any character
be lost, impaired or affected by this Ordinance.



62A The City Journal September 16, 2003

SECTION FOUR...PENALTY CLAUSE

Any person, partnership or corporation who shall violate any provision of this Code or shall fail to comply with any of the
reguirements thereof or who shall install electrical work in violation of approved construction documents or directive of the code
official, or of apermit or licenseissued under the provisions of this Code, shall be subject to immediate arrest, and, upon conviction,
befined not morethan five hundred dollars or by imprisonment not exceeding thirty daysor both such fine and imprisonment. Each
day that a violation continues shall be deemed as a separate and distinct offense.

SECTION FIVE.

It isthe intent of the Board of Aldermen that Section Two of this ordinance be codified in the Revised Code of the City
of Saint Louis.

SECTION SIX...EMERGENCY CLAUSE

This being an ordinance necessary for the immediate preservation of the public safety, it is hereby declared to be an
emergency measure and shall become effective immediately upon its approval by the Mayor.

Approved: June 26, 2003

ORDINANCE #65928
Board Bill No. 24

An ordinance repealing Ordinance 45939 and enacting in lieu thereof anew ordinance establishing atwo way stop sitefor
all north-south traffic traveling on Morganford Road approaching the intersection of Morganford Road and Osceola Street and
containing an emergency clause.

BE IT ORDAINED BY THE CITY OF ST. LOUISASFOLLOWS:
SECTION ONE. Ordinance 45939 is hereby repealed and the following ordinance is enacted in lieu thereof:

SECTION TWO. Thereishereby established atwo way stop sitefor all north-south traffic traveling on Morganford Road
approaching the intersection of Morganford Road and Osceola Street. The director of streetsis hereby authorized and directed to
install stop signs at said location to regulate traffic approaching thisintersection.

SECTION THREE. Emergency Clause. Thisbeing an ordinance for the preservation of public peace, health and safety,
it is hereby declared to be an emergency measure within the meaning of Sections 19 and 20 of Article IV of the Charter of the City
of St. Louis and therefore this ordinance shall become effective immediately upon its passage and approval by the Mayor.

Approved; June 26, 2003

ORDINANCE #65929
Board Bill No. 61

AN ORDINANCE AMENDING SUBSECTION 902.1 OF SECTION 3, CHAPTER 9, OF ORDINANCE
NO. 65023, APPROVED JULY 21, 2000, PERTAINING TO “LICENSING” IN THE PROPERTY
MAINTENANCE CODE OF THE CITY OF ST. LOUIS (THE “CODE”), BY ESTABLISHING AN
ADDITIONAL EXCEPTION TO THE PERMIT AND LICENSING REQUIREMENTS IN
SUBSECTION 902.1 OF SAID ORDINANCE 65023; CONTAINING A SEVERABILITY CLAUSE; AND
CONTAINING AN EMERGENCY CLAUSE.

WHEREAS, there continueto exist, in the City of St. Louis (the* City”), areas of economic instability, economic decline
and areas which suffer from alack of continued investment and development; and

WHEREAS, new development, investment and expansionin the City will serveto stabilizeblighted areas, insanitary areas,
or areas otherwise in economic declinein the City, and will significantly benefit the City by increasing and providing new revenues
by the creation of new jobs, new and increased sales, increased property tax val ues, additional or increased payroll and earning taxes,
and enhanced tourism; and

WHEREAS, in order to ensure the stability and expansion of the City’s economy, the City wishesto stimulate, promote
and attract economic devel opment and tourism in the City by encouraging devel opment of hotelsin the central business district and
along interstate highway corridors for ease of access and visibility to potential tourists and travelers; and

WHEREAS, the City finds that it is in the best interests of the City and its residents and its inhabitants to provide an
exception for hotels in the central business district and along
interstate highway corridors from certain provisions of the permit and licensing requirements of the Code in order to promote,
encourage, and attract new development and tourism in the City.
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BE IT ORDAINED BY THE CITY OF ST. LOUISASFOLLOWS:
SECTION ONE. The Board of Aldermen hereby adopts the foregoing recitals as findings.

SECTION TWO. Subsection 902.1 of Section 3, Chapter 9 of Ordinance No. 65023, approved July 21, 2000, pertaining
to “Licensing” is hereby repealed in its entirety and in lieu thereof a new section is enacted to read as follows:

902.1 Permit and licenserequired. It shall be unlawful to operate ahotel, dormitory, rooming house or boarding
house without first obtaining a permit and license as hereinafter set forth. An applicant for alicenseto operate
adormitory, rooming house, boarding house or hotel, together with all other requirements of this Chapter, shall
alsofileaplat or drawing showing itslocation or premises together with the position of the building to be used
thereon and awritten petition in favor of theissuance of such license signed by amajority of the persons, if any,
occupying the premises or conducting any business on the main floor within the prescribed petition circle drawn
by aradius of five-hundred (500) feet plus one-half of the width of the front of the premises, from the center of
such premises projected to the streets. A neighborhood consent petition shall not be required for successive
yearly renewals for the same license on the same premises immediately succeeding the original licensing. No
such application shall be approved wherein a church, elementary school or secondary school islocated within
the radius hereinabove described.

Exceptions:

1 Sheltered workshopsand residencefacilitiesauthorized by Sections205.968t0 205.972 of the Revised
Statutes of Missouri, 2000, as amended, shall be and are hereby exempted from the plat and petition
and the church and school petitions set forth herein.

2. Hotels of sixty (60) or more rooms shall be and are hereby exempted from the plat and
petition requirements set forth within the areas defined herewith:

A. Beginning at apoint, said point being theintersection of the center lines of the Poplar Street
Bridge and Leonor K. Sullivan Boulevard; thence northwardly along said centerline of
Leonor K. Sullivan Boulevard to the point of intersection thereof with the centerline of
Biddle Street; thence westwardly along said centerline of Biddle Street to the point of
intersection with the centerline of Interstate 70; thence southwardly along said centerline of
Interstate 70, to the point of intersection with the centerline of Cole Street; thence
westwardly along said centerline of Cole Street to the point of intersection with the center
of Tucker Boulevard; thence southwardly along said centerline of Tucker Boulevard to the
point of intersection with the centerline of Dr. Martin Luther King Boulevard; thence
westwardly along said centerline of Dr. Martin Luther King Boulevard to the point of
intersection with the centerline of Jefferson Avenue; thence southwardly along said
centerline of Jefferson Avenue to the point of intersection with the centerline of Interstate
64; thence eastwardly along said centerline of Interstate 64, to the point of intersection with
Leonor K. Sullivan Boulevard, said point being the point of beginning; and

B. Any and all areaswithin two thousand (2,000) feet of an interstate highway measured from
the center line of said interstate highway.

SECTION THREE. Itishereby declared to be the intention of the Board of Aldermen that each and every part, section
and subsection of the Ordinance shall be separate and severable from each and every other part, section and subsection hereof and
that the Board of Aldermen intends to adopt each said part, section and subsection separately and independently of any other part,
section and subsection. Inthe event that any part, section or subsection of this Ordinance shall be determined to be or to have been
unlawful or unconstitutional, the remaining parts, sections and subsections shall be and remain in full force and effect, unless the
court making such finding shall determinethat the valid portions standing alone areincompl ete and are incapabl e of being executed
in accord with the legidative intent.

SECTION FOUR. This being an ordinance necessary for the immediate preservation of the public safety, it is hereby
declared to be an emergency measure and shall become effective immediately upon its approval by the Mayor.

Approved: June 26, 2003

ORDINANCE #65930
Board Bill No. 67

An Ordinance authorizing and directing the Commissioner of Emergency Management, on behalf of the City of St. Louis,
to enter into and execute a Grant Agreement with the State of Missouri Emergency Management Agency for a grant to fund the
purchase of emergency responder equipment by CEMA, appropriating said funds in the amount of $275,000 and authorizing the
Commissioner of Emergency Management, upon approval of the Board of Estimate and Apportionment, to expend the funds by
entering into contracts or otherwise for grant purposes and containing an emergency clause.
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BE IT ORDAINED BY THE CITY OF ST. LOUISASFOLLOWS:

SECTION ONE. The Commissioner of Emergency Management is hereby authorized and directed, on behalf of the City
of St. Louis, to enter into and execute a Grant Agreement with the State of Missouri Emergency Management Agency to fund
emergency responder equipment. Said Grant Agreement shall be substantially in words and figures the same as the attached
Agreement, which is made part of this Ordinance and is on file in the Register’s Office.

SECTION TWO. The Commissioner of Emergency Manaagement is hereby authorized and directed, upon approval of
the Board of Estimate and Apportionment, to expend the funds, which are hereby appropriated for said purpose, by entering into
contracts or otherwise received pursuant to the Grant Agreement, totaling $275,000, in a manner that is consistent with the
provisions of said Agreement, a copy of which is attached hereto and shall become part of the ordinance.

SECTION 3. Emergency Clause. This being an Ordinance for the immediate preservation of public peace, health and
safety, it is hereby declared to be an immediate measure within the meaning of Sections 19 and 20 of Article IV of the Charter of
the City of St. Louis and therefore this Ordinance shall become effective immediately upon its passage and approval by the Mayor.

Missouri State Emergency Management Agency
FY 2002 State Domestic Preparedness Program
Funding Approval application and chart
on filein the Register’s Office

Approved: June 26, 2003

ORDINANCE #65931
Board Bill No. 116

An ordinance recommended by the Parking Commission making appropriation for payment of the operating expenses,
capital equipment and improvement expenses, including lease purchase agreements involving Parking Division assets, and debt
service expenses of the Parking Division of the Treasurer's Office, Kiel Parking Facilities, Marquette Parking Facility, Argyle
Parking Facility, Chouteau Parking Facility, Williams Paper Parking Facility, and the Central Downtown Parking Facility for the
fiscal year beginning July 1, 2003 and ending June 30, 2004, amounting in the aggregate to the sum of Ten Million, Three Hundred
Twenty Seven Thousand, Seven Hundred Twelve Dollars ($10,327,712) and containing an emergency clause.

BE IT ORDAINED BY THECITY OF ST. LOUISASFOLLOWS:

SECTION ONE. Thereishereby appropriated, fromtheanticipated revenueof the Parking Fund, the Sum of FiveMillion,
Four Hundred Ninety Three Thousand, Nine Hundred Fifty Seven Dollars ($5,493,957) for the payment during the fiscal period
beginning July 1, 2003 and extending through June 30, 2004 of operating expenses, capital expenses, |ease/purchase agreementsfor
Parking Division assets, including parking systems and equipment and other required expenses of the Parking Division of the
Treasurer’s Office, as hereinafter detailed on Exhibit 1.

SECTION TWO. Pursuant to Ordinance 62674, dated July 7, 1992, thereis hereby appropriated from revenuesavailable
to the Kiel Center Parking Facilities the sum of Two Million, Two Hundred Sixty One Thousand, Four Hundred Forty Nine Dollars
($2,261,449) for the operations and maintenance of the Kiel Center Parking Facilities, including the sum of One Million, Seven
Hundred Three Thousand, Five Hundred, Eight Dollars ($1,703,508) for debt service as hereinafter detailed on Exhibit 2.

SECTION THREE. Pursuant to Ordinance 64350 dated April 1, 1998, there is hereby appropriated from revenues
availableto theMarquette Parking Facility the sum of Seven Hundred Forty One Thousand, Seven Hundred Sixty Dollars($741,760)
for the operations and maintenance of the Marquette Parking Facility, including the sum of Five Hundred Eighty Five Thousand,
Seven Hundred Fifty Eight Dollars ($585,758) for debt service as hereinafter detailed on Exhibit 3.

SECTION FOUR. Pursuant to Ordinance 64539 dated January 4, 1999, there is hereby appropriated from revenues
available to the Argyle Parking Facility the sum of One Million, Two Hundred Fifty Nine Thousand, Eight Hundred Fifty Eight
Dollars ($1,259,858) for the operations and maintenance of the Argyle Parking Facility, including the sum of Nine Hundred Seventy
Six Thousand, Eight Hundred Seventy Six Dollars ($976,876) for debt service as hereinafter detailed on Exhibit 4.

SECTION FIVE. Thereishereby appropriated from revenues availabl e to the Chouteau Parking Facility the sum of Four
Hundred Thirty Eight Thousand, Six Hundred Dollars ($438,600) for the operations and maintenance of the Chouteau Parking
Facility as hereinafter detailed on Exhibit 5.

SECTION SIX. Thereis hereby appropriated from revenues available to The Williams Paper Parking Facility the sum
of Eighty Thousand, Eighty Seven Dollars ($80,087) for the operations and maintenance of The Williams Paper Parking Facility as
hereinafter detailed in Exhibit 6.

SECTION SEVEN. Pursuant to ordinance 65403 dated January 25, 2002, there is hereby appropriated from revenues
available to the Central Downtown Parking Facility the sum of Fifty Two Thousand, One Dollars (52,001) for the operations and
maintenance of the Central Downtown Parking Facility as hereinafter detailed on Exhibit 7.
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SECTION EIGHT. The passage of this Ordinance being deemed necessary for theimmediate preservation of the public
peace, health and safety, it is hereby declared to be an emergency Ordinance as provided for by Article V. Section 20 of the Charter
of the City of St. Louis and shall be effective immediately upon approval by the Mayor.
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EXHIBIT 1
CITY OF ST. LOUIS
FY 2003 - 04
FUND 1520
DEPT 343

NAME: Parking Division

ACCT ITEM DESCRIPTION
-PERSONAL SERVICES
5101 Salaries - Regular Employees
5136 Employer Social Security Coverage
5137 Employees Health Insurance
5138 Employee Retirement Plan
5142 Employees Life Insurance
5144 Worker's Compensation - Disability
-MATERIALS & SUPPLIES -
5235 Office Supplies & Computer Supplies
5237 Health & Safety (Wearing Apparel)
5238 Facility & Grounds
5239 Fleet Supplies
5290 Parking Supplies (Tools, Misc, Tickets)
-RENTAL AND NON-CAPITAL LEASES -
5335 Lease of Equipment
-NON-CAPITAL EQUIPMENT-
5435 Office Equipment
5490 Parking Equipment
5535 Equipment
5539 Fleet Equipment
-CONTRACTUAL & OTHER SERVICES -
5635 Postage
5636 Telecom. Services & Repair Contracts
5637 Health & Safety
5639 Fleet Repair
5645 Travel
5646 CPE
5649 Utilities
5659 Professional Services
5660 Legal Service
5668 Lobbying
5670 Prior Y ear Encumbrances
5690 Parking Expansion & Repairs
5790 New Parking Lots

DEPARTMENT TOTAL

AMOUNTS

SUBTOTALS

3,301,028
252,529
365,800
290,490

12,610

150,000

18,000
15,000
25,000
40,000
70,000

3,000

22,000
5,000
140,000
96,000

400
28,900
4,300
70,000
13,500
4,000
22,000
287,400
90,000
2,000
100,000
15,000
50,000

4,372,457

168,000

3,000

263,000

687,500

5,493,957
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EXHIBIT 2
CITY OF ST. LOUIS
FY 2003 - 04
FUND 1521
DEPT 343

NAME: Kiel Parking Facility

ACCT

ITEM DESCRIPTION

5101
5112
5136
5137
5138
5142

5235
5237
5238
5290

5490

5639
5636
5637
5638
5649
5659
5663
5790

5755
5756
5757

-PERSONAL SERVICES-

Salaries - Regular Employees

Salaries - Per Performance Employees
Employer Social Security Coverage
Employees Health Insurance
Employee Retirement Plan

Employees Life Insurance

-MATERIALS & SUPPLIES -

Office & Computer Supplies

Health & Safety (Wearing Apparel)
Facility & Grounds

Parking supplies (Tools, Misc, Tickets)

-NON-CAPITAL EQUIPMENT-
Parking Equipment

-CONTRACTUAL & OTHER SERVICES -
Fleet Repair

Telecom Service

Health & Safety

Facility & Grounds

Utilities

Professional Services

Insurance Property

New Parking Lots

-DEBT SERVICE CHARGES-
Principal

Interest

Debt Fees

DEPARTMENT TOTAL

AMOUNTS SUBTOTALS

119,938

156,000

21,109

11,800

10,555

458
319,860

6,204

1,500

7,000

14,000
28,704

1,500
1,500

2,000
4,277
5,600
22,000
60,000
42,000
42,000
30,000
207,877

470,000

1,228,508

5,000
1,703,508

2,261,449
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EXHIBIT 3
CITY OF ST. LOUIS
FY 2003 - 04
FUND 1522
DEPT 343

NAME: Marquette Parking Facility

ACCT ITEM DESCRIPTION

-PERSONAL SERVICES-

5101 Salaries - Regular Employees

5112 Salaries - Per Performance Employees

5136 Employer Social Security Coverage

5137 Employees Health Insurance

5138 Employee Retirement Plan

5142 Employees Life Insurance
-MATERIALS & SUPPLIES -

5235 Office & Computer Supplies

5238 Facility & Grounds

5290 Parking Supplies (Tool, Misc, Tickets)
-RENTAL AND NON-CAPITAL LEASES -

5636 Telecom. Services & Repair Contracts

5637 Health & Safety

5638 Facility & Grounds

5649 Utilities

5663 Insurance - Property

5790 New Parking Lots
-DEBT. SERVICE CHARGES-

5755 Principal

5756 Interest

5757 Debt Fees

DEPARTMENT TOTAL

AMOUNTS

41,125
19,500
4,638
8,850
3,619
157

2,025
1,125
900

2,250
1,125
14,438
15,000
26,250
15,000

220,000
360,758
5,000

SUBTOTALS

77,889

4,050

74,063

585,758

741,760
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EXHIBIT 4
CITY OF ST. LOUIS
FY 2003 - 04
FUND 1523
DEPT 343
NAME: Argyle Parking Facility
ACCT | ITEM DESCRIPTION AMOUNTS | SUBTOTALS
-PERSONAL SERVICES-
5101 Salaries - Regular Employees 109,772
5136 Employer Social Security Coverage 11,015
5137 Employees Health Insurance 14,750
5138 Employee Retirement Plan 9,660
5142 Employees Life Insurance 419
5172 Salaries - Per Performance 34,216
179,832
-MATERIALS & SUPPLIES -
5235 Office & Computer Supplies 2,400
5237 Health & Safety (Wearing Apparel) 800
5238 Facility & Grounds 2,000
5290 Parking Supplies (Tools, Misc, Tickets) 2,200
7,400
-CONTRACTUAL & OTHER SERVICES -
5636 Telecom. Services & Repair Contracts 3,500
5637  Hedth & Safety 1,100
5638 Facility & Grounds 12,150
5649 Utilities 27,000
5663 Insurance - Property 42,000
5790 New Parking Lots - Specia 10,000
95,750
-DEBT SERVICE CHARGES-
5755 Principal 290,000
5756 Interest 681,876
5757 Debt Fees 5,000
976,876

DEPARTMENT TOTAL 1,259,858
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EXHIBIT 5
CITY OF ST. LOUIS
FY 2003 - 04
FUND 1524
DEPT 343

NAME: Chouteau Parking Facilities

ACCT ITEM DESCRIPTION
-MATERIALS & SUPPLIES -

5238 Facility & Grounds
-CAPITAL ASSETS

5538 Tenant improvements
-CONTRACTUAL & OTHER SERVICES -

5636 Telecom Services

5638 Facility & Grounds

5649 Utilities

5659 Professional Services

5663 Insurance

DEPARTMENT TOTAL

AMOUNTS SUBTOTALS
1,000
1,000
50,000
50,000
600
295,000
2,000
70,000
20,000
387,600

438,600
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EXHIBIT6
CITY OF ST. LOUIS
FY 2003 - 04
FUND 1525
DEPT 343
NAME: Williams Paper Project
ACCT ITEM DESCRIPTION AMOUNTS SUBTOTALS
-PERSONAL SERVICES-
5101 Salaries - Regular Employees 20,488
5136 Employer Social Security Coverage 1,568
5138 Employees Health Insurance 2,950
5137 Employee Retirement Plan 1,803
5142 Employees Life Insurance 78
26,887
-MATERIALS & SUPPLIES -
5235 Office & Computer Supplies 200
5238 Facility & Grounds 4,000
5290 Parking Supplies 5,000
5237 Health & Safety (Wearing Apparel) 500
9,700
-CONTRACTUAL & OTHER SERVICES -
5636 Telecom Services 3,500
5637 Health & Safety 10,000
5638 Facility & Grounds 10,000
5649 Utilities 10,000
5690 Parking Expansion & Repairs 10,000
43,500

DEPARTMENT TOTAL 80,087
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EXHIBIT 7
CITY OF ST. LOUIS
FY 2003 - 04
FUND 1526
DEPT 343
NAME: Centra Downtown Parking Facility
ACCT ITEM DESCRIPTION AMOUNTS SUBTOTALS
-PERSONAL SERVICES-
5101 Salaries - Regular Employees 13,709
5172 Salaries - Per Performance Employees 6,500
5136 Employer Social Security Coverage 1,546
5137 Employees Health Insurance 2,950
5138 Employee Retirement Plan 1,206
5142 Employees Life Insurance 52
25,963
-MATERIALS & SUPPLIES -
5235 Office & Computer Supplies 675
5238 Facility & Grounds 375
5290 Parking Supplies 300
1,350
-CONTRACTUAL & OTHER SERVICES -
5636 Telecom Services 750
5637  Hedlth & Safety 375
5638 Facility & Grounds 4,813
5649 Utilities 5,000
5663 Insurance Property 8,750
5790 New Parking Lots 5,000
24,688
DEPARTMENT TOTAL 52,001

Approved: June 26, 2003



